


WEIGHT ANALYSIS

11/5/2015 12 2 WC 158 163 CALTRANS USA 

INPUT AREAS= FUEL LOAD ADJ. DATA (F.L.A.)

VEHICLE DESCRIPTION: CHASSIS UNIT # MODEL: FUEL TYPE: FUEL CAP. FUEL WGT PER GAL.

E-450 ALLSTAR GAS 55 6.1

WHEELBASE PER IN. VALUE CALC. AXLE WEIGHTS FUEL AMT. WGT OF FUEL

158 0.63 LEFT FRONT RIGHT FRONT 0.13 335.5

AXLE CAPACITIES 3222 1642 1580 FUEL TANK CENTER

FRONT REAR TOTAL LEFT REAR RIGHT REAR 185

5000 9600 14500 5372 2282 3090

DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR DISTANCE (IN.) WEIGHT (LBS.) %  REAR AXLE FRONT REAR

DRIVER 48 150 30.38% 104.43 45.57 99 -55 62.66% -20.54 -34.46 MID DBL

MID DBL 89 -55 56.33% -24.02 -30.98 131 -55 82.91% -9.40 -45.60 MID DBL

MID DBL 124 -55 78.48% -11.84 -43.16 163 -55 103.16% 1.74 -56.74 MID DBL

MID DBL 159 -55 100.63% 0.35 -55.35 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

MID DBL 89 355 56.33% 155.03 199.97 99 355 62.66% 132.56 222.44 MID DBL

MID DBL 125 355 79.11% 74.15 280.85 132 355 83.54% 58.42 296.58 MID DBL

MID DBL 161 355 101.90% -6.74 361.74 165 355 104.43% -15.73 370.73 MID DBL

WC 205 250 129.75% -74.37 324.37 205 250 129.75% -74.37 324.37 WC

MORRYDE 158 62.5 100.00% 0.00 62.50 158 62.5 100.00% 0.00 62.50 MORRYDE

ROMEO RIM BUMPER 239 7.5 151.27% -3.84 11.34 239 7.5 151.27% -3.84 11.34 ROMEO RIM BUMPER

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

0.00% 0.00 0.00 0.00% 0.00 0.00

TOTAL PASSENGER LOAD 213.15 1156.85 68.84 1151.16 2590.00

AXLE WEIGHTS 1642.00 2282.00 1580.00 3090.00 8594.00

FRONT REAR LEFT/RIGHT TOTALS LEFT/RIGHT %'S

LEFT 1830.21 3609.73 5439.94 0.474

RIGHT 1623.91 4412.04 6035.94 0.526

FRT / REAR TOTALS 3454.11 8021.77 11475.89

AXLE CAPACITIES 5000 9600 14500

AVAILABLE CAPACITIES 1545.89 1578.23 3024.12

Front Curbside Rear Curbside
Maximum Capacity 2500 Maximum Capacity 4940 QVM 1.28

Combined Front Combined Rear

3454.11 8021.77

5000 Maximum Capacity 9600 Maximum Capacity

Maximum Capacity 2500 Maximum Capacity 4940 QVM 1.28

Front Roadside Rear Roadside

12 2 WC 158 163-19 USA

DEALER

FUEL ADJ. AMT.

-43.62

1830.21

4412.04

3609.73

LEFT (ROADSIDE) RIGHT (CURBSIDE)

1623.91

MID DBL

AS BUILT 38703B
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