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2006 SSPs used with 2006 Standard Plans:

	SSPNo
	Effective Date
	Description
	Update



	SN-003
	A06-05-09
	Special Notice
	References Section 2, "Bidding" of these special provisions regarding SSPC QP certification.

	SN-100
	C06-05-09
	Special Notice
	This special notice is cancelled.  SSP S5-010 is being cancelled too and its contents were moved to the amendments.

	SN-580
	A06-05-09
	Special Notice
	This Special Notice states certain spray equipment that can be used for bonded wearing course projects are allegedly covered by a patent, and contractors using this equipment without license have been sued.

	S1-020H
	A06-05-09
	Amendments to the May 2006 Standards Specifications
	Section 0:  Updated to provide global revisions for Class concrete and for when Class concrete and minor concrete are specified as options.

	
	
	
	Section 1: Added biological terms to definitions and a clause regarding the applicability of Sections 10 through 15.

	
	
	
	Section 2: Updated Section 2-1.03B, "Supplemental Project Information," to instruct the contractor to contact the District for appointment to view supplemental project information.

	
	
	
	Section 5: Updated with new claims section and corrected Sections 5-1.15A and B due to the new claims process.  Section 5-1.15C is replaced in its entirety.

	
	
	
	Section 7: Updated Section 7-1.04, "Permits and Licenses," to match PLAC changes.

	
	
	
	Section 9: Revised claim specifications and a complete replacement of Section 9 based on the 2010 rewrite.

	
	
	
	Section 14: Eliminated alternative warning method in Section 14-8.02, "Noise Control."

	
	
	
	Section 24:  Changed title to "Lime Stabilized Soil."  The entire section was rewritten in plain language to incorporate up-to-date materials and construction specifications.

	
	
	
	Section 39: Minor clarifications to the Job Mix Formula submittal, verification, and renewal specifications.  Other minor revisions were incorporated, including deletion of Rumble Strip specifications which are covered by SSP 39-350.

	
	
	
	Section 40: updated for the following:
1.  Acceptance of uncoated dowel bar baskets and tie bar baskets
2.  Elimination of epoxy coating requirement for bar reinforcement next to end transition concrete panels and drainage details
3.  Acceptance of smooth tie bars at longitudinal joints where dowel bars were required
4.  Addition of final finishing requirements for pavement test strips
5.  New requirements for corrosive environment
6.  Modification of final finishing language for texturing and coefficient of friction

	S1-020H
	A06-05-09
	Amendments to the May 2006 Standards Specifications -Continued
	Section 50: Revised para 1 in 50-1.05 to clarify the Department's requirement for using deformed (Type II) bars only as prestressing bars.
Section 51: Updated 51-1.17(A) and 51-1.23 to include changes  to agree with new deck crack methacrylate treatment requirements.
Section 52:  Revisions per Committee's recommendations:   
1.  Referenced approved products to the Department's Pre-Qualified products website.
2.  Revised slip requirements
3.  Eliminated manufacturer's QC manual submittal for fabrication of hoops.
4.  Eliminated requirements of collecting control bars for ultimate splice samples.
5.  Revised acceptance criteria for ultimate butt splices.
6.  Revised requirements for test reports.
Sections 59:  Updated Section 59-1.03 to allow airless spray application methods and 59-2.01 to require the use of Category A for removing coatings.
Section 64: New requirements were added to section 64-1.02 "Materials" to specify amount of carbon black in HDPE pipe and new manufacturing standards.  Revisions to section 64-1.05 "Earthwork" clarify concrete backfill requirements.
Section 73:  Updated due to revised Section 90.
Section 75: Updated to reflect the movement of the product qualification requirements to the METS Web site and the addition of a requirement for a Certificate of Compliance.
Section 88: This revision adds Section 88-1.08, "Separation and Stabilization," and Section 88-1.08A, "Subgrade Enhancement Geotextile," and makes other minor revisions.
Section 90:  Updates requirements on concrete strength, shrinkage, minor concrete, cementitious material, cement, supplementary cementitious matierial, aggregate, admixtures, and precast.
Section 95: Minor revision to correct erroneous numbers in a table.

	S2-050
	A06-05-09
	SSPC QP Certification Preaward Qualification
	New SSP to require SSPC QP certifications to be submitted with bid documents

	S2-150
	A06-05-09
	Disadvantaged Business Enterprises
	This revision corrects a reference to a paragraph number in the Standard Specifications.

	S4-003
	A06-05-09
	Section 4. Beginning of Work, Time of Completion, And Liquidated Damages
	Revised to include "Contractor Supplied Biologist" as part of the submittals

	S5-280
	A06-05-09
	Supplemental Project Information
	This revision adds the addresses and phone numbers for Districts 5 and 6  to the instructions.

	S5-310
	A06-05-09
	Noise Control
	Revised to specify exceptions to Standard Specification noise restrictions and to include noise monitoring.

	S5-505
	A06-05-09
	Species Protection
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceability.

	S5-506
	A06-05-09
	Natural Resources Protection Plan
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceablilty

	S5-620
	C06-05-09
	Relations With California Department Of Fish and Game
	This SSP is cancelled.  The requirements of this SSP have been incorporated into new SSP S5-505 or are covered by existing Standard Specifications.

	S5-010
	C06-05-09
	Retention Exclusion
	Cancelled. Incorporated into Section 9 replacement.

	S5-014
	A06-05-09
	Emissions Reduction
	This new SSP was created because the California Air Resources Board has several regulations that are currently in effect or will be in effect in the future.  

	S5-155
	A06-05-09
	Partnering Dispute Resolution
	This revision corrects a reference to the Standard Specifications.

	S8-C01
	C06-05-09
	Portland Cement Concrete
	This SSP is cancelled (information moved to Standard Specifications Section 90).

	S8-C02
	A06-05-09
	Portland Cement Concrete
	This new SSP specifies a longer concrete strength development time in Climate Areas I and II and allows rice hull ash as a supplementary cementitious material for minor concrete.

	S8-C04
	A06-05-09
	Corrosion Control for Portland Cement Concrete
	This SSP updated to revise the cementitious material requirements in a corrosive environment.  Also, ownership changed to Office of Rigid Pavement and Structural Concrete.

	S8-C05
	B06-05-09
	Freezing Condition Requirements
	This SSP is updated to revise the cementitious material requirements when in Climate Area III (areas subject to freezing).

	S8-C06
	B06-05-09
	Rapid Strength Concrete for Structures
	An all new SSP, created as a material specification for rapid set strength concrete.  Volumetric proportioning specifications (to match SSP 40-020) are included.

	S8-C15
	B06-05-09
	Precast Concrete Quality Control
	This SSP is being revised to clarify that precast concrete members made from minor concrete do not need to conform to this SSP.

	S8-C20
	A06-05-09
	Self-Consolidating Concrete for Precast Elements
	This new SSP is for self-consolidating concrete for precast elements.

	S8-W05
	B06-05-09
	Welding for Overhead Sign and Pole Structures 
	Specify AISC Certification category for overhead sign structures and pole structures.
Changed welding qualification audit requirement from one year to 3 years.
Added Web site for list of facilities that have completed the audit.

	S8-W06
	B06-05-09
	Steel Pipe Piling Qualification Audit
	Changed acceptable audit from "no more than 3 years before the beginning of the work" to "no more than 3 years prior to the award of the contract."

	05-200
	A06-05-09
	Miscellaneous Clauses For Order of Work 
	Revised instructions to include new SSPs.  Included request for vender statement.

	07-321
	A06-05-09
	Contractor Supplied Biologist
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforcement.

	07-322
	A06-05-09
	Biological Monitoring Area (BMA)
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceablilty.

	07-323
	A06-05-09
	Biological Resource Information Program
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceablilty

	07-324
	A06-05-09
	Fish Protection
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceability.

	07-328
	A06-05-09
	Temporary Wetland Protection Mat
	New SSP to reduce variation and redundancy between biology-related provisions, reduce confusion and improve implementation and enforceablilty.

	07-346
	A06-05-09
	Construction Site Management
	This revision incorporates requirements that have been used as NSSPs by different Districts.  The version is in plain language.

	07-421
	A06-05-09
	Temporary Large Sediment Barrier
	SSP 07-421 is a new SSP.  Temporary large sediment barriers are used for sediment control to intercept and slow the flow of sediment-laden runoff.  They allow sediment to settle from runoff before storm water leaves the job site.  Guidance on usage is found under SC-5, Fiber Rolls, of the Caltrans Storm Water Quality Handbook Construction Site Best Management Practices (BMPs) Manual.  NSP T66 shows construction details for temporary large sediment barrier.

	07-480
	A06-05-09
	Temporary Construction Entrance
	SSP 07-480 was rewritten to comply with 2006 Style Guide, including minor technical updates.  Added new instruction for reference to TC-1 Stabilized Construction Entrance, of the Caltrans Storm Water Quality Handbook Construction Site Best Management Practices (BMPs) Manual. 

	08-015
	A06-05-09
	Progress Schedule (Critical Path Method)
	This revision corrects the acronym for VECP in paragraph  7.

	08-050
	A06-05-09
	Small Business Utilization Report
	This revision changes the instructions for calculating the number of reports; working days for plant establishment work are not included in the calcuation.

	12-380
	T06-05-09
	Temporary Signal System
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	12-390
	T06-05-09
	Temporary Flashing Beacon System
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	14-001
	A06-05-09
	Remove Yellow Traffic Stripe and Pavement Marking (Hazardous Waste)
	Use to ensure proper removal, handling, and disposal of stripe and pavement marking residue when the material is known or suspected to be a hazardous waste.

	14-010
	A06-05-09
	Treated Wood Waste
	New SSP to replace NSSP for treated wood requirements by DTSC

	15-027
	A06-05-09
	Earth Material Containing Lead
	All new SSP to include a lead compliance plan whenever soil disturbing activities will occur regardless of lead concentration.

	15-141
	A06-05-09
	Abandon Dry Well
	SSP 15-141 is a new SSP based on venerable non-standard SSPs used by districts.  This SSP provides specifications for abandonment of superfluous dry wells placed during construction activities.

	15-301
	A06-05-09
	Remove Traffic Stripe and Pavement Marking
	The purpose of 15-301 is to address the need for a lead compliance plan when there are non-hazardous waste levels of lead in stripe and pavement marking residue.

	15-305
	A06-05-09
	Residue Containing High Lead Concentration Paints
	The purpose of 15-305 is to address the need for a lead compliance plan when grinding pavements where residue will contain high lead concentration yellow paints but will be non-hazardous waste.

	15-520
	A06-05-09
	Pipeliner
	This is a new SSP that contains specifications common to culvert rehabilitation jobs.  It is used with the various pipeliner SSPs used for rehabilitating the interior of culvert pipes.

	15-521
	A06-05-09
	Cleaning, Inspecting and Preparing Host pipe
	This is a new SSP for removing sediments, debris and other accumulated materials from culvert pipes, and inspecting and preparing the host pipe for pipelining or invert paving.

	15-522
	A06-05-09
	Culvert Contact Grouting
	This is a new SSP for injecting grout within culvert pipes to fill voids between culvert outer wall and surrounding ground.

	15-523
	A06-05-09
	Concrete Invert Paving
	This is a new SSP for rehabilitating the invert of culvert pipes and culvert pipe arches with concrete paving.

	15-530
	A06-05-09
	Plastic Pipeliner
	This SSP was updated for consistency with industry standards and for consistency with other related SSPs used in the rehabilitation of culvert pipes.

	15-531
	A06-05-09
	Cured-In-Place Pipeliner (CIPP)
	This is a new SSP for installing cured-in-place pipeliner, which is used to rehabilitate the interior of culvert pipes.

	15-533
	A06-05-09
	Deformed/Re-Formed HDPE Pipeliner
	This is a new SSP for installing deformed/re-Formed HDPE pipeliner, which is used to rehabilitate the interior of culvert pipes.

	15-534
	A06-05-09
	Machine Spiral Wound Polyvinyl Chloride (PVC) Pipeliner (Fixed Diameter)
	This is a new SSP for installing machine spiral wound polyvinyl chloride (PVC) pipeliner (fixed diameter), which is used to rehabilitate the interior of culvert pipes.

	15-536
	A06-05-09
	Machine Spiral Wound Polyvinyl Chloride (PVC) Pipeliner (Expandable Diameter)
	This is a new SSP for installing machine spiral wound polyvinyl chloride (PVC) pipeliner (expandable diameter), which is used to rehabilitate the interior of culvert pipes.

	15-538
	A06-05-09
	Cementitious Pipeliner
	This is a new SSP for installing cementitious pipeliner, which is used to rehabilitate the interior of culvert pipes.

	15-570
	A06-05-09
	Adjust Frame And Cover  To Grade
	Added provisions to provide for initial lowering of frame and grate, or frame and cover, before cold planning activity. 

	15-571
	A06-05-09
	Adjust Frame And Grate To Grade
	Added provisions to provide for initial lowering of frame and grate, or frame and cover, before cold planning activity. 

	15-670
	A06-05-09
	Cold Plane Asphalt Concrete Pavement
	This revision is a complete rewrite and it addresses Districts' requests as NSSPs for:
1. Cold planning and placing HMA within the same workshift
2. Smoothness requirement
3. Allowing narrower cutter head on milling equipment
4. Including a full compensation clause for removing traffic stripes and pavement markers

	15-805
	B06-05-09
	Miscellaneous Clauses For Bridge Removal (Removal Plan)
	Corrected errors made in conversion from Metric to US Customary.

	15-870
	B06-05-09
	Clean Bridge Deck
	Added instructions for use and when to add other SSP's

	15-875
	B06-05-09
	Remove Asphalt Concrete Surfacing
	Prescribed removal method and modified equipment requirements

	15-876
	B06-05-09
	Remove Concrete Deck Surface
	Prescribed removal method, modified equipment requirements, added requirement to initially sweep deck.

	15-880
	B06-05-09
	Prepare Concrete Bridge Deck Surface
	Modified equipment requirements and added requirements for blasting media

	15-885
	B06-05-09
	Remove Chip Seal
	New SSP for removing chip seals from bridge decks.

	16-020
	A06-05-09
	Clearing and Grubbing
	This is a new SSP to be used with SSP 20-005, "Duff."

	19-300
	A06-05-09
	Miscellaneous earthwork clauses for roughening embankment slopes
	This new SSP standardizes the language used in NSSPs used by Districts.

	19-570
	B06-05-09
	Miscellaneous Clauses For Weep Holes and Geocomposite Drain Alternatives
	Corrected error in instructions

	19-580
	B06-05-09
	Soldier Pile Wall Earthwork
	This SSP is updated to reflect changes made to Section 90, "Portland Cement Concrete."  The designation of Class concrete was replaced with a specification for the cementitious material content.

	19-600
	B06-05-09
	Earth Retaining Structures
	Changed 19LIST to 19-601 in the instructions and other minor reference corrections.

	19-601
	B06-05-09
	table of earth retaining systems
	Added one more system.

	19-750
	A06-05-09
	Geosynthetic Reinforced Embankment
	This is a new SSP for the use of geosynthetic reinforcement in embankment construction.

	19-760
	A06-05-09
	Subgrade Enhancement Geotextile
	This new SSP specifies subgrade enhancement geotextile.

	20-001
	A06-05-09
	Erosion Control (Sequencing)
	New spec developed to reduce nonstandard edits and provide flexibility for District designers in developing project specific erosion control treatments.

	20-005
	A06-05-09
	Duff
	The existing duff specification was revised to clarify the fact that Duff does not include topsoil in response to district comments about the current specification.

	20-010
	A06-05-09
	Rolled Erosion Control Product (Blanket)
	This revision changes the SSP title and incorporates industry terminology.  

	20-012
	A06-05-09
	Rolled Erosion Control Product (Turf Reinforcement Mat)
	This new SSP for "Rolled Erosion Control Product (Turf Reinforcement Mat)" adopts industry terminology and addresses the District's needs for varying methods of erosion control.

	20-015
	A06-05-09
	Rolled Erosion Control Product (Netting)
	This revision changes the SSP title and incorporates industry terminology.  

	20-020
	A06-05-09
	Move-In/Move-Out (Erosion Control)
	This revision includes minor edits for accuracy and consistency with associated "Erosion Control" specifications.

	20-030
	A06-05-09
	Erosion Control (Punched Straw)
	Replace title of "Erosion Control Type C" to " Erosion Control (Punched Straw)"

	20-040
	A06-05-09
	Erosion Control (Hydroseed) 
	Change title from "Erosion Control (Type D) to Erosion Control (Hydroseed)

	20-041
	A06-05-09
	Erosion Control (Bonded Fiber Matrix)
	Revisions necessary to ensure consistency with other existing erosion control specifications.

	20-047
	A06-05-09
	Erosion Control (Polymer Stabilized Fiber Matrix)
	Changed title.  Revisions necessary to ensure consistency with other existing erosion control specifications.

	20-049
	A06-05-09
	Erosion Control (Seeding)
	New specification to reduce NSSP requests for dry applied seed by the Districts.

	20-050
	A06-05-09
	Erosion Control (Drill Seed)
	Change Title from Erosion Control (Drill Seed) to Erosion Control (Drill Seeding)

	20-055
	A06-05-09
	Erosion Control (Compost Blanket)
	Minor edits for accuracy and consistency with associated "Erosion Control" specifications.

	20-056
	A06-05-09
	Compost, Incorporate
	Minor Edits for accuracy and consistency with associated "Erosion Control" specifications.

	20-060
	A06-05-09
	Fiber Rolls
	Minor Revisions for accuracy and consistency with other "Erosion Control" specifications.

	20-062
	A06-05-09
	Compost Sock
	Minor Edits for accuracy and consistancy among "Erosion Control" specifications.

	20-070
	A06-05-09
	Seedling Plants (Plant Group S)
	Revisions necessary to ensure consistency with other existing planting specifications.

	20-100
	A06-05-09
	Irrigation Crossovers 
	This revision includes minor edits to ensure consistency between irrigation specifications.

	20-105
	A06-05-09
	Irrigation Crossovers 
	This revision includes minor edits to ensure consistency between irrigation specifications.

	20-110
	A06-05-09
	Extend Irrigation Crossovers
	This revision includes minoredits  to ensure consistency between irrigation specifications.

	20-160
	A06-05-09
	Imported Topsoil
	This existing topsoil specification was edited for clarification.

	20-170
	A06-05-09
	Local Topsoil 
	Revised title of SSP to Local Topsoil.  Clarify topsoil types as local and imported.

	20-254
	A06-05-09
	Prune Existing Plants
	Revisions necessary to ensure consistency with other existing planting specifications.

	20-305
	A06-05-09
	Maintain Existing Irrigation Facilities
	This revision includes minor edits to ensure consistency between irrigation specifications.

	20-352
	A06-05-09
	Mulch
	Revisions necessary to ensure consistency with other existing planting specifications.

	20-354
	A06-05-09
	Decomposed Granite (Miscellaneous Areas)
	This new section specifies decomposed granite for miscellaneous areas outside the traveled way.

	20-356
	A06-05-09
	Rolled Erosion Control Product (Jute Mesh)
	The revision renames the SSP and incorporates industry terminology.

	20-357
	A06-05-09
	Gravel (Miscellaneous Areas)
	This is a new SSP.  Use for gravel application outside the traveled way along the roadside.

	20-358
	A06-05-09
	Rock Staining
	This is a new SSP created to reduce District nonstandard specification requests for rock staining work. This work is commonly requested by the US National Forest Service Tahoe Regional Planning Association.

	20-400
	A06-05-09
	Roadside Clearing
	Revisions necessary to ensure consistency with other existing planting specifications.

	20-500
	A06-05-09
	Planting
	Revisions necessary to ensure consistencey with other existing planting specifications.

	20-502
	A06-05-09
	Liner Plants (Plant Group M)
	Revisions necessary to ensure consistency with other existing planting specifications.

	20-505
	A06-05-09
	Foliage Protector
	This revision includes changes to editing instructions to ensure consistency with related SSPs.

	20-506
	A06-05-09
	Root Protector
	This revision includes changes to editing instructions to ensure consistency with related SSPs.

	20-530
	A06-05-09
	Wild Flower Seeding
	Minor revision to ensure consistency across various planting specifications.

	20-604
	A06-05-09
	Gate Valves
	This revision includes minor edits to ensure consistency between landscape specifications

	20-625
	A06-05-09
	Irrigation Controller Enclosure Cabinet
	This revision includes minor edits to ensure consistency across irrigation specifications.

	20-660
	A06-05-09
	Open Trenches In Existing Surfacing
	This SSP is updated for minor revisions to delete the cementitious material specification for minor concrete.  This specification is now covered in Section 90.

	20-700
	A06-05-09
	Pipe
	Made changes to paragraphs 12 and 13 measurement and payment

	20-750
	A06-05-09
	Backflow Preventer Assemblies
	This revision includes minor edits to ensure consistency between irrigation specifications.

	20-751
	A06-05-09
	Backflow Preventer Assembly Enclosure
	This revision includes minor edits to ensure consistency between irrigation specifications.

	24-010
	A06-05-09
	Lime Stabilized Soil
	This SSP is revised to match terminology in Section 24, "Lime Stabilized Soil," of the Standard Specifications.

	37-030
	A06-05-09
	Asphalt-Rubber Seal Coat
	This SSP is revised to:
1.  Increase the minimum rubber content from 18% to 20%
2.  Decrease the upper limit for viscosity from 4,000 to 2,500 Cp
3.  Add separate scrap tire and high natural CRM gradations
4.  Add maximum resilience requirement

	37-400
	A06-05-09
	Crack Treatment
	The SSP is updated to reflect current crack treatment materials and methods.

	37-600
	A06-05-09
	Micro-surfacing
	This SSP is for a pavement preservation treatment, somewhat like slurry seal, but more durable and versatile.

	39-050
	A06-05-09
	Hot Mix Asphalt
	Minor revisions to correct instructions and payment clause for data core.

	39-100
	A06-05-09
	Hot Mix Asphalt Open Graded Friction Course
	This SSP is updated to make minor revisions to instructions and payment clause for data core.

	39-150
	A06-05-09
	Rubberized Hot Mix Asphalt (Gap Graded)
	This SSP is updated for minor revisions to instructions and payment clause for data core and aggregate grading.

	39-200
	A06-05-09
	Rubberized Hot Mix Asphalt (Open Graded) Or Rubberized Hot Mix Asphalt (Open Graded High Binder)
	This SSP is updated to revise instructions and payment clause for data core.

	39-350
	A06-05-09
	Rumble Strip
	This SSP is updated for minor revisions to instructions and text.  The rumble strips section in Section 39 was deleted because redundancy with the SSP, except for a few sentences.  Owner preferred SSP.  Instruction changes were about BEES items.

	39-400
	A06-05-09
	Hot Mix Asphalt Aggregate Lime Treatment - Slurry Method
	This SSP is updated for minor revisions to the payment clause and to the body for reclaimed asphalt pavement (RAP).

	39-450
	A06-05-09
	Hot Mix Asphalt Aggregate Lime Treatment - Dry Lime Method
	This SSP is updated for minor revisions to the text for reclaimed asphalt pavement (RAP).

	39-640
	A06-05-09
	Bonded Wearing Course - Gap Graded
	This is a new SSP for Bonded Wearing Course - Gap Graded, which uses gap-graded aggregate and a polymer modified binder in the HMA mix.

	39-660
	A06-05-09
	Rubberized Bonded Wearing Course - Gap Graded
	This new SSP is for bonded wearing course using rubberized hot mix asphalt with gap graded aggregates.

	39-680
	A06-05-09
	Rubberized Bonded Wearing Course - Open Graded
	This new SSP is for bonded wearing course using rubberized hot mix asphalt and open graded aggregates.

	39-700
	A06-05-09
	Bonded Wearing Course - Open Graded
	This new SSP for bonded wearing course uses polymer modified asphaltic emulsion and open graded aggregates.

	39-720
	A06-05-09
	Hot Mix Asphalt Type C
	This new SSP is for a new type of hot mix asphalt, Type C, which is a high stability mix intended for locations where rutting is a concern including intersections, ramps, climbing lanes, and weigh stations.

	39-780
	A06-05-09
	Cold Foam In-Place Recycling
	This SSP is for cold foam in-place recycling to be used as a base for HMA surfacing.

	40-010
	A06-05-09
	Jointed Plain Concrete Pavement
	This SSP is revised for the following:
1.  Added requirements for steel in corrosive environments
2.  Added final finishing requirements for pavement test strips

	40-020
	A06-05-09
	Replace Concrete Pavement (Rapid Strength Concrete)
	This revision deletes clauses for Just-In-Time-Training (JITT) which was moved to SSP 40-026.  Minor revisions were also made.

	40-025
	A06-05-09
	Continuously Reinforced Concrete Pavement
	This SSP is revised to add requirements for steel in corrosive environments, move specifications for JITT to SSP 40-026, and add specifications for wide flange beam, expansion joint and new transverse bar assembly, including pay clauses.

	40-026
	A06-05-09
	Concrete Pavement Just-In-Time-Training
	This is a new SSP created to specify Just-In-Time-Training for concrete pavements.

	49-310
	B06-05-09
	Cast-In-Drilled-Hole Concrete Piles
	Revised order of and instructions for paragraphs 14 thru 16. Paragraph 16 was missing an instruction for use and should have followed paragraph 14.

	49-350
	B06-05-09
	Steel Pipe Piling
	This revision includes:
1. Refining the definition of Class N steel pipe piling.
2. Moving circumferential welding requirements from the construction section to the materials section.
3. Decreasing the minimum tolerances of the pipe dimensions.  This allows Caltrans to waive the requirement in ASTM A 252 to weigh the individual pipe sections but have assurance that we are getting the pipe dimensions we require.

	49-360
	B06-05-09
	Nondestructive Testing for Steel Pipe Piling
	This revision includes deleting requirements that are no longer valid and updating style and format.

	49-400
	B06-05-09
	Measurement and Payment (Piling)
	Updated 49PIPE, 49NDTP &49CISS to correct SSP names. Corrected reference in paragraph 11.

	51-300
	B06-05-09
	Concrete Structures 
	This SSP updated to be consistent with Section 90, "Portland Cement Concrete," remove deck crack treatment specifications that are specified elsewhere, and to add specifications referring to rapid strength concrete specifications.

	51-331
	B06-05-09
	Mass Concrete 
	This SSP is updated for minor revisions due to Section 90, "Portland Cement Concrete," revisions to supplementary cementitious materials.

	51-510
	B06-05-09
	Precast Concrete Box Culverts
	Convert reference spec into SSP

	51-515
	A06-05-09
	Precast Drainage Inlet
	This new SSP allows contractors to use precast drainage inlets instead of cast-in-place drainage inlets.  Currently, the contractor is allowed to use precast drainage inlets, but there are no specifications.  This SSP provides the necessary specifications needed by resident engineers for field installation.

	51-551
	B06-05-09
	Structure Approach Slabs (Type EQ)
	Removed the material specifications for rapid strength concrete, which are now covered in SSP S8-C06.

	51-555
	B06-05-09
	Structure Approach Slabs (Type R)
	Removed the material specifications for rapid strength concrete, which are now covered in SSP S8-C06.

	51-556
	B06-05-09
	Paving Notch Extension
	ACEC requested the measurement for paving notch extension be revised from cubic yard to cubic foot.

	51-806
	B06-05-09
	Polyester Concrete Overlay
	Added instructions for use and when to add other SSP's

	52-600
	B06-05-09
	Reinforcement
	Deleted Web site address for mechanical splice prequalified list.
Allowed 2 alternative methods of preparing ultimate splice samples for column and cast-in-place pile steel cages.
Added tie wire requirements for column and pile steel cages.
Added ASTM and other requirements for galvanized reinforcement.

	52-650
	B06-05-09
	Epoxy-Coated Prefabricated Reinforcement
	Converted bridge reference specification 52PURP to SSP 52-650.
Required selecting epoxy powder coating and splices for epoxy-coated reinforcement from the Department's Pre-Qualified Products List.

	54-130
	B06-05-09
	Bridge Deck Methacrylate Resin Treatment
	This is a new SSP based on a bridge reference spec.  This revision requires monitoring of the test area and an action plan for protection of the public when airborne emissions exceed permissible levels for material being used.  

	55-500
	B06-05-09
	Steel Structures
	This revision includes minor changes to correct editing instructions when section 56-1, "Overhead Sign Structures," or section 86-2.04, Standards, Steel Pedestals and Post," are applicable to the project.

	59-500
	B06-05-09
	Clean and Paint Structural Steel
	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-501
	B06-05-09
	Proof of SSPC QP certifications with bid clause.

	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-520
	B06-05-09
	Clean And Paint Structural Steel
	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-550
	B06-05-09
	Clean And Paint Existing Structural Steel
	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-560
	B06-05-09
	Clean and Paint Existing Structural Steel 
	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-600
	B06-05-09
	Clean and Paint Steel Piling

	New requirements for bidders to provide proof of certifications for painting contracts with bid documents are being implemented to prevent noncertified bidders from obtaining an unfair advantage during the bid process.

	59-805
	B06-05-09
	Prepare and Stain Concrete
	Minor revisions to correct references.

	64-020
	A06-05-09
	Plastic Slotted Pipe
	This SSP is revised due to revisions to Section 90, "Portland Cement Concrete."  The cementitious material content was reduced from 590 to 505 pound per cubic yard.

	65-010
	A06-05-09
	Reinforced Concrete Pipe
	Reinforced concrete pipe manufacturers requested these changes.  Revision includes an editable table that allows 6 different combinations of water/cementitious-material ratios.  Designers input environmental factors such as Ph, chlorides, and sulfates into specified design-software programs and enter results in the table.  The table applies to projects in corrosive and abrasive environments.     

	68-280
	A06-05-09
	Drainage Wick
	This revision reduces the default maximum cross-sectional area of the driving sleeve to 12 square inches.  Added instruction to require approval of geotechnical design for larger sleeve sizes.

	70-250
	A06-05-09
	Welded Steel Pipe
	This revision includes adding optional coatings for welded steel pipe and updating obsolete requirements.  These changes reflect national standards for coating requirements.

	72-040
	A06-05-09
	Slope Protection (Granular Material)
	This is an all new specification based on a similar nonstandard specification used in north region projects.  Granular material is needed for rock slope protection where large cobbles or boulders are not feasible, such as low flow swales and small ditches.  Rock is more aesthetic because it blends into the natural environment.   

	86-010
	T06-05-09
	Section 10-3.  Signals, Lighting And Electrical Systems
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-020
	C06-05-09
	Equipment List And Drawings
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-070
	B06-05-09
	Foundations
	Revised paragraph 5 allowing editing.

	86-080
	B06-05-09
	Standards, Steel Pedestals And Posts
	Added ASTM Designations for anchor bolts and high-strength anchor bolts, revised street name sign installation method on signal mast arms, deleted paragraph referencing galvanizing tubular signal and lighting support structures as it is covered in the Standard Specifications.

	86-090
	C06-05-09
	Slip Base Inserts
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-130
	T06-05-09
	Conduit
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-150
	T06-05-09
	Conductors and Wiring
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-170
	C06-05-09
	Bonding and Grounding

	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-220
	C06-05-09
	Sign Disconnects
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-320
	T06-05-09
	Type 90 Controller Assemblies
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-335
	T06-05-09
	Controller Cabinets
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-385
	T06-05-09
	Light Emitting Diode Signal Modules
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-405
	T06-05-09
	Light Emitting Diode (LED) Pedestrian Signal Modules
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-416
	T06-05-09
	In-Roadway Warning Light
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Publication of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-490
	C06-05-09
	Pedestrian Undercrossing Fixtures
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-500
	C06-05-09
	Pedestrian Overcrossing Fixtures
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-531
	C06-05-09
	Sign Lighting Fixtures-Induction
	Section 86 of the Standard Specifications is rewritten to update references and eliminate outdated technical information.  Cancellation of this SSP is necessary to maintain consistency with the rewritten Section 86.

	86-750
	A06-05-09
	Disposing of Electrical Equipment
	T to A

	StdPln
	A06-05-09
	Standard Plans List
	Revised the Standard Plans list to coincide with the new and revised Standard Plans for the 2006 Standard Plans Erratum No. 14.


