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Section 12-8. Use if (1) existing pavement delineation will be obliterated on lanes opened to traffic and (2) temporary pavement delineation will be in place longer than 14 days but less than 180 days.

Replace section 12-8 with:
12-8  TEMPORARY PAVEMENT DELINEATION
12-8.01  GENERAL
1
Section 12-8 includes specifications for placing, applying, maintaining, and removing temporary pavement delineation.
2
Temporary signing for no-passing zones must comply with section 12-3.06.
3
Temporary painted traffic stripes and painted pavement markings used for temporary delineation must comply with section 84-3.
12-8.02  MATERIALS
12-8.02A  General
4
Not Used
12-8.02B  Temporary Lane Line and Centerline Delineation
5
Temporary pavement markers must be the same color as the lane line or centerline markers being replaced. Temporary pavement markers must be temporary pavement markers on the Authorized Material List for short-term day/night use, 14 days or less, or long-term day/night use, 180 days or less. Place temporary pavement markers under the manufacturer's instructions.
12-8.02C  Temporary Edge Line Delineation
6
On multilane roadways, freeways, and expressways open to traffic where edge lines are obliterated and temporary pavement delineation to replace those edge lines is not shown, provide temporary pavement delineation for:
1.	Right edge lines consisting of (1) a solid 4-inch wide traffic stripe tape of the same color as the stripe being replaced, (2) traffic cones, or (3) portable delineators or channelizers placed longitudinally at intervals not exceeding 100 feet
2.	Left edge lines consisting of (1) solid 4-inch wide traffic stripe tape of the same color as the stripe being replaced, (2) traffic cones, (3) portable delineators or channelizers placed longitudinally at intervals not exceeding 100 feet, or (4) temporary pavement markers placed longitudinally at intervals not exceeding 6 feet

12-8.02D  Temporary Traffic Stripe Tape
7. If shown, include a bid item for temporary traffic stripe (tape)
Temporary traffic stripe tape must be one of the types of temporary, removable striping tape on the Authorized Material List.
12-8.02E  Temporary Traffic Stripe Paint
8
Not Used
12-8.02F  Temporary Pavement Marking Tape
9. If shown, include a bid item for temporary pavement marking (tape).
Temporary pavement marking tape must be one of the types of temporary, removable pavement marking tape on the Authorized Material List and must be applied and removed as specified for applying and removing temporary, removable traffic stripe tape.
12-8.02G  Temporary Pavement Marking Paint
10. If shown, include a bid item for temporary pavement marking (paint).
You may use one of the types of temporary removable pavement marking tape or permanent pavement marking tape on the Authorized Material List instead of temporary pavement marking paint.
12- 8.02H  Temporary Pavement Markers
11. If shown, include a bid item for temporary pavement markers.
Temporary pavement markers must be one of the temporary pavement markers on the Authorized Material List for long term day/night use, 180 days or less.
12-8.03  CONSTRUCTION
12-8.03A  General
12
Wherever work activities obliterate pavement delineation, place temporary or permanent pavement delineation before opening the traveled way to traffic. Place lane line and centerline pavement delineation for traveled ways open to traffic. On multilane roadways, freeways and expressways, place edge line delineation for traveled ways open to traffic.
13
Establish the alignment for the temporary pavement delineation including required lines or markers. Surfaces to receive an application of paint or removable traffic tape must be dry and free of dirt and loose material. Do not apply temporary pavement delineation over existing pavement delineation or other temporary pavement delineation. Maintain temporary pavement delineation until it is superseded or you replace it with a new pattern of temporary pavement delineation or permanent pavement delineation.
14
When the Engineer determines the temporary pavement delineation is no longer required for the direction of traffic, remove the temporary pavement markers, underlying adhesive, and removable traffic tape from the final layer of surfacing and from the existing pavement to remain in place. Remove temporary pavement delineation that conflicts with any subsequent or new traffic pattern for the area.
12-8.03B  Temporary Lane line and Centerline Delineation
15
Whenever lane lines or centerlines are obliterated and temporary pavement delineation to replace the lines is not shown, the minimum lane line and centerline delineation must consist of temporary pavement markers placed longitudinally at intervals not exceeding 24 feet. For temporary pavement markers on the Authorized Material List for long-term day/night use, 180 days or less, cement the markers to the surfacing with the adhesive recommended by the manufacturer except do not use epoxy adhesive to place the pavement markers in areas where removal of the markers will be required.
16
For temporary lane line or centerline delineation consisting entirely of temporary pavement markers on the Authorized Material List for short-term day/night use, 14 days or less, place the markers longitudinally at intervals not exceeding 24 feet. Do not use the markers for more than 14 days on lanes opened to traffic. Place the permanent pavement delineation before the end of the 14 days. If the permanent pavement delineation is not placed within the 14 days, replace the temporary pavement markers with additional temporary pavement delineation equivalent to the pattern specified or shown for the permanent pavement delineation for the area. The Department does not pay for the additional temporary pavement delineation.
17. Use only when no-passing centerline pavement delineation will be obliterated. Delete when not applicable to the project.
Where no-passing centerline pavement delineation is obliterated, install the following temporary no-passing zone signs before opening lanes to traffic. Install a W20-1, "Road Work Ahead," sign from 1,000 feet to 2,000 feet in advance of a no-passing zone. Install a R4-1, "Do Not Pass," sign at the beginning of a no-passing zone and at 2,000-foot intervals within the no-passing zone. For continuous zones longer than 2 miles, install a W7-3a or W71(CA), "Next ___ Miles," sign beneath the W20-1 sign. Install a R4-2, "Pass With Care," sign at the end of the no-passing zone. The Engineer determines the exact location of temporary no-passing zone signs. Maintain the temporary no-passing zone signs in place until you place the permanent no-passing centerline pavement delineation. Remove the temporary no-passing zone signs when the Engineer determines they are no longer required for the direction of traffic.
12-8.03C  Temporary Edge Line Delineation
18
You may apply temporary painted traffic stripe where removal of a 4-inch wide traffic stripe is not required.
19
The Engineer determines the lateral offset for traffic cones, portable delineators, and channelizers used for temporary edge line delineation. If traffic cones or portable delineators are used for temporary pavement delineation for edge lines, maintain the cones or delineators during hours of the day when the cones or delineators are being used for temporary edge line delineation.
20
Channelizers used for temporary edge line delineation must be an orange surface-mounted type. Cement channelizer bases to the pavement under section 85 for cementing pavement markers to pavement except do not use epoxy adhesive to place channelizers on the top layer of the pavement. Channelizers must be one of the 36-inch, surface-mounted types on the Authorized Material List.
21
Remove the temporary edge line delineation when the Engineer determines it is no longer required for the direction of traffic.
12-8.03D  Temporary Traffic Stripe Tape
22
Apply temporary traffic stripe tape under the manufacturer's instructions. Slowly roll the tape with a rubber-tired vehicle or roller to ensure complete contact with the pavement surface. Apply the tape straight on a tangent alignment and on a true arc on a curved alignment. Do not apply the tape when the air or pavement temperature is less than 50 degrees F unless the installation procedures are authorized beforehand.
23
The temporary traffic stripe tape must be complete in place at the location shown before opening the traveled way to traffic.
12-8.03E  Temporary Traffic Stripe Paint
24. If shown, include a bid item for temporary traffic stripe (paint).
Apply 1 or 2 coats of temporary traffic stripe paint for new or existing pavement.
25
The painted temporary traffic stripe must be complete in place at the location shown before opening the traveled way to traffic. Removal of painted temporary traffic stripe is not required.
12-8.03F  Temporary Pavement Marking Tape
26
Apply temporary pavement marking tape at the locations shown. The tape must be complete in place at the location shown before opening the traveled way to traffic.
12-8.03G  Temporary Pavement Marking Paint
27
Apply and maintain temporary pavement markings consisting of painted pavement markings at the locations shown. The painted temporary pavement marking must be complete in place at the location shown before opening the traveled way to traffic. Removal of painted temporary pavement marking is not required.
28
Apply 1 or 2 coats of temporary pavement marking paint for new or existing pavement.
12- 8.03H  Temporary Pavement Markers
29
Place temporary pavement markers under the manufacturer's instructions. Cement the markers to the surfacing with the manufacturer's recommended adhesive, except do not use epoxy adhesive in areas where removal of the pavement markers is required.
30
You may use retroreflective pavement markers specified in section 85 instead of temporary pavement markers for long term day/night use, 180 days or less, except to simulate patterns of broken traffic stripe. Retroreflective pavement markers used for temporary pavement markers must comply with section 85, except the waiting period before placing pavement markers on new HMA surfacing as specified in section 85-1.03 does not apply. Do not use epoxy adhesive to place pavement markers in areas where removal of the pavement markers is required.
31
Temporary pavement markers must be complete in place before opening the traveled way to traffic.
12-8.04  PAYMENT
32
Not Used
