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 ABBREVIATION:

 RECP = ROLLED EROSION CONTROL PRODUCT
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1. INSTALL ROLLED EROSION CONTROL PRODUCT 

(NETTING) (TYPE A)

IN CONJUNCTION WITH INSTALLATION OF GEOSYNTHETIC 

REINFORCEMENT.

 

2. ANCHOR ROLLED EROSION CONTROL PRODUCT 

(NETTING) (TYPE A)

THROUGH GEOSYNTHETIC REINFORCEMENT AT ALL 

LOCATIONS. 

 

3. STAPLE RECP (NETTING) (TYPE A) AS NECESSARY TO 

ENSURE 

CONTACT WITH GROUND PLANE.

 

4. DIMENSIONS MAY VARY TO MATCH FIELD CONDITIONS.

   

WRAP RECP (NETTING) (TYPE A)

AROUND PIPE/BAR TWICE OVER

RECP (NETTING) (TYPE A)

(TYPE A)

36"

RECP (NETTING) (TYPE A) 

EMBEDMENT Typ

24" Min & Var

EXTEND RECP (NETTING) (TYPE A) 

TO TOP OF SLOPE AS SHOWN
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RECP (NETTING (TYPE A) WITH WRAPPED FACE

FOR GEOSYNTHETIC REINFORCED EMBANKMENT

RECP (NETTING)

(TYPE A)


