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extension work will involve driving a total of 26 H-piles with an impact hammer at the three pier 
and two abutment locations. Concrete pile caps will be poured over the piles and tied into the 
existing pile cap. The pier walls will then extend out onto the extended pile cap surfaces that 
will support the new deck spans. Construction of an access road and Piers 2 and 4 extensions 
will require the removal of some riparian vegetation and 6- 10 mature oak trees. 

The entire rehabilitation project will be completed in two work seasons and involve two 
construction phases, with the bridge work taking place during the second construction phase in 
201 1. The pile driving activities are anticipated to take three non-consecutive days over a two 
week period during the months between May and September. Best management practices 
(BMPs) have been incorporated into the project description to prevent pollution and minimize 
impacts to water quality with methods that include: refueling and maintaining equipment offsite; 
using sediment and erosion control devices; maintenance of drainage and culvert inlets; and 
other good housekeeping practices to maintain clean work areas. 

Santa Margarita Creek is intermittent in the summer months and is expected to be dry in the 
project area. All construction work at the bridge site will be limited to occur between May 15 
and October 15, and only when Santa Margarita Creek is dry and therefore will not affect 
steelhead. If water is present in the creek when the work activities are scheduled to occur then 
Caltrans will assume steelhead are present and contact NMFS for further consultation before 
starting any work. 

Primary constituent elements (PCEs) of designated critical habitat in the action area include 
water quality and quantity, foraging habitat, and migratory corridors free of obstructions. 
Construction activities will occur along 200 linear feet of Santa Margarita Creek. Permanent 
impacts of 0.001 acres (44 square feet) to critical habitat will result from the extension of Pier 3. 
This amount of habitat loss is expected to have negligible impacts to steelhead that will use the 
corridor for migration. Temporary impacts of 0.227 acres (9,888 square feet) to critical habitat 
are anticipated from the access roads, creek fill, and bank grading that will result in short-term 
minimal disturbance to water quality from turbidity and riparian habitat loss, but are anticipated 
to recover to pre-project conditions using the BMPs, including replanting plans are incorporated 
into the project design. 

Based on the best available information, NMFS concurs with Caltrans' determination that the 
proposed project is not likely to adversely affect the designated critical habitat for SCCC 
steelhead DPS in Santa Margarita Creek. This concludes consultation in accordance with 50 
CFR 402.13(a) for the proposed bridge extension over Santa Margarita Creek as part of the 
Atascadero 1 0 1 Rehabilitation Project along Hwy 10 1 in San Luis Obispo County, California. 
However, further consultation may be required if: (1) new information becomes available 
indicating that listed species or critical habitat may be affected by the project in a manner or to 
an extent not previously considered; (2) current project plans change in a manner that causes an 
effect to listed species or critical habitat in a manner not previously considered; or (3) a new 
species is listed or critical habitat designated that may be affected by the action. 

Pursuant to FWCA, NMFS has no comments to provide. 











 
  
 
 
 
 
 
 
 
 
13. Bank Stabilization. 

Bank stabilization activities necessary for erosion 
prevention, provided the activity meets all of the 
following criteria:  

(a) No material is placed in excess of the 
minimum needed for erosion protection; 
(b) The activity is no more than 500 feet in 
length along the bank, unless this criterion is 
waived in writing by the district engineer; 
(c) The activity will not exceed an average of 
one cubic yard per running foot placed along the 
bank below the plane of the ordinary high water 
mark or the high tide line, unless this criterion is 
waived in writing by the district engineer; 
(d) The activity does not involve discharges of 
dredged or fill material into special aquatic sites, 
unless this criterion is waived in writing by the 
district engineer; 
(e) No material is of the type, or is placed in any 
location, or in any manner, to impair surface 
water flow into or out of any water of the United 
States; 
(f) No material is placed in a manner that will be 
eroded by normal or expected high flows 
(properly anchored trees and treetops may be 
used in low energy areas); and, 
(g) The activity is not a stream channelization 
activity. 

 
14. Linear Transportation Projects. 
 

 Activities required for the construction, 
expansion, modification, or improvement of linear 
transportation projects (e.g., roads, highways, 
railways, trails, airport runways, and taxiways) in 
waters of the United States. For linear transportation 
projects in non-tidal waters, the discharge cannot 
cause the loss of greater than 1⁄2-acre of waters of 
the United States. For linear transportation projects 
in tidal waters, the discharge cannot cause the loss of 
greater than 1⁄3-acre of waters of the United States. 
Any stream channel modification, including bank 
stabilization, is limited to the minimum necessary to 
construct or protect the linear transportation project; 
such modifications must be in the immediate vicinity 
of the project.  

 
 

 
 
 
 
 
 
 
 
 
 
 
This NWP also authorizes temporary structures, 

fills, and work necessary to construct the linear 
transportation project. Appropriate measures must be 
taken to maintain normal downstream flows and 
minimize flooding to the maximum extent 
practicable, when temporary structures, work, and 
discharges, including cofferdams, are necessary for 
construction activities, access fills, or dewatering of 
construction sites. Temporary fills must consist of 
materials, and be placed in a manner, that will not be 
eroded by expected high flows. Temporary fills must 
be removed in their entirety and the affected areas 
returned to preconstruction elevations. The areas 
affected by temporary fills must be revegetated, as 
appropriate. This NWP cannot be used to authorize 
non-linear features commonly associated with 
transportation projects, such as vehicle maintenance 
or storage buildings, parking lots, train stations, or 
aircraft hangars. 

 
Notification: The permittee must submit a pre-
construction notification to the district engineer prior to 
commencing the activity if: (1) The loss of waters of the 
United States exceeds 1⁄10 acre; or (2) there is a 
discharge in a special aquatic site, including wetlands. 
(See general condition 27.) (Sections 10 and 404) 
 
Note: Some discharges for the construction of farm roads 
or forest roads, or temporary roads for moving mining 
equipment, may qualify for an exemption under Section 
404(f) of the Clean Water Act (see 33 CFR 323.4). 

 
 
1⁄10 acre; or (2) there is a discharge in 
a special aquatic site, including 
wetlands. (See general condition 27.) 
(Sections 10 and 404) 
Note: Some discharges for the construction 
of farm roads or forest roads, or temporary 
 
 
 
 
1. Navigation. 

(a) No activity may cause more than a minimal 
adverse effect on navigation. 

  (b) Any safety lights and signals prescribed by 
the U.S. Coast Guard, through regulations or 
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otherwise, must be installed and maintained at the 
permittee’s expense on authorized facilities in 
navigable waters of the United States. 
  (c) The permittee understands and agrees that, if 
future operations by the United States require the 
removal, relocation, or other alteration, of the 
structure or work herein authorized, or if, in the 
opinion of the Secretary of the Army or his 
authorized representative, said structure or work 
shall cause unreasonable obstruction to the free 
navigation of the navigable waters, the permittee will 
be required, upon due notice from the Corps of 
Engineers, to remove, relocate, or alter the structural 
work or obstructions caused thereby, without 
expense to the United States. No claim shall be made 
against the United States on account of any such 
removal or alteration. 
2. Aquatic Life Movements. No activity may 
substantially disrupt the necessary life cycle 
movements of those species of aquatic life 
indigenous to the waterbody, including those species 
that normally migrate through the area, unless the 
activity’s primary purpose is to impound water. 
Culverts placed in streams must be installed to 
maintain low flow conditions. 
3. Spawning Areas. Activities in spawning areas 
during spawning seasons must be avoided to the 
maximum extent practicable. Activities that result in 
the physical destruction (e.g., through excavation, 
fill, or downstream smothering by substantial 
turbidity) of an important spawning area are not 
authorized. 
4. Migratory Bird Breeding Areas. Activities in 
waters of the United States that serve as breeding 
areas for migratory birds must be avoided to the 
maximum extent practicable. 
5. Shellfish Beds. No activity may occur in areas of 
concentrated shellfish populations, unless the activity 
is directly related to a shellfish harvesting activity 
authorized by NWPs 4 and 48. 
6. Suitable Material. No activity may use unsuitable 
material (e.g., trash, debris, car bodies, asphalt, etc.). 
Material used for construction or discharged must be 
free from toxic pollutants in toxic amounts (see 
Section 307 of the Clean Water Act). 
7. Water Supply Intakes. No activity may occur in 
the proximity of a public water supply intake, except 
where the activity is for the repair or improvement of 
public water supply intake structures or adjacent 
bank stabilization. 
8. Adverse Effects From Impoundments. If the 
activity creates an impoundment of water, adverse 
effects to the aquatic system due to accelerating the 
passage of water, and/or restricting its flow must be 
minimized to the maximum extent practicable. 
9. Management of Water Flows. To the maximum 
extent practicable, the pre-construction course, 
condition, capacity, and location of open waters must 
be maintained for each activity, including stream 

channelization and storm water management 
activities, except as provided below. The activity 
must be constructed to withstand expected high 
flows. The activity must not restrict or impede the 
passage of normal or high flows, unless the primary 
purpose of the activity is to impound water or 
manage high flows. The activity may alter the pre-
construction course, condition, capacity, and location 
of open waters if it benefits the aquatic environment 
(e.g., stream restoration or relocation activities). 
10. Fills Within 100-Year Floodplains. The activity 
must comply with applicable FEMA-approved state 
or local floodplain management requirements. 
11. Equipment. Heavy equipment working in 
wetlands or mudflats must be placed on mats, or 
other measures must be taken to minimize soil 
disturbance. 
12. Soil Erosion and Sediment Controls. 
Appropriate soil erosion and sediment controls must 
be used and maintained in effective operating 
condition during construction, and all exposed soil 
and other fills, as well as any work below the 
ordinary high water mark or high tide line, must be 
permanently stabilized at the earliest practicable 
date. Permittees are encouraged to perform work 
within waters of the United States during periods of 
low-flow or no-flow. 
13. Removal of Temporary Fills. Temporary fills 
must be removed in their entirety and the affected 
areas returned to preconstruction elevations. The 
affected areas must be revegetated, as appropriate. 
14. Proper Maintenance. Any authorized structure 
or fill shall be properly maintained, including 
maintenance to ensure public safety. 
15. Wild and Scenic Rivers. No activity may occur 
in a component of the National Wild and Scenic 
River System, or in a river officially designated by 
Congress as a “study river” for possible inclusion in 
the system while the river is in an official study 
status, unless the appropriate Federal agency with 
direct management responsibility for such river, has 
determined in writing that the proposed activity will 
not adversely affect the Wild and Scenic River 
designation or study status. Information on Wild and 
Scenic Rivers may be obtained from the appropriate 
Federal land management agency in the area (e.g., 
National Park Service, U.S. Forest Service, Bureau 
of Land Management, U.S. Fish and Wildlife 
Service). 
16. Tribal Rights. No activity or its operation may 
impair reserved tribal rights, including, but not 
limited to, reserved water rights and treaty fishing 
and hunting rights. 
17. Endangered Species. 

 (a) No activity is authorized under any NWP 
which is likely to jeopardize the continued 
existence of a threatened or endangered species 
or a species proposed for such designation, as 
identified under the Federal Endangered Species 



Act (ESA), or which will destroy or adversely 
modify the critical habitat of such species. No 
activity is authorized under any NWP which 
“may affect” a listed species or critical habitat, 
unless Section 7 consultation addressing the 
effects of the proposed activity has been 
completed. 
 (b) Federal agencies should follow their own 
procedures for complying with the requirements 
of the ESA. Federal permittees must provide the 
district engineer with the appropriate 
documentation to demonstrate compliance with 
those requirements. 
 (c) Non-federal permittees shall notify the 
district engineer if any listed species or 
designated critical habitat might be affected or is 
in the vicinity of the project, or if the project is 
located in designated critical habitat, and shall 
not begin work on the activity until notified by 
the district engineer that the requirements of the 
ESA have been satisfied and that the activity is 
authorized. For activities that might affect 
Federally-listed endangered or threatened 
species or designated critical habitat, the pre-
construction notification must include the 
name(s) of the endangered or threatened species 
that may be affected by the proposed work or 
that utilize the designated critical habitat that 
may be affected by the proposed work. The 
district engineer will determine whether the 
proposed activity “may affect” or will have “no 
effect” to listed species and designated critical 
habitat and will notify the non-Federal applicant 
of the Corps’ determination within 45 days of 
receipt of a complete preconstruction 
notification. In cases where the non-Federal 
applicant has identified listed species or critical 
habitat that might be affected or is in the vicinity 
of the project, and has so notified the Corps, the 
applicant shall not begin work until the Corps 
has provided notification the proposed activities 
will have “no effect” on listed species or critical 
habitat, or until Section 7 consultation has been 
completed. 
 (d) As a result of formal or informal 
consultation with the FWS or NMFS the district 
engineer may add species-specific regional 
endangered species conditions to the NWPs. 
 (e) Authorization of an activity by a NWP does 
not authorize the “take” of a threatened or 
endangered species as defined under the ESA. In 
the absence of separate authorization (e.g., an 
ESA Section 10 Permit, a Biological Opinion 
with “incidental take” provisions, etc.) from the 
U.S. FWS or the NMFS, both lethal and 
nonlethal “takes” of protected species are in 
violation of the ESA. Information on the 
location of threatened and endangered species 
and their critical habitat can be obtained directly 

from the offices of the U.S. FWS and NMFS or 
their world wide Web pages at 
http://www.fws.gov/ and 
http://www.noaa.gov/fisheries.html respectively. 
 

18. Historic Properties. 
 (a) In cases where the district engineer 
determines that the activity may affect properties 
listed, or eligible for listing, in the National 
Register of Historic Places, the activity is not 
authorized, until the requirements of Section 106 
of the National Historic Preservation Act 
(NHPA) have been satisfied. 

  (b) Federal permittees should follow their own 
 procedures for complying with the requirements 
of Section 106 of the National Historic 
Preservation Act. Federal permittees must 
provide the district engineer with the appropriate 
documentation to demonstrate compliance with 
those requirements. 
 (c) Non-federal permittees must submit a 
preconstruction notification to the district 
engineer if the authorized activity may have the 
potential to cause effects to any historic 
properties listed, determined to be eligible for 
listing on, or potentially eligible for listing on 
the National Register of Historic Places, 
including previously unidentified properties. For 
such activities, the preconstruction notification 
must state which historic properties may be 
affected by the proposed work or include a 
vicinity map indicating the location of the 
historic properties or the potential for the 
presence of historic properties. Assistance 
regarding information on the location of or 
potential for the presence of historic resources 
can be sought from the State Historic 
Preservation Officer or Tribal Historic 
Preservation Officer, as appropriate, and the 
National Register of Historic Places (see 33 CFR 
330.4(g)). The district engineer shall make a 
reasonable and good faith effort to carry out 
appropriate identification efforts, which may 
include background research, consultation, oral 
history interviews, sample field investigation, 
and field survey. Based on the information 
submitted and these efforts, the district engineer 
shall determine whether the proposed activity 
has the potential to cause an effect on the 
historic properties. Where the non-Federal 
applicant has identified historic properties which 
the activity may have the potential to cause 
effects and so notified the Corps, the non-
Federal applicant shall not begin the activity 
until notified by the district engineer either that 
the activity has no potential to cause effects or 
that consultation under Section 106 of the NHPA 
has been completed. 



 (d) The district engineer will notify the 
prospective permittee within 45 days of receipt 
of a complete pre-construction notification 
whether NHPA Section 106 consultation is 
required. Section 106 consultation is not 
required when the Corps determines that the 
activity does not have the potential to cause 
effects on historic properties (see 36 CFR 
§800.3(a)). If NHPA section 106 consultation is 
required and will occur, the district engineer will 
notify the non-Federal applicant that he or she 
cannot begin work until Section 106 consultation 
is completed. 
(e) Prospective permittees should be aware that 
section 110k of the NHPA (16 U.S.C. 470h-
2(k)) prevents the Corps from granting a permit 
or other assistance to an applicant who, with 
intent to avoid the requirements of Section 106 
of the NHPA, has intentionally significantly 
adversely affected a historic property to which 
the permit would relate, or having legal power to 
prevent it, allowed such significant adverse 
effect to occur, unless the Corps, after 
consultation with the Advisory Council on 
Historic Preservation (ACHP), determines that 
circumstances justify granting such assistance 
despite the adverse effect created or permitted by 
the applicant. If circumstances justify granting 
the assistance, the Corps is required to notify the 
ACHP and provide documentation specifying 
the circumstances, explaining the degree of 
damage to the integrity of any historic properties 
affected, and proposed mitigation. This 
documentation must include any views obtained 
from the applicant, SHPO/THPO, appropriate 
Indian tribes if the undertaking occurs on or 
affects historic properties on tribal lands or 
affects properties of interest to those tribes, and 
other parties known to have a legitimate interest 
in the impacts to the permitted activity on 
historic properties. 

19. Designated Critical Resource Waters. Critical 
resource waters include, NOAA-designated marine 
sanctuaries, National Estuarine Research Reserves, 
state natural heritage sites, and outstanding national 
resource waters or other waters officially designated 
by a state as having particular environmental or 
ecological significance and identified by the district 
engineer after notice and opportunity for public 
comment. The district engineer may also designate 
additional critical resource waters after notice and 
opportunity for comment. 

(a) Discharges of dredged or fill material into 
waters of the United States are not authorized by 
NWPs 7, 12, 14, 16, 17, 21, 29, 31, 35, 39, 40, 
42, 43, 44, 49, and 50 for any activity within, or 
directly affecting, critical resource waters, 
including wetlands adjacent to such waters. 

(b) For NWPs 3, 8, 10, 13, 15, 18, 19, 22, 23, 25, 
27, 28, 30, 33, 34, 36, 37, and 38, notification is 
required in accordance with general condition 
27, for any activity proposed in the designated 
critical resource waters including wetlands 
adjacent to those waters. The district engineer 
may authorize activities under these NWPs only 
after it is determined that the impacts to the 
critical resource waters will be no more than 
minimal. 

20. Mitigation. The district engineer will consider 
the following factors when determining appropriate 
and practicable mitigation necessary to ensure that 
adverse effects on the aquatic environment are 
minimal: 

(a) The activity must be designed and 
constructed to avoid and minimize adverse 
effects, both temporary and  permanent, to 
waters of the United States to the  maximum 
extent practicable at the project site (i.e., on site). 
(b) Mitigation in all its forms (avoiding, 
minimizing, rectifying, reducing, or 
compensating) will be required to the extent 
necessary to ensure that the adverse effects to the 
aquatic environment are minimal. 
(c) Compensatory mitigation at a minimum one-
for-one ratio will be required for all wetland 
losses that exceed 1/10 acre and require pre-
construction notification, unless the district 
engineer determines in writing that some other 
form of mitigation would be more 
environmentally appropriate and provides a 
project specific waiver of this requirement. For 
wetland losses of 1/10 acre or less that require 
pre-construction notification, the district 
engineer may determine on a case-by-case basis 
that compensatory mitigation is required to 
ensure that the activity results in minimal 
adverse effects on the aquatic environment. 
Since the likelihood of success is greater and the 
impacts to potentially valuable uplands are 
reduced, wetland restoration should be the first 
compensatory mitigation option considered. 
(d) For losses of streams or other open waters 
that require pre-construction notification, the 
district engineer may require compensatory 
mitigation, such as stream restoration, to ensure 
that the activity results in minimal adverse 
effects on the aquatic environment. 
(e) Compensatory mitigation will not be used to 
increase the acreage losses allowed by the 
acreage limits of the NWPs. For example, if an 
NWP has an acreage limit of 1/2 acre, it cannot 
be used to authorize any project resulting in the 
loss of greater than 1/2 acre of waters of the 
United States, even if compensatory mitigation 
is provided that replaces or restores some of the 
lost waters. 



However, compensatory mitigation can and 
should be used, as necessary, to ensure that a 
project already meeting the established acreage 
limits also satisfies the minimal impact 
requirement associated with the NWPs. 
(f) Compensatory mitigation plans for projects in 
or near streams or other open waters will 
normally include a requirement for the 
establishment, maintenance, and legal protection 
(e.g., conservation easements) of riparian areas 
next to open waters. In some cases, riparian 
areas may be the only compensatory mitigation 
required. Riparian areas should consist of native 
species. The width of the required riparian area 
will address documented water quality or aquatic 
habitat loss concerns. Normally, the riparian area 
will be 25 to 50 feet wide on each side of the 
stream, but the district engineer may require 
slightly wider riparian areas to address 
documented water quality or habitat loss 
concerns. Where both wetlands and open waters 
exist on the project site, the district engineer will 
determine the appropriate compensatory 
mitigation (e.g., riparian areas and/or wetlands 
compensation) based on what is best for the 
aquatic environment on a watershed basis. In 
cases where riparian areas are determined to be 
the most appropriate form of compensatory 
mitigation, the district engineer may waive or 
reduce the requirement to provide wetland 
compensatory mitigation for wetland losses. 
(g) Permittees may propose the use of mitigation 
banks, in-lieu fee arrangements or separate 
activity-specific compensatory mitigation. In all 
cases, the mitigation provisions will specify the 
party responsible for accomplishing and/or 
complying with the mitigation plan. 
(h) Where certain functions and services of 
waters of the United States are permanently 
adversely affected, such as the conversion of a 
forested or scrub shrub wetland to a herbaceous 
wetland in a permanently maintained utility line 
right-of-way, mitigation may be required to 
reduce the adverse effects of the project to the 
minimal level. 

21. Water Quality. Where States and authorized 
Tribes, or EPA where applicable, have not 
previously certified compliance of an NWP with 
CWA Section 401, individual 401 Water Quality 
Certification must be obtained or waived (see 33 
CFR 330.4(c)). The district engineer or State or 
Tribe may require additional water quality 
management measures to ensure that the authorized 
activity does not result in more than minimal 
degradation of water quality. 
22. Coastal Zone Management. In coastal states 
where an NWP has not previously received a state 
coastal zone management consistency concurrence, 
an individual state coastal zone management 

consistency concurrence must be obtained, or a 
presumption of concurrence must occur (see 33 CFR 
330.4(d)). The district engineer or a State may 
require additional measures to ensure that the 
authorized activity is consistent with state coastal 
zone management requirements. 
23. Regional and Case-By-Case Conditions. The 
activity must comply with any regional conditions 
that may have been added by the Division Engineer 
(see 33 CFR 330.4(e)) and with any case specific 
conditions added by the Corps or by the state, Indian 
Tribe, or U.S. EPA in its section 401 Water Quality 
Certification, or by the state in its Coastal Zone 
Management Act consistency determination. 
24. Use of Multiple Nationwide Permits. The use 
of more than one NWP for a single and complete 
project is prohibited, except when the acreage loss of 
waters of the United States authorized by the NWPs 
does not exceed the acreage limit of the NWP with 
the highest specified acreage limit. For example, if a 
road crossing over tidal waters is constructed under 
NWP 14, with associated bank stabilization 
authorized by NWP 13, the maximum acreage loss of 
waters of the United States for the total project 
cannot exceed 1/3-acre. 
25. Transfer of Nationwide Permit Verifications. 
If the permittee sells the property associated with a 
nationwide permit verification, the permittee may 
transfer the nationwide permit verification to the new 
owner by submitting a letter to the appropriate Corps 
district office to validate the transfer. A copy of the 
nationwide permit verification must be attached to 
the letter, and the letter must contain the following 
statement and signature:  

“When the structures or work authorized by 
this nationwide permit are still in existence 
at the time the property is transferred, the 
terms and conditions of this nationwide 
permit, including any special conditions, 
will continue to be binding on the new 
owner(s) of the property. To validate the 
transfer of this nationwide permit and the 
associated liabilities associated with 
compliance with its terms and conditions, 
have the transferee sign and date below.” 
 
------------------------------------------------------
----- 
(Transferee) 
------------------------------------------------------
----- 
(Date) 

 
26. Compliance Certification. Each permittee who 
received a NWP verification from the Corps must 
submit a signed certification regarding the completed 
work and any required mitigation. The certification 
form must be forwarded by the Corps with the NWP 
verification letter and will include: 



(a) A statement that the authorized work was 
done in accordance with the NWP authorization, 
including any general or specific conditions; 
(b) A statement that any required mitigation was 
completed in accordance with the permit 
conditions; and 
(c) The signature of the permittee certifying the 
completion of the work and mitigation. 

 
27. Pre-Construction Notification. 

(a) Timing. Where required by the terms of the 
NWP, the prospective permittee must notify the 
district engineer by submitting a pre-
construction notification (PCN) as early as 
possible. The district engineer must determine if 
the PCN is complete within 30 calendar days of 
the date of receipt and, as a general rule, will 
request additional information necessary to make 
the PCN complete only once. However, if the 
prospective permittee does not provide all of the 
requested information, then the district engineer 
will notify the prospective permittee that the 
PCN is still incomplete and the PCN review 
process will not commence until all of the 
requested information has been received by the 
district engineer. The prospective permittee shall 
not begin the activity until either: 

(1) He or she is notified in writing by the 
district engineer that the activity may 
proceed under the NWP with any special 
conditions imposed by the district or 
division engineer; or 
(2) Forty-five calendar days have passed 
from the district engineer’s receipt of the 
complete PCN and the prospective permittee 
has not received written notice from the 
district or division engineer. However, if the 
permittee was required to notify the Corps 
pursuant to general condition 17 that listed 
species or critical habitat might affected or 
in the vicinity of the project, or to notify the 
Corps pursuant to general condition 18 that 
the activity may have the potential to cause 
effects to historic properties, the permittee 
cannot begin the activity until receiving 
written notification from the Corps that is 
“no effect” on listed species or “no potential 
to cause effects” on historic properties, or 
that any consultation required under Section 
7 of the Endangered Species Act (see 33 
CFR 330.4(f)) and/or Section 106 of the 
National Historic Preservation (see 33 CFR 
330.4(g)) is completed. Also, work cannot 
begin under NWPs 21, 49, or 50 until the 
permittee has received written approval 
from the Corps. If the proposed activity 
requires a written waiver to exceed specified 
limits of an NWP, the permittee cannot 
begin the activity until the district engineer 

issues the waiver. If the district or division 
engineer notifies the permittee in writing 
that an individual permit is required within 
45 calendar days of receipt of a complete 
PCN, the permittee cannot begin the activity 
until an individual permit has been obtained. 
Subsequently, the permittee’s right to 
proceed under the NWP may be modified, 
suspended, or revoked only in accordance 
with the procedure set forth in 33 CFR 
330.5(d)(2). 

(b) Contents of Pre-Construction Notification: 
The PCN must be in writing and include the 
following information: 

(1) Name, address and telephone numbers of 
the prospective permittee; 

  (2) Location of the proposed project; 
(3) A description of the proposed project; 
the project’s purpose; direct and indirect 
adverse environmental effects the project 
would cause; any other NWP(s), regional 
general permit(s), or individual permit(s) 
used or intended to be used to authorize any 
part of the proposed project or any related 
activity. The description should be 
sufficiently detailed to allow the district 
engineer to determine that the adverse 
effects of the project will be minimal and to 
determine the need for compensatory 
mitigation. Sketches should be provided 
when necessary to show that the activity 
complies with the terms of the NWP. 
(Sketches usually clarify the project and 
when provided result in a quicker decision.); 
(4) The PCN must include a delineation of 
special aquatic sites and other waters of the 
United States on the project site. Wetland 
delineations must be prepared in accordance 
with the current method required by the 
Corps. The permittee may ask the Corps to 
delineate the special aquatic sites and other 
waters of the United States, but there may be 
a delay if the Corps does the delineation, 
especially if the project site is large or 
contains many waters of the United States. 
Furthermore, the 45 day period will not start 
until the delineation has been submitted to 
or completed by the Corps, where 
appropriate; 
(5) If the proposed activity will result in the 
loss of greater than 1/10 acre of wetlands 
and a PCN is required, the prospective 
permittee must submit a statement 
describing how the mitigation requirement 
will be satisfied. As an alternative, the 
prospective permittee may submit a 
conceptual or detailed mitigation plan. 
(6) If any listed species or designated critical 
habitat might be affected or is in the vicinity 



of the project, or if the project is located in 
designated critical habitat, for non-Federal 
applicants the PCN must include the 
name(s) of those endangered or threatened 
species that might be affected by the 
proposed work or utilize the designated 
critical habitat that may be affected by the 
proposed work. Federal applicants must 
provide documentation demonstrating 
compliance with the Endangered Species 
Act; and 
(7) For an activity that may affect a historic 
property listed on, determined to be eligible 
for listing on, or potentially eligible for 
listing on, the National Register of Historic 
Places, for non-Federal applicants the PCN 
must state which historic property may be 
affected by the proposed work or include a 
vicinity map indicating the location of the 
historic property. Federal applicants must 
provide documentation demonstrating 
compliance with Section 106 of the National 
Historic Preservation Act. 

(c) Form of Pre-Construction Notification: The 
standard individual permit application form 
(Form ENG 4345) may be used, but the 
completed application form must clearly indicate 
that it is a PCN and must include all of the 
information required in paragraphs (b)(1) 
through (7) of this general condition. A letter 
containing the required information may also be 
used. 
(d) Agency Coordination: 

(1) The district engineer will consider any 
comments from Federal and state agencies 
concerning the proposed activity’s 
compliance with the terms and conditions of 
the NWPs and the need for mitigation to 
reduce the project’s adverse environmental 
effects to a minimal level. 
(2) For all NWP 48 activities requiring 
preconstruction notification and for other 
NWP activities requiring pre-construction 
notification to the district engineer that 
result in the loss of greater than 1/2-acre of 
waters of the United States, the district 
engineer will immediately provide (e.g., via 
facsimile transmission, overnight mail, or 
other expeditious manner) a copy of the 
PCN to the appropriate Federal or state 
offices (U.S. FWS, state natural resource or 
water quality agency, EPA, State Historic 
Preservation Officer (SHPO) or Tribal 
Historic 
Preservation Office (THPO), and, if 
appropriate, the NMFS). With the exception 
of NWP 37, these agencies will then have 10 
calendar days from the date the material is 
transmitted to telephone or fax the district 

engineer notice that they intend to provide 
substantive, site-specific comments. If so 
contacted by an agency, the district engineer 
will wait an additional 15 calendar days 
before making a decision on the pre-
construction notification. The district 
engineer will fully consider agency 
comments received within the specified time 
frame, but will provide no response to the 
resource agency, except as provided below. 
The district engineer will indicate in the 
administrative record associated with each 
preconstruction notification that the resource 
agencies’ concerns were considered. For 
NWP 37, the emergency watershed 
protection and rehabilitation activity may 
proceed immediately in cases where there is 
an unacceptable hazard to life or a 
significant loss of property or economic 
hardship will occur. The district engineer 
will consider any comments received to 
decide whether the NWP 37 authorization 
should be modified, suspended, or revoked 
in accordance with the procedures at 33 
CFR 330.5. 
(3) In cases of where the prospective 
permittee is not a Federal agency, the district 
engineer will provide a response to NMFS 
within 30 calendar days of receipt of any 
Essential Fish Habitat conservation 
recommendations, as required by Section 
305(b)(4)(B) of the Magnuson-Stevens 
Fishery Conservation and Management Act. 
(4) Applicants are encouraged to provide the 
Corps multiple copies of pre-construction 
notifications to expedite agency 
coordination. 
(5) For NWP 48 activities that require 
reporting, the district engineer will provide a 
copy of each report within 10 calendar days 
of receipt to the appropriate regional office 
of the NMFS. 
(e) In reviewing the PCN for the proposed 
activity, the district engineer will determine 
whether the activity authorized by the NWP 
will result in more than minimal individual 
or cumulative adverse environmental effects 
or may be contrary to the public interest. If 
the proposed activity requires a PCN and 
will result in a loss of greater than 1/10 acre 
of wetlands, the prospective permittee 
should submit a mitigation proposal with the 
PCN. Applicants may also propose 
compensatory mitigation for projects with 
smaller impacts. The district engineer will 
consider any proposed compensatory 
mitigation the applicant has included in the 
proposal in determining whether the net 
adverse environmental effects to the aquatic 



environment of the proposed work are 
minimal. The compensatory mitigation 
proposal may be either conceptual or 
detailed. If the district engineer determines 
that the activity complies with the terms and 
conditions of the NWP and that the adverse 
effects on the aquatic environment are 
minimal, after considering mitigation, the 
district engineer will notify the permittee 
and include any conditions the district 
engineer deems necessary. The district 
engineer must approve any compensatory 
mitigation proposal before the permittee 
commences work. If the prospective 
permittee elects to submit a compensatory 
mitigation plan with the PCN, the district 
engineer will expeditiously review the 
proposed compensatory mitigation plan. The 
district engineer must review the plan within 
45 calendar days of receiving a complete 
PCN and determine whether the proposed 
mitigation would ensure no more than 
minimal adverse effects on the aquatic 
environment. If the net adverse effects of the 
project on the aquatic environment (after 
consideration of the compensatory 
mitigation proposal) are determined by the 
district engineer to be minimal, the district 
engineer will provide a timely written 
response to the applicant. The response will 
state that the project can proceed under the 
terms and conditions of the NWP. If the 
district engineer determines that the adverse 
effects of the proposed work are more than 
minimal, then the district engineer will 
notify the applicant either: (1) That the 
project does not qualify for authorization 
under the NWP and instruct the applicant on 
the procedures to seek authorization under 
an individual permit; (2) that the project is 
authorized under the NWP subject to the 
applicant’s submission of a mitigation plan 
that would reduce the adverse effects on the 
aquatic environment to the minimal level; or 
(3) that the project is authorized under the 
NWP with specific modifications or 

conditions. Where the district engineer 
determines that mitigation is required to 
ensure no more than minimal adverse effects 
occur to the aquatic environment, the 
activity will be authorized within the 45-day 
PCN period. The authorization will include 
the necessary conceptual or specific 
mitigation or a requirement that the 
applicant submit a mitigation plan that 
would reduce the adverse effects on the 
aquatic environment to the minimal level. 
When mitigation is required, no work in 
waters of the United States may occur until 
the district engineer has approved a specific 
mitigation plan. 

28. Single and Complete Project. The activity must 
be a single and complete project. The same NWP 
cannot be used more than once for the same single 
and complete project. 
 
B. Regional Conditions 
 
14. LINEAR TRANSPORATION PROJECTS: 
1. Notification to the Corps (in accordance with General 
Condition No. 27) is required for all projects filling 
greater than 300 linear feet of channel. 
2. This permit does not authorize construction of new 
airport runways and taxiways. 
3. To the maximum extent practicable, any new or 
additional bank stabilization required for the crossing 
must incorporate structures or modifications beneficial to 
fish and wildlife (e.g., soil bioengineering or biotechnical 
design, root wads, large woody debris, etc.). Where these 
structures or modifications are not used, the applicant 
shall demonstrate why they were not considered 
practicable. Bottomless and embedded culverts are 
encouraged over traditional culvert stream crossings. 
4. As part of the notification to the Corps (in accordance 
with General Condition No. 27) requirement for stream 
crossing activities filling an excess of 300 feet in length, 
the project proponent shall address the effect of the bank 
stabilization on the stability of the opposite side of the 
streambank (if it is not part of the stabilization activity), 
and on adjacent property upstream and downstream of 
the activity. 

 
 











































































































































EA 05-0G0301 Atascadero Rehab  Utility Sheet Summary   page 1 of 9 
   Date: April 28, 2009 

P 
 
 
 

Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-1     Med. 

48’ 
STBB; 
Rt. 
111’ 
MBGR 

    AT&T UG cable SB 
Rt shoulder 

MBGR work in 
vicinity of UG 
cable; not high 
risk  

AT&T UG cable 

U-1a   PM 35.7/35.75 
NB/SB 
Wingwalls; 
spillway 

 Rt. 69’ 
MBGR 

Rt. 
159’ 
MBGR 

   AT&T UG cable SB 
Rt shoulder 

Work in vicinity 
of UG cable; not 
high risk 

AT&T UG cable 

U-2   PM 36.05 SB 
extend RCB 
PM 36.07 NB 
extend RCB 
PM 36.14 med, 
regrade 
PM 36.18 NB Rt 
FES;  
PM 36.26 SB Rt 
Headwall 
PM 36.27 SB 
Inlet 

LOC 1 PM 36.06 
SB side behind 
exist MBGR, 
VDS 30 pole 
with MVDS 
sensor and 
NEMA cabinet 
D=8” 

Med. 
1827’ 
STBB 

  PM 36.05 NB Rt 
Shld. Extend pipe, 
FES; 1949 box 
culvert extend 
approx 15’; remove 
tree 
SB Rt Shld. 8” pipe 
redirect and extend 
5’ w/ FES; regrade 

 AT&T UG cable, 
SLO 24”waterline 
SB Rt shoulder; 
PG&E 12 kV OH 
xing, Charter OH 
fiber xing 
 

Drainage work 
SB PM 36.26 in 
vicinity of 24” 
water; TrS and 
electrical work in 
vicinity of  
AT&T UG; not 
high risk 

AT&T UG cable; 
SLO 24” 
waterline (JUA); 

U-3 36.47/36.76    From 
U-2 
1827’ 
STBB; 
Rt. 
243’ 
MBGR 

Med 
1284’ 
STBB; 
Rt. 
117’ 
MBGR 

 PM 36.32, 36.37, 
36.45 median 
Flatten ditch 
slopes; PM 36.35, 
36.40, 36.47 Rt 
Shld. Place conc 
apron at DIs 

 AT&T UG cable, 
SLO 24” waterline 
SB Rt shoulder 

TrS and MBGR 
work in vicinity 
of AT&T UG 
and 24” 
waterline; not 
high risk 

AT&T UG cable; 
SLO 24” 
waterline (JUA) 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-4 36.47/36.76   LOC 2 PM 36.77 

NB side 30’ from 
ETW, VDS 30 
pole with MVDS 
sensor, PV solar 
panels and 
NEMA cabinet 
D=12” 

Rt. 
587’ 
MBGR 

From 
U-3 
med 
1284’ 
STBB 

 PM 36.54 NB Rt 
Shld. Extent pipe, 
use FES; MBGR 
exists. 1929 box 
culvert w/ approx 
15’ culvert insert. 
Shield w/ MBGR. 
PM 36.72 NB Rt 
Shld. Construct DI, 
remove FES, place 
RCP, regrade 

 AT&T UG cable SB 
Rt Shoulder; 
SLO 24” waterline 
crosses to median; 
PG&E 12kV OH 
xing; ConocoPhillips 
2-8” oil lines (abn); 
Charter fiber xing 
OH and UG; 
ConocoPhillips 2-8” 
oil lines xing; AT&T 
UG cable xing. 

Electrical work 
in vicinity of 
AT&T UG cable; 
MBGR work in 
vicinity of UG 
cable and oil 
lines 

AT&T UG cable; 
SLO 24” 
waterline (JUA); 
ConocoPhillips 2-
8” oil pipelines 
east side; PG&E 
12kV OH (JUA); 

U-5     Rt. 
1833’ 
MBGR 

Med 
2461’ 
STBB; 
Rt. 
724’ 
MBGR 

 PM 36.88 NB Rt 
Shld. Shield, flatten 
ditch slopes; PM 
36.95 NB Rt Shld. 
Shield/extend, 
Extend pipe 8’, 
install FES, remove 
headwall. PM 
36.97 NB Rt Shld. 
Shield, flatten ditch 
slopes. PM 37.04 
culvert under 
driveway 

 AT&T UG cable SB 
Rt Shoulder; SLO 
24” waterline in 
median crosses to 
east side; PG&E 
12kV OH xing; 
Charter fiber xing 
OH and UG; 
ConocoPhillips 2-8” 
oil lines; AT&T UG 
cable xing 

TrS and MBGR 
work in vicinity 
of AT&T UG 
cable xing and 
SLO waterline 
xing;  MBGR in 
vicinity of oil 
lines west side. 

AT&T UG cable; 
SLO 24” 
waterline (JUA); 
ConocoPhillips 2-
8” oil pipelines 
west side; 

U-6     Rt. 
439’ 
MBGR; 
med. 
TR 

From 
U-5 
med 
2461’ 
STBB; 
Rt. 
317’ 
MBGR 

 PM 37.19 NB Rt 
Shld. Repair ditch 
erosion. 

 AT&T UG cable 
west side 

Drainage work in 
vicinity of 
AT&T UG cable; 
not high risk 

AT&T UG cable 
west side 

U-7   PM 37.5 NB add 
drainage system 
in shld; PM 
37.69 replace 
slotted drain 

 101/58 
on-
ramp; 
med 
TR 

   101/58 SB-on 
R-30 Construct 
8’ Rt shld and 4’ 
Lt shld 

AT&T UG cable 
west side; 8”HP gas 
line xing; 6” HP gas 
line xing; Charter 
fiber OH xing; gas 
line (abn); SLO 24” 
waterline 

Ramp work and 
MBGR in 
vicinity of 
AT&T UG cable 
and HP gas line 
crossings. 

AT&T UG cable 
west side; SLO 
24” waterline east 
side. Charter OH 
fiber east side 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-8 37.8/37.9 37.8/37.9 PM 37.72 SB 

Left Outlet, 4x4 
RCB place fabric 
and RSP. Gas 
pipe about 10’ 
from headwall; 
PM 37.8 SB Left 
Outlet remove 
and place pipes, 
seal joints, place 
fabric and RSP; 
PM 37.85 NB off 
ramp to SR 58 
water ponds on 
shoulder; at 
101/58 Br. 
Runoff is eroding 
embankment 

LOC 3 PM 37.79 
SB off-ramp at 
HWY 58, VDS 
pole with MVDS 
sensor and 
NEMA cabinet 
D=8” 

101/58 
off-
ramp; 
101/58 
on-
ramp; 
Rt. TR 

Med. 
TR; Rt. 
TR 

 PM 37.72 Rt Shld. 
Headwall on RCB, 
extend RCB 10 
feet. PM 37.92 SB 
Rt Shld. Extend 
RCP 12 feet. 

101/58 NB-off 
R-32 Construct 
8’right shoulder, 
widen left 
shoulder 2 feet; 
101/58 NB-on 
R-33 widen left 
shoulder 2 feet. 
101/58 SB-off 
R-31 
Construct8’ 
shoulder 

AT&T UG cable 
east and west side; 
PG&E 12 kV OH 
xing; SLO 24” 
waterline; Charter 
fiber optic OH; gas 
lines and oil lines 
cross drainage area 
on west side.  

Drainage work 
proposed in 
vicinity of gas 
lines and oil 
lines.  Ramp 
work, electrical 
and MBGR in 
vicinity of 
AT&T UG. 

AT&T UG cable 
(JUA); Charter 
OH fiber east 
side; SLO 24” 
waterline east 
side; PG&E 12 
kV OH. 

U-9 37.95/38.10 
at Santa 
Margarita 
Cr Br. 

   Rt. 69’ 
MBGR; 
Rt. 
402’ 
MBGR 

Med. 
TR; Rt. 
80’ 
MBGR; 
Rt. 
312’ 
MBGR 

Santa Margarita 
Cr Br SB widen 
to the west, 
bridge rail. Shld 
reconstruction at 
structure 

  ConocoPhillips 2-8” 
oil lines xing, 6”HP 
gas line xing 

Stage 
construction for 
structure work 
and MBGR in 
vicinity of oil 
and gas lines.  
Traffic will be 
moved to the 
west over oil and 
gas lines. 

      

U-10 38.24/38.47  38.29/38.57    Rt. 
1162’ 
MBGR 

Rt. 
1479’ 
MBGR 

 PM 38.38 NB Rt 
Shld. Extend box 
culvert, will be 
shielded with 
proposed MBGR 

         

U-11 38.75/38.96   38.29/ 
38.57  

   Rt. 
1500’ 
MBGR 

   Southern CA Gas 
10” HP gas line xing 

Mainline shld 
widening in 
vicinity of gas 
line xing.   
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-12 38.75/38.96  

 
38.95/39.37   LOC 4 PM 38.93 

NB side, VDS 30 
pole with MVDS 
sensor, PV solar 
panels and 
NEMA cabinet 
D=12” 

Rt. 
582’ 
MBGR; 
Rt. 
356’ 
MBGR 

From 
U-11  
1500’ 
MBGR 

   PG&E UG xing SB shld 
widening and 
electrical work  
in vicinity of 
PG&E UG xing.  

      

U-13  38.95/39.37       PM 39.18 NB Rt 
Shld. Extend pipe, 
FES, riprap, flatten 
slope. 
PM 39.18 SB Rt 
Shld. Pipe outlet, 
raise DI to grade, 
extend pipe, FES 

    

U-14  38.95/39.37  
39.48/39.60  

             Rt. 
264’ 
MBGR; 
Rt 528’ 
MBGR 

      PM 39.53 NB Rt 
Shld. Extend RCB 
15’ or install 
MBGR.   
PM 39.52 SB Rt 
Shld. Extend RCB 
16’ or install 
MBGR. 

                   

U-15 39.60/39.68 
39.78/39.90 
  

39.48/39.60  
39.81/39.93  

             Rt. 
528’ 
MBGR 

      PM 39.62 NB Rt 
Shld. Pipe outlet, 
Place RCP, new 
PCC swale 
PM 39.62 SB Rt 
Shld. Extend pipe, 
FES, flatten slope 

                   

U-16 39.78/39.90 
39.90/39.96  

39.81/39.93  
40.06/40.20  

      LOC 5 PM 39.88 
NB side, VDS 30 
pole with MVDS 
sensor, PV solar 
panels, NEMA 
cabinet D=12” 

See U-
17 

Rt 
2200’ 
MBGR 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-17 40.18/40.23 

40.23/40.34 
40.34/40.41  

40.06/40.50  
 

       Rt. 
835’ 
MBGR; 
Rt. 74’ 
MBGR; 
Rt. 
101’ 
MBGR 

From 
U-16 
2200’ 
MBGR 

                               

U-18 40.41/40.51 40.06/40.5              From 
U-17 
2200’ 
MBGR 

      PM 40.49 SB Rt 
Shld. Extend pipe 
20’, FES 

                   

U-19 40.74/40.88 
40.88/41.00 

40.86/40.92 PM 40.75 SB 
left, outlet, 
remove pipes, 
place pipes, 
conc, fabric, RSP 
PM 40.93 SB left 
outlet, excavate, 
place fabric, RSP 

 Rt. 
634’ 
MBGR 

Rt. 
576’ 
MBGR 

                  PG&E 12 kV OH 
xing, match to U-20. 

No apparent 
utility conflicts. 

      

U-20 41.00/41.09 
41.09/41.25 

40.98/41.20 
41.20/41.48 

PM 41.05 SB left 
outlet, Place 
fabric, RSP 

LOC 6 PM 41.15 
NB side VDS 30 
pole with MVDS 
sensor, PV so;ar 
panels, NEMA 
cabinet D=12” 

      Rt. 
317’ 
MBGR 

                  PG&E 12 kV OH 
xing, match to U-19 

No apparent 
utility conflicts. 

      

U-21 41.31/41.40 
41.40/41.43 
41.43/41.47 
41.47/41.61 

41.2/41.48        Rt. 
317’ 
MBGR; 
Rt. 
212’ 
MBGR 

Rt. 
264” 
MBGR; 
Rt. 
370” 
MBGR 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-22 41.47/41.61 41.64/41.66        Rt. 

185’ 
MBGR; 
Rt. 
370’ 
MBGR; 
Rt. 
476’ 
MBGR 

            PM 41.56 SB Rt 
Shld.  Shield with 
MBGR 

      PG&E 12kV OH Shoulder and TrS 
work in vicinity 
of PG&E OH 

      

U-23 41.87/41.89 
41.94/41.98 
41.98/42.02 

41.89/41.93 PM 41.92 SB left 
outlet, remove 
and replace 4 feet 
of pipe 
PM 41.97 SB left 
outlet, place 
fabric, RSP 

Lighting on NB 
off-ramp 

Rt. 
159’ 
MBGR; 
Rt. 
1574’ 
MBGR 

Rt. 
159’ 
MBGR 

                  PG&E 12 kV OH 
xing 

No apparent 
utility conflicts. 

      

U-24 42.12/42.42 42.12/42.42 PM 42.16 SB left 
outlet, place 
fabric, RSP; PM 
42.17 SB left 
outlet, remove 4 
feet of pipe, 
place pipe, 
fabric, RSP; PM 
42.35 NB Rt 
outlet, regrade 

LOC 7 PM 42.29 
NB side VDS 40 
pole with CCTV 
camera, MVDS 
sensor, NEMA 
cabinet D=8” 

Off-
ramp; 
on-
ramp; 
from 
U-23 
1574’; 
Med. 
138’ 
STBB; 
Rt. 74’ 
MBGR 

Off-
ramp; 
on-
ramp; 
Rt. TR 

            Santa Barbara 
Rd NB/SB 
on/off, overlay, 
adjust MBGR 

10” HP gas xing; 12” 
waterline xing; 

MBGR work in 
vicinity of HP 
gas line. 

      

U-25 42.49/42.54 
42.55/42.59 

42.52/42.60       Lighting on NB-
on and SB-off-  

Rt. 
264’ 
MBGR 

Rt. 
528’ 
MBGR 

                               

U-26 42.82/42.90       PM 42.95 NB 
cross-slope 
correction 

LOC 8 PM 42.92 
NB side, VDS 30 
pole with MVDS 
sensor and 
NEMA cabinet 
D=8” 

On-
ramp 

Rt. 
528’ 
MBGR 

            San Diego Rd 
SB-on R-9 
widen left shld 2 
feet, relocate 
MBGR; NB-off 
R-10 overlay 

4” waterline xing; 
AT&T UG at SB on-
ramp; not high risk 

Ramp work and 
MBGR in 
vicinity of UG 
utilities.   

AT&T UG cable 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-27       43.0/43.34                                      AT&T UG cable; 

PG&E 12 kV UG; 
PG&E 12 kV OH 
xing 

No apparent 
conflicts with 
utilities 

AT&T UG cable; 
PG&E 12 KV 
UG/OH; PG&E 
riser pole in R/W 

U-28 43.49/43.54 43.34/43.68        On-
ramp 

Rt. 
1225’ 
MBGR 

            West Front Rd. 
SB-on R-11, 
widen left shld 2 
feet  

SCG 2” gas line west 
side; PG&E 12kV 
OH xing; 6” 
waterline xing; 4” 
HP gas line xing 

Shld widening 
and MBGR in 
vicinity of UG 
utility xings; 
ramp work and 
MBGR in 
vicinity of gas 
line 

SCG 2” gas line 
west side. 

U-29 43.58/43.62 43.34/43.68 PM 43.57 NB 
construct DI’s, 
place pipe, 
fabric, RSP, 
overside drain 

       Off-
ramp; 
from 
U-28 
1225’ 
MBGR 

                  Sewer line xing; 8” 
waterline xing; 
PG&E 12 kV OH 
xing 

No apparent 
conflicts with 
utilities. 

      

U-30       43.79/44.00 
44.00/44.11 

      LOC 9 PM 44.00 
SB side, VDS 40 
pole with CCTV 
camera, MVDS 
sensor, NEMA 
cabinet D=8” 

On-
ramp; 
off-
ramp; 
Rt. 85’ 
MBGR 

On-
ramp; 
Rt. 85’ 
MBGR 

            Santa Rosa Rd. 
NB/SB on/off, 
overlay, relocate 
MBGR 

PG&E 12kV OH 
xing; 6” waterline 
xing; Charter fiber 
optic OH xing. 

Shoulder 
widening in 
vicinity of UG 
utility xings. Not 
high risk. 

      

U-31 44.29/44.34 44.25/44.45 PM 44.19 NB Rt 
outlet, extend 
culvert, extend 
OSD, place RSP 
PM 44.29 SB 
off-ramp CSP is 
undersized, place 
40 LF APC. 

                               Sewer line xing; 4” 
waterline xing; 6” 
gas line xing 

Drainage work in 
vicinity of 6” gas 
line. 

      

U-32 44.41/44.45 
44.45/44.50 

44.45/44.54 
44.54/44.56 

        Rt. 
528’ 
MBGR 

                  PG&E 12kV OH  
2-xings 

No apparent 
utility conflicts 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-33 44.75/45.02 44.75/45.02 PM 44.86 SB Rt 

outlet, remove, 
replace 4 feet of 
pipe 
PM 44.73 SB 
RSP at outlet 
PM 44.85 SB Rt 
Shld new DI in 
shld. 

LOC 10 PM 
44.84 NB side, 
VDS 30 pole 
with MVDS 
sensor, NEMA 
cabinet D=8” 

On-
ramp; 
off-
ramp; 
Rt. 
175’ 
MBGR; 
Rt. 74’ 
MBGR 

Off-
ramp; 
on-
ramp; 
Rt. TR 

      PM 44.68 SB Rt 
Shld. Shield with 
MBGR 

Curbaril Ave. 
NB/SB on/off , 
overlay 

PG&E 12 kV OH 
xing; 10” waterline 
under bridge. 

No apparent 
utility conflicts. 

      

U-34                          Rt. 
370’ 
MBGR 

                  10” waterline xing 
(abn) 

No apparent 
utility conflicts. 

      

U-35       45.28/45.30 PM 45.42 
dropped 

LOC 11 PM 
45.42 NB off-
ramp, VDS 30 
pole with MVDS 
sensor, NEMA 
cabinet D=8” 

Rt. 
333’ 
MBGR 

Rt. 
819’ 
MBGR 

                  4” waterline xing 
(abn); 10” waterline 
xing; 10” gas line 
xing;  

No apparent 
utility conflicts. 

10” gas line at 
R/W line east side 

U-36             PM 45.72 
dropped 

 Off-
ramp; 
Rt. 
233’ 
MBGR 

      Atascadero Cr 
Br. R/L bridge 
rails.  Shld 
reconstruction at 
structure 

            Sewer line, 12” 
waterline in city st at 
101/41; 4” waterline 
xing (abn) 

No apparent 
utility conflicts. 

      

U-37                   LOC 12 PM 
45.81 NB side 
behind MBGR, 
VDS 30 pole 
with MVDS 
sensor, NEMA 
cabinet D=8”; 
LOC 13 PM 
45.95 SB side 
CCTV 25 pole 
with CCTV 
camera. 

Rt. 85’ 
MBGR; 
Rt. 
190’ 
MBGR; 
Rt. 
317’ 
MBGR; 
Rt. 
222’ 
MBGR; 
Med. 
TR; Rt. 
249’ 
MBGR 

On-
ramp; 
med. 
TR; Rt. 
64’ 
MBGR; 
Rt. 
528’ 
MBGR; 
Rt. 
228’ 
MBGR; 
Rt. 48’ 
MBGR 

Traffic Way UC 
R/L widen.  Shld 
reconstruction at 
structure 

      Traffic Way 
NB-off R-20, 
widen 4’ shld. 
1.0’ Cl 2 AB 
Traffic Way SB-
on R-21, widen 
4’ shld. 

PG&E 12 kV OH 2-
xing; SCG 6” gas 
xing; AT&T UG 
cable xing; sewer 
line xing;  
AT&T UG cable and 
waterline in Traffic 
Way. 

 MBGR work in 
vicinity of UG 
utilities 
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Shoulder widening Drainage Electrical MBGR Structures Traffic Safety 
(TrS) 

Ramps Utilities within R/W Notes Longitudinal 
Encroachment 

Utility 
Sheet 
No. SB PM NB PM   SB NB       

             
U-38             PM 46.17 NB 

remove, place 4 
feet of pipe, 
fabric, RSP 

  Rt. 
1004’ 
MBGR; 
Rt. 
476’ 
STBB 

            Traffic Way SB-
off R-23, widen 
4’ shld. 

PG&E OH electric  PG&E OH 
electric at R/W 
line east side. 

 
 
 
NOTES: 
 

1. TR = Transition Railing 
2. Mainline shoulder widening structural section will be 0.5’ Cl 2 AB. (Sect < 1.0’ below existing road surface, exempt per Section 4-4) 
3. Ramp widening structural section will be 1.0’ Cl 2 AB.  Structural section would be modified in the field to avoid utility conflicts. 
4. MBGR, transition railing, and STBB will be nested to avoid utility conflicts. 
5. Locations of lighting foundations will be adjusted in the field to avoid utility conflicts 
6. All proposed drainage work is on existing facilities and will be adjusted in the field to avoid utility conflicts. 
7. All NEMA cabinets are 24x24xD, where D is the depth of the NEMA cabinet. 
8. Existing high risk facilities within construction areas will be positively located during construction. 
9. Shoulder reconstruction at structure will be 1.0’ HMA Type-A. 
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