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LICENGYD {AYDSCAPE ARCHITEC

July 19, 2013
PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OF 775 OFFICERS
OF AGENTS SHALL NOT BE RESFPONSIBLE FOR
THE ACCURACY OF COMFPLETENESS OF SCANNED
COFPIES OF THIS FPLAN SHEET.
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N //47/ ~  VALVE BOX TO ACCOMPANY PLANS DATED __ 2-9-15
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STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

LANDSCAPE DETAILS
NO SCALE

RSP H7 DATED JULY 19, 2013 SUPERSEDES STANDARD PLAN H7
DATED MAY 20, 2011

- PAGE 224 OF THE STANDARD PLANS BOOK DATED 2010.
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QBDSCAPE ARCHITEC

July 19, 2013

PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OF 775 OFFICERS
OF AGENTS SHALL NOT BE RESFPONSIBLE FOR
THE ACCURACY OF COMFPLETENESS OF SCANNED
COFPIES OF THIS FPLAN SHEET.

TO ACCOMPANY PLANS DATED 2-9-15

NOTES:

1. Wye strainer and fittings must be the same size as

the backflow preventer shown on the plans.

2. Backflow preventer assembly manifold pipe must be the same pipe
as the supply line (main) pipe to be installed from the

water meter to the backflow preventer assembly.

3. All metal in contact with soil and Portland Cement Concrete must be
wrapped with 2" wide plastic backed adhesive polyethylene tape

20 mil thick with %" overlap.

COIL 3" OF WIRE IN BOX

VALVE BOX\\\

\

\ \

| / \
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_j\ | |
— -1 ==
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___________ S
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<;1O x PIPE Dia
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v

TEE MOUNTED FLOW SENSOR

REDUCING BUSHING

SLIP COUPLING

Min OF STRAIGHT
UNINTERUPTED
FLOW DOWNSTREAM
OF FLOW SENSOR

FLOW SENSOR

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

LANDSCAPE DETAILS

NO SCALE

RSP H8 DATED JULY 19, 2013 SUPERSEDES STANDARD PLAN H8
DATED MAY 20, 2011 - PAGE 225 OF THE STANDARD PLANS BOOK DATED 2010.
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: POST MILES |SHEET] TOTAL
Dist| COUNTY ROUTE TOTAL PROJECT NO. | SHEETS

o7 Ven 101 14.1/21.1 103 | 108
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LICENGYD {AYDSCAPE ARCHITEC

July 19, 2013
PLANS APPROVAL DATE

THE STATE OF CALIFORNIA ORF 775 OFFICERS
OF AGENTS SHALL NOT BE RESFPONSIBLE FOR
THE ACCURACY OF COMFPLETENESS OF SCANNED
COFPIES OF THIS FPLAN SHEET.

TO ACCOMPANY PLANS DATED 2-9-15
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iggP¥éEE(s % T) §§$E$$J£SE§R \ EHii%T BLOCK
ELEVATION SECTION
CAM COUPLER ASSEMBLY IRRIGATION CONDUIT

UNDER SIDEWALKS, DRIVEWAYS AND PATHS

STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

LANDSCAPE DETAILS

NO SCALE

RSP H9 DATED JULY 19, 2013 SUPERSEDES STANDARD PLAN H9
DATED MAY 20, 2011 - PAGE 226 OF THE STANDARD PLANS BOOK DATED 2010.

REVISED STANDARD PLAN RSP HY9
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o7 Ven 101 14.1/21.1 104 | 108

July 19, 2013
PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OR 775 OFFICERS
OF AGENTS SHALL NOT BE RESPONSIBLE FOR
THE ACCURACY ORF COMFLETENESS OF SCANNED
COFIES OF THIS FPLAN SHEET.

TO ACCOMPANY PLANS DATED
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STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

LANDSCAPE DETAILS

NO SCALE

RSP HO9A DATED JULY 19, 2013 SUPPLEMENTS THE STANDARD PLANS BOOK DATED 2010.

REVISED STANDARD PLAN RSP H9A

6-21-13




TABLE 2

LONGITUDINAL BUFFER SPACE AND
FLAGGER STATION SPACING

TABLE 1
TAPER LENGTH CRITERIA AND
CHANNELIZING DEVICE SPACING
¥ MAXIMUM CHANNELIZING
MINIMUM TAPER LENGTH DEVICE SPACING
FOR WIDTH OF OFFSET 12 FEET (W)
SPEED X Y z "
(S) TANGENT | MERGING | SHIFTING | SHOULDER
o ) o e TAPER | TANGENT | CONFLICT

mph £t £t £t £t £t £t £t
20 160 80 40 27 20 40 10
25 250 125 63 42 25 50 12
30 360 180 90 60 30 60 15
35 490 245 123 82 35 70 17
40 640 320 160 107 40 80 20
45 1080 540 270 180 45 90 272
50 1200 600 300 200 50 100 25
55 1320 660 330 220 55 110 27
60 1440 720 360 240 60 120 30
65 1560 780 390 260 65 130 32
70 1680 840 420 280 70 140 35

DOWNGRADE Min D "%
SPEED " Min D %%

-3¥, 6% 9%

mph t t t t
20 115 116 120 126
25 155 158 165 173
30 200 205 215 227
35 250 257 271 287
40 305 315 333 354
45 360 378 400 427
50 425 446 474 507
55 495 520 553 593
60 570 598 638 686
65 645 682 728 785
70 730 771 825 891

¥ - For other offsets, use the following merging taper length formula for L:
= WS?/60

For speed of 40 mph or less, L
For speed of 45 mph or more, L

= WS

Where: L Taper length in feet
W Width of offset in feet
S Posted speed |imit, off-peak 85th-percentile

speed prior to work starting, or the anticipated

operating speed in mph

¥% - Use for taper and tangent sections where there are no pavement markings or where
there is a conflict between existing pavement markings and channelizers (CA).

¥ - Speed is posted speed limit, off-peak 85th-percentile
speed prior to work starting, or the anticipated

operating speed in mph

¥¥% - Longitudinal buffer space or flagger station spacing

X%% - Use on sustained downgrade steeper than -3 percent

and longer than 1 mile.

POST MILES

Dist] COUNTY TOTAL PROJECT

ROUTE

SHEET| TOTAL
No. |SHEETS

o7 Ven 101 14.1/21.1

105 108

PN

REéﬁSTERED CIVIL ENGINEER

Gurinderpa
Bhul lar

July 19, 2013

C48815

PLANS APPROVAL DATE

THE STATE OF CALIFORNIA OR 775 OFFICERS
OF AGENTS SHALL NOT BE FRESFONS/IBLE FOR
THE ACCURACY OR COMFPLETENESS OF SCANNED
COPIES OF THIS FPLAN SHEET,

TO ACCOMPANY PLANS DATED

TABLE 3

ADVANCE WARNING SIGN SPACING

DISTANCE BETWEEN SIGNS %

ROAD TYPE A B C

ft ft ft
URBAN - 25 mph OR LESS 100 100 100
URBAN - MORE THAN 25 mph TO 40 mph 250 250 250
URBAN - MORE THAN 40 mph 350 350 350
RURAL 500 500 500
EXPRESSWAY / FREEWAY 1000 1500 2640

¥ - The distances are approximate, are intended for guidance
purposes only, and should be applied with engineering judgment.
These distances should be adjusted by the Engineer for field conditions,
if necessary, by increasing or decreasing the recommmended distances.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

TRAFFIC CONTROL SYSTEM TABLES
FOR LANE AND RAMP CLOSURES

NO SCALE

RSP 179 DATED JULY 19, 2013 SUPERSEDES RSP T9 DATED APRIL 19, 2013
THAT SUPPLEMENTS THE STANDARD PLANS BOOK DATED 2010.
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OVERLAY (AS APPROPRIATE)

NOTES:

TO ACCOMPANY PLANS DATED _ 279715

tables.

Dist| COUNTY ROUTE rorar phodEeT T No. lsheeTs
o7 Ven 101 14.1/21.1 106 | 108

olea Wa— 2R SEE NOTES 1 AND 3 See Revised Standard Plan RSP T9 for W
SEE NOTES 1 W4-2R Use cone spacing X for taper segment, Y for tangent segment or Z for
SEE NOTES 1, 3 AND 4 3 AND 4 ’ conflict sitfuations, as approriate, peri Table 1, unless X, Y, or Z cone REGISTERED CIVIL ENCINEER
RIGHT LANE spacing is shown on this sheet. Gugmcﬁ%?o
L /3 Unless otherwise specified in the special provisions, all temporary April 19, 2013 No. CA48815
CONE SPACING X A warning signs shall have black legend on fluorescent orange background. PLANS APPROVAL DATE
A . . . . THE STATE OF CALIFORNIA OR I7S OFFICERS
SEE TABLE 1 AND California codes are designated by (CA). Otherwise, Federal (MUTCD) codes O ACENTS SHALL NOT BE RESPONSIBLE FOR
NOTES 10 AND 11 are shown.
CONE SPACING SEE TABLE 1 AND SEE NOTES 10 AND 11 SEE NOTE 5 (L2 & 7 reamw »r 7
N N Ay
N K A m./ MEDIAN SHOULDER
— — — — — — — — — — — — — — _ o © @ —@ —e — @ — 0 — &— —@- —0 — 0 — ©— o— - — — 0 — 0 — e
i | o @ ® O g':\—SEE NOTE 8 @«&\‘\ 0
of1c /\ ol A of © © & s g v ° ) Nl ] ) ® SHOULDER ®
R A A AQ O O O 5 M,
c B Oh=—SEE NOTES 8 AND 9 SEE NOTE 12 X M
= = Min 3 CONES ACROSS EACH CLOSED LANE
ADVANCE WARNING SIGN . A L _ 2L | L } D WORK AREA FE NOTE AND SHOULDER EVERY 2000’. SEE NOTE 12.
DISTANCE SEE TABLE 3 SEE TABLE 3 SEE TABLE f " SEE NOTE 13 SEE TABLE 1 | BUFFER SPACE |
AND TABLE 1 SEE TABLE 2
x . ANE CLOSURE C30(CA) CONE SPACING X SEE TABLE 1
AND NOTES 10 AND 11
A A SHOULDER A CONE SPACING X SEE TABLE 1 . 500’ ?ERL/LZANE,
RIGHT CLOSED AND NOTES 10 AND 11
SHOULDER Wa-1R W . CLOSED
WORK SHOULDER C30A(CA) 5 e
CLOSED SEE NOTE |14 MEDIAN SHOULDER
AHEAD
C Nﬁlﬂs A MEDIAN [SHOULDER N — —
W21-5bR X —
i L 1 L L
% = T — | — —
| § | MEDIAN SHOULDER == | o . oo e o
®
— _ e @_@kif@i & 0 &0 -o 5 ©7© SHOULDER
— —— — — — — — —— — — — @
® e © }.
:>_ L L L L L L L L L L | SHOULDER /
g, v ® ® ® ® ® ® ® ® o
=54 7 SHOULDER | i .0 o g & OR
v |
}<—N B '!< A “" 500’ - L/ WORK AREA 500" M OR AT BEGINNING n
ax
ADVANCE WARNING SIGN | CONE SPACING X CONE SPACING 7T OF ENTRANCE. RAMP C30(CA) E5-1 SEE NOTE 14 SC18(CA)
SEE TABLE 1 AND - - et
DISTANCE SEE TABLE 3 NOTES 10 AND 11 SEE TABLE 1 AND X
NOTES: AND NOTE 4 NOTES 10 AND 11 LANE CLOSURE AT ENTRANCE RAMP LANE CLOSURE AT EXIT RAMP
1. Median lane closures shall conform to the SHOUI—DER CI—OSURE W20-1 SEE NOTE 4 LEGEND .
details as shown except that C20(CA)L SIGN PANEL SIZE (Min)
and W4-2L signs shall be used. 6. If the W20-1 sign would follow within 2000’ 12. Unless otherwise specified in the special TRAFFIC CONE .
2. At least one person shall be assigned to of a stationary W20-1 or G20-1 'ROAD WORK provisions, a minimum of 3 cones shall 8" x 48
: R ; 3 ; NEXT _ MILES", use a C20(CA) sign for be placed transversely across each closed © TRAFFIC CONE (OPTIONAL TAPER) " "
provide full time maintenance of traffic the first ad . . : Bl 72" x 60
control devices for lane closures. € TIrsT advance warning sign. lane and shoulder at each location where I TEMPORARY TRAFFIC CONTROL SIGN
) ) a taper across a Traffic Ion“e ends and C 36" x 30"
3. Duplicate sign installations are not required: 7. Place a C30(CA) sign every 2000’ throughout every 2000’ as shown on the "Lane m FLASHING ARROW SIGN (FAS)
. . length of lane closure. Closure" detail. Two Type I barricades
G) on ODDOSI'I'@ ShOL‘”der. If at least . . may be used instead of the 3 cones. The 560 FAS SUPPORT OR TRAILER
one-half of 1J-rhe+ov<;|clfl.0ble lanes 8. One flashing arrow sign for each lane closed. transverse alignment of the cones or
remain open ToO Traftic. The flashing arrow signs shall be Type I barricades on the closed shoulder may be N2
b) In the median if the width of the . , . , shifted from the transverse alignment to 71N PORTABLE FLASHING BEACON
median shoulder is less +han 8’ and 9. A minimum 1500" of sight distance shall provide access to the work.
the outside lanes are fo be closed. be provided where possible for venicles STATE OF CALIFORNIA
. . _ approaching the first flashing arrow sign. 13. Unless otherwise specified in the special DEPARTMENT OF TRANSPORTATION
4. Each advance warning sign on each side Lane closures shall not begin at ftop of provisions, the 2L tangent shown along
of the roadway shall be equipped with at crest vertical curve or on a horizontal lane lines shall be used between the L
least two flags for daytime closure. Each curve. Tapers requir—ed for each closed traffic TRAFFIC CONTROL SYSTEM
flag shall be at least 16" x 16" in . lane.
size and shall be orange or fluorescent 10. All cones used for lane closures during FOR LANE CLOSURE ON
red-orange in color. Flashing beacons the hours of darkness shall be fitted 14. Unless otherwise specified in the specidal
shall be placed at the locations indicated with refroreflective bands (or sleeves) provisions, the E5—p1 or SC18(CA) <:1r1<:1p W4-1 FREEWAYS AND EXPRESSWAYS
for lane closure during hours of darkness. as specified in tThe specifications. signs shall be used as shown
" wo : . ' NO SCALE
5. A G20-2 "END ROAD WORK™ sign, with minimum 11. Portable delineators, placed at one-half 15. A W7-3aP "NEXT MILES" plague must be used
size of 48 x 24 as appropriate, shall be the spacing indicated for traffic cones if theshoulder closure extends beyond the RSP T10 DATED APRIL 19. 2013 SUPERSEDES STANDARD PLAN T10
placed at the end of The |C”?e closure unle.ss. may be used instead of cones for doyﬂme distance that can be perceived by road users. DATED MAY 20, 2011 - PAGE 23’7 OF THE STANDARD PLANS BOOK DATED 2010.
the end of work area 1s obvious or ends within closures only.

a larger project’s limits.
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REVISED STANDARD PLAN RSP T10
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TYPICAL RAMP CLOSURES

Dist| COUNTY

ROUTE

POST MILES
TOTAL PROJECT

SHEET
NO .

TOTAL
SHEETS

SIGN PANEL SIZE (Min) 07 | Ven

101

14.1/21.1

107

108

Al 48" x 48" //%@?%%§1mmvgzw1/
EZZ£:>> EZZE:>> Bl 48" x 30" RE@%STERED CIVIL ENGINEER
- - - - - - - - - - - - - - 0" 0" Gurinderpo
ADVANCE WARNING SIGN C| 36" x 36 . Bhul | ar
= DISTANCE SEE TABLE 3 == April 19, 2013 C48815
— — — — — — — — — — — — — — D| 48" x 36" PLANS APPROVAL DATE
—— = 0F ATENTS SHALL NOT BE RESPONSIELE FOR
T T - - - - - D - - CONE SPACING X SEE TABLE 1 - L EGEND opts o S ol st O eAMED
- B u A _ .
— | SEE TABLE 3 SEE TABLE 3 AND NOTES 4 AND 5 ==
oF 7 of SHOULDER e © © e © o e , @ ® © © e TRAFFIC CONE TO ACCOMPANY PLANS DATED __2-9-15
L ’ ® t ¥ expy R TEMPORARY TRAFFIC NOTES:
A - L/3 - K AMP o b CcONTROL SIGN _ .
RAMP SEE TABLE 1 OR 1. Barricades shall be Type I, I, or II for closures lasting
CLOSED CLOSED RAMP | BARRICADES one week or less and Type II for closures lasting longer than
AHEAD c2(ca) one week.
CEE NOTES CLOSED BARRICADES, sle PORTABLE FLASHING
> AND 3 C19(CA) SEE NOTE 3 Min 3 FER LANE. " BEACON 2. In addition to placing the C19(CA) "RAMP CLOSED AHEAD" and C30(CA)
C19(CA) 51 [IUSE NEXT C38(CA) "RAMP CLOSED" signs, black on orange overlay plates with the
EXIT word "CLOSED" may be mounted, as directed by the Engineer,
. on all guide signs that refer to the closed ramp. The letter
EXIT RAMP OR CONNECTOR size on the overlay shall be the same as the guide sign.
3. Each advance C19(CA) "RAMP CLOSED AHEAD" sign shall be equipped
with at least two flags for daytime closure. Each flag shall
be at least 16" x 16" in size and shall be orange or fluorescent
— — red-orange in color. A flashing beacon shall be placed on top of
— — — — — e — — — — — — — — — E— the first C19(CA) sign during hours of darkness.
ADVANCE WARNING SIGN
= DISTANCE SEE TABLE 3 — 4. All cones used for ramp closures during the hours of darkness
shall be fitted with retroreflective bands (or sleeves) as
— — = specified in the specifications.
B A CONE SPACING X SEE TABLE 1 5. Portable delineators, placed at one-half the spacing indicated
— = = SEE TABLE 3 - SEE TABLE 3 - AND NOTES 4 AND 5 — for traffic cones, may be used instead of cones for daytime
@E—\;— o e © © ® ©®© © e e e e oL, ©e© e e e e ,o @ © e ramp closures only.
N ‘ © “'\\\\\\\ ; ///////’} + i 6. At least one person shall be assigned to provide full time
A < L/3 - SHOULDER EXIT RAMP maintenance of traffic control devices, unless otherwise
RAMP SEE TABLE 1 OROR directed by the Engineer.
CLOSED A RAMP . . 1" 1 . .
B CLOSED C2(CA) . The existing EXIT signs shall be covered during ramp closures.
SEE NOTES BARRICADES, 8. A minimum of 3 cones shall be
. placed ftransversely across each
2 AND 3 C19(CA) SEE NOTE 3 C30(CA) Toy——— MIN 3 PER LANE. closed lane and shoulder.
C19(CA) USE NEXT SEE NOTE 1
D C38(CA)
EXIT Ll
) )
=
EXIT RAMP OR CONNECTOR WITH ADDITIONAL LANE x
SEE NOTES — .
2 AND 3 pzd <t BARRICADES, Min 3 PER LANE. SEE NOTES 2 AND 3
ol SEE NOTE 1
L A SEE NOTE 2 A
z RAMP A RAMP
=g CLOSED ® AN CLOSED
- = _ RAMP
SEE NOTES z | = BARRICADES, Min 3 PER LANE. AHEAD Bl [ RAMP ILi oo .
2 AND 3 A ‘ SEE NOTE 1 A m C19(CA) C2(cA) ([LLOSED <§;fﬂ\\*4_ = csolea N C19(CA) :h_d
RAMP A CLOSED g @ o @ @ ™ @
CLOSED B C RAG*\\ A B
‘CﬁégED - e CLOSED/SEE NOTE 2 AHEAD Z'c19(CA) — SEE TABLE 3 SEE TABLE 3
C2(CA) R3-1 C30(CA) SEE NOTES — — — — — — — — — —

A

SEE TABLE 37

.;z;;;#\\ﬂb . A 2 AND 3 — 3 CONES PER LANE CLOSED, SEE NOTES 4 AND 8
= SEE TABLE 3
@
® i - l‘\\\\\\\\\\«L Nz g
Ol 5] A eEn ;42////P ® @ e ®__©® o ) ——=
3 CONES PER LANE CLOSED — —_— — — — — S S
SEE NOTES 4 AND 8 ’ — EE TiBLE . A —
- - - - L - ANE e .|, ]
e CONE SPACING X SEE TABLE 1 \\\*'737 \\*

AND NOTES 4 AND 5

bt
@®

CONE SPACING X SEE TABLE

AND NOTES 4 AND 5

@1&9

ENTRANCE RAMP _WITHOUT TURNING POCKETS

DEPARTMENT OF TRANSPORTATION

flict situations, iate, Table 1, unl X, Y, Z
Spacing is shown on this Sheet. = o 901 T HHIESS T TRAFFIC CONTROL SYSTEM

Use cone spacing X for taper segment, Y for tangent segment or Z for

C30(CA)

SEE NOTE 2

(

ENTRANCE RAMP WITH TURNING POCKETS

Unless otherwise specified in the special provisions, all temporary
warning signs shall have black legend on fluorescent orange background.

California codes are designated by (CA). Otherwise, Federal (MUTCD) codes
are shown.

®
— F
R L NOTES:
— See Revised Standard Plan RSP T9 for tables. STATE OF CALIFORNIA
— >

FOR RAMP CLOSURE
NO SCALE

RSP T14 DATED APRIL 19, 2013 SUPERSEDES STANDARD PLAN T14

DATED MAY 20, 2011 - PAGE 242 OF THE STANDARD PLANS BOOK DATED 2010.
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REVISED STANDARD PLAN RSP T14
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3

/4" ¢ EYE BOLTS IN

\ 200'-0"+

/4" @ BOLT-PEEN END @ JAW END C% 2-4" # CABLE

INTERMEDIATE
TURNBUCKLES

c POST CAP TO BE A
l///////i\ DRIVEN FIT Typ

. \\ 1000" Max _

DisT

COUNTY

ROUTE

POST MILES
TOTAL PROJECT

SHEET
NO .

TOTAL
SHEETS

o7

Ven

101

14.1/21.1

108

108

%

REGISTEREBCIVIL ENGINEER

3" @ DRILLED HOLES. PEEN 5" ¢ TURNBUCKLE WITH CLAMPS PER END PIPE NPS /" @ oetoper 21 201 Tillat Satter
ENDS OF BOLTS Typ 41/," ADJUSTMENT Typ /1'/4 Std /GG'V4E,‘\P,L.E.7 PIPE NPS—_ | . SLA APPOVAL DATE C42852
} B 8 N \‘ B “\ A : \“ = 2 Std S (==—1=C E’/z THE STATE OF CALIFORNIA OR I7S OFFICERS \\¥ X“g%%ig_
METAL CLAMP L WAL OF AGENTS SHALL NOT BE FKESPONS/ELE FOR
é 9g'¢ / ! 1O/é THE ACCURACY OF COMPLETENESS OF SCANNED
= © - - D=(—m—]—C - = - = - COPIES OF THIS FLAN SHEE /.
- ) N\ // N DRILLED HOLES] / N\ =3 Lo
N —N —N - =0 q- N - o===q - r TO ACCOMPANY PLANS DATED __2-9-15
) / = 1072
== - - - “\ - 7 g o= \“ - @4::§hc= !
g B — PLACE NPS 1V PUNPAL
, ] _ ] TRUSS RODS ,/’TOPL?F WALLrj Std Typ 1O£E
= A
Qlc TOE OF GUTTER — - - -
T P 4227'SL0PEA\\ oL i =1 i LR A
N 1 — AN | I SN O AR
\ S 7 7, ) N 1] GUTTER FL
%D ay X e I T
X ﬁ? - A Q Q
A .
e < — CONCRETE —_.L||]« {
= A AN
[ & ?-;1 L ] -
1 p - A
(A= (B o (C
B 4/_O|| 1B ,]O/_Oll MGX _ - ,]O/_Oll MGX | 4/_OII 5
Typ END SPAN Typ INTERMEDIATE Typ INTERMEDIATE Typ END SPAN
SPAN SPAN

EXISTING WALL (WITHOUT GUTTER)

Existing

3/_8“

o-——=o-|)

EXISTING Conc GUTTER.
REMOVE AND REPLACE
SUFFICIENT LENGTH OF
GUTTER TO ALLOW
INSTALLATION OF RAILING
POST.

Y
»
A
A

J\V\§>®'¢ Min \

SECTION A-A

\_\ 8" @ Min

SECTION B-B

Existing

Existing

%" ¢ HOLE
//rVZ'¢ Galv CABLE

WASHER
CRIMPED STOP ‘\\\
SLEEVE CLAMPR\\\ﬁ{?====

3/4“i

_— =

~—— PIPE NPS 2 Std POST

ALTERNATIVE DEAD END ANCHORAGE

RETAINING WALL (WITH GUTTER)

Existing

ELEVATION

RETAINING WALL (WITH GUTTER)

New construction

NOTES:

B _ 2.
1 T 3.
.
i) . EYE BOLT OR EYE END CRIMPED SLEEVE CLAMP 4,
¥ OF TURNBUCKLE | /" ¢ Galv CABLE N
° | L/;ﬁ1V5'i
6.
ALTERNATIVE CABLE CONNECTION ,
\ 8.
9,
10.
SECTION C-C N
New construction
MORTAR
8II
#4 11"
] ‘gjp /////’ E%
o HH 2
|
? s 4" x 5" x 9" OR
5" ¢ x 9" POST POCKET

POST POCKET

DATED MAY 20, 2011

Maximum distance between turnbuckles shall be 200-0"+.

Intermediate turnbuckles to be placed in adjacent spans.

Cable shall not be spliced between intermediate turnbuckles

and end posTs.

Posts to be vertical.

Alignment of holes in posts may vary to conform to slope of

top of retaining wall.

The Contractor shall verify all dependent dimensions in the field

before ordering or fabricating any material.

Line posts shall be braced horizontally and trussed diagonally
in both directions at intervals not to exceed 1000".

Post pockets to be centered in top of wall.

Typical end spans, braced in both directions, shall be constructed
at changes in line where the angle of deflection is 15° or more.

Provide thimbles at all cable loops.

STATE OF CALIFORNIA

DEPARTMENT OF TRANSPORTATION

CABLE RAILING

NO SCALE
RSP B11-47 DATED OCTOBER 21, 2011

SUPERSEDES STANDARD PLAN B11-47

- PAGE 293 OF THE STANDARD PLANS BOOK DATED 2010.
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