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STEEL DETAILS No. 1

RETAIN W12x36

RETAIN C15x33.9

RETAIN 2-´3/8" GUSSETS

RETAIN W12x36
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REMOVE 2-Ñ4x3�x�"

SEE "DETAIL B"

SEE "DETAIL A"

not shown.

Existing metal railing
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RELOCATED Exist W12x36

OF BOTTOM OF Exist W12x36

INDICATES FORMER LOCATION
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REMOVE AND RETAIN FOR RELOCATION W12x36

CAMERA

CLOSED CIRCUIT TELEVISION

REMOVE FOR REINSTALLATION

CIRCUIT TELEVISION CAMERA

REINSTALL EXISTING CLOSED
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BRACING

TEMPORARY SUPPORT

NEW 2-´�" GUSSETSNEW 2-´�" GUSSETS

RAILING

RETAIN METAL

2-Ñ4x3�x�"

REMOVE

PARTIAL PORTAL ELEVATION AT L7-U6

"STEEL DETAILS No. 2" sheet.

For "SECTION G-G", see

Note:

EXISTING

RECONSTRUCTION
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STRUCTURAL STEEL

CLEAN AND PAINT NEW
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(REMOVE 44 �"Ø RIVETS)

REMOVE 2-´�" GUSSETS

(REMOVE 46 �" Ø RIVETS)

REMOVE 2-´�" GUSSETS

(REMOVE 80 �"Ø RIVETS)

REMOVE 2-´�" GUSSETS
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TEMPORARY SUPPORT BRACING TABLE

Hallstrom/Bidwell

DETAIL B

DETAIL A

Exist W12x36
Exist W12x36

SEE "DETAIL B" (OPPOSITE HAND)

LOAD (Kips)

SYSTEM

NUTS AND THREAD LOCKING

BOLTS WITH WASHERS, LOCK

C15x33.9 WITH NEW �"Ø HS

NEW 2-Ñ4x3�x�" TO Exist

FASTENER ASSEMBLIES

NEW �’’Ø HS STEEL

HS STEEL FASTENER ASSEMBLIES

Exist C15x33.9 WITH NEW �"Ø 

NEW 2 - Ñ4x3�x�"; BOLT TO

FASTENER ASSEMBLIES

NEW �’’Ø  HS STEEL

structural steel.

Indicates limits of paint existing

 

after existing gussets are removed.

paint undercoat existing structural steel

Indicates limits of spot blast clean and

 

required.

Cut and weld existing metal railing as

 

at abandoned holes.

Place �"Ø HS steel fastener assemblies

 

W12x36 horizontal bracing.

bracing as required to clear relocated

Remove portion of existing W12x36 diagonal

 

replacement as approved by the engineer.

bracing for steel modification and gusset

Contractor shall provide temporary support
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MOKELUMNE RIVER (REPLACE DECK & MODIFY STEEL)
BRIDGE No.

CONTRACT No.:1014000054 1 11-22-1310-23-13 3-4-14 3-26-144-4-14

4-4-14

03, Sac, 5.5/6.2,
0.0/0.5

71 132

4-21-14

1 Provide lateral temporary support bracing for

steel modification and gusset replacement.
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REPLACED PER ADDENDUM No. 2 

DATED JUNE 27, 2014
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