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REVISED STANDARD PLAN RSP ES-7N

TO ACCOMPANY PLANS DATED                

Stanley P. Johnson

C57793

3-31-18

July 15, 2016

STANDARD PLAN ES-7N DATED MAY 20, 2011 - PAGE 475 OF THE STANDARD PLANS BOOK DATED 2010.

RSP ES-7N DATED JULY 15, 2016 SUPERSEDES RSP ES-7N DATED OCTOBER 30, 2015 AND

.
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DUAL PHOTOELECTRIC UNIT MOUNTING DETAIL
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3’-9" Max

SIGN AREA

14 SQFT

SIGN WEIGHT

TOP OF SIGN LEVEL

DRILL AND TAP FOR �" Ø

CAP SCREW WITH LOCK WASHER

LOCK WASHER

�" Ø Galv BOLT, NUT AND

FIBER WASHER

SIGN PANEL

INSTALL THRU CHANNEL

HEAD BOLT, NUT AND LOCK WASHER.

SAFETY STOP-�" Ø Galv Hex

SIGN MOUNTING DETAILS

PHOTOELECTRIC UNIT

FOR LIGHTING

1-B STANDARD

TYPE 15, 15D, 21, 21D, 30 OR

CONDUIT FITTING

SLOT Galv STEEL OR ALUMINUM CHANNEL

�" Ø Galv Hex HEAD BOLT, NUT AND

44 lb 1�" x 1�" x 0.105" CONTINUOUS

DETAIL A

DETAIL U

DETAIL C-2

DETAIL C

SIGNAL SLIP FITTER 1� NPS TO �  NPS REDUCER

�  NPS "LB"

(PLUG IF NOT USED)

G
G

POLE SPLICES

FOR UNIFORM TUBE THICKNESS

DETAIL T

1
"
 

M
i
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�" x 3"

1
�

"

�" Max

OFFSET

STEEL SLEEVE

BACKUP RING

CJP
CJP

DETAIL T-1 DETAIL T-2

AT TUBE THICKNESS CHANGE

FOR POLES TO BE INSTALLED ON EXISTING FOUNDATION:

B B

ELEVATION
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8�" Min

3" Clr Min

4" Max

5" Min Typ3" Clr Min

PLATE

ANCHORAGE

TEMPLATE OR

PERMANENT

ANCHOR BOLT

AROUND PERIMETER

2". SPACE EVENLY

INSIDE DIAMETER =

INSPECTION TUBE

SECTION B-B

DIAMETER

VERTICAL BARS

SEE TABLE

ANCHOR

ANCHOR

BOLT

SEE DETAIL I

SEE TABLE

PLATE

SECTION A-A

PIPE CLAMP

CHANNEL

CIDH

AROUND REMAINING PERIMETER SPACE

VERTICAL BARS, SPACE EVENLY

DETAIL I

INSPECTION TUBE PLACEMENT

(PLUG IF NOT USED)

OVERHEAD SIGN

FOR ILLUMINATED

PHOTOELECTRIC UNIT

�

4 NPS PIPE, 5" LONG

�" PLATE WITH 2" Ø

HOLE. WELD TO TOP OF STANDARD.

TYPE 31 OR 32 STANDARD,

SIGNAL AND LIGHTING

STANDARD OR OTHER POST,

THE TOP OF WHICH HAS

AN OD LARGER THAN A

4 NPS STANDARD PIPE

DETAIL C-1

POLE TOP DETAILS

STANDARD TOP

INDICATED ON PLANS

PHOTOELECTRIC UNIT IS

PROVIDE REMOVABLE

�

MOUNTING ADAPTER FOR

PHOTOELECTRIC UNIT

3� NPS x 2�"

LONG STANDARD PIPE

PHOTOELECTRIC UNIT

REMOVABLE CAP

DETAIL B-2

DETAIL B

RAIN TIGHT CAP, UNLESS

DETAIL B-1

�

PHOTOELECTRIC UNIT

3� NPS PIPE

2�" LONG

�" ´ WITH 2" Ø HOLE

ALTERNATIVE

MOUNTING ADAPTER

DETAIL B-3

2 ft

2.5 ft

3 ft

3.5 ft

4 ft

5 ft

6 ft

8-#5

10-#6

12-#7

14-#8

18-#9

22-#10

26-#11

#4 AT 6

#5 AT 6

2-#4 AT 7

2-#5 AT 7

2-#6 AT 7

2

5

6

7

JOINT

AT EACH WELDED

STEEL SLEEVE

3" Clr Min

4" Max

1� NPS x 0.105" Galv PIPE CLAMP

TOP MOUNTING

SIGNAL MAST ARM

4

4
*

Max

Max

foundations before fabricating the poles.

dimensions for poles to be installed on existing

Verify bolt circles, anchor bolt sizes and dependent 

REINFORCED PILE

CAST-IN-DRILLED-HOLE PILE FOUNDATION,

3" Clr

3" Clr

DIAMETER

CIDH

TUBE

INSPECTION

BARS

VERTICAL

INSPECTION TUBE SCHEDULE

CIDH REINFORCING AND

*

USE 3 INSPECTION TUBES.

FOR SLIP BASE VERSIONS WITH 3 ANCHOR BOLTS

4.5 ft 18-#9 2-#5 AT 7 5

ANCHOR PLATE

"D"

� POLE

SPIRAL

SPIRAL

SPIRAL

ELECTRICAL SYSTEMS
(SIGNAL AND LIGHTING STANDARD,

DETAIL No. 2)
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