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pavement anchors, see project plans.

For the locations of the terminal joints, expansion joints and

of the pavement anchor.

Transverse construction joints are not allowed within 20’-0" 
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ANCHOR (SEE DETAIL FOR

UPPER LIMIT OF PAVEMENT

PERMEABLE MATERIAL
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PLASTIC PIPE UNDERDRAIN

PAVEMENT ANCHOR AND 4" SLOTTED

DRAIN (SEE NOTE 6)

TYPE C OUTLET, 4" UNSLOTTED
DRAIN (SEE NOTE 6)

TYPE C OUTLET, 4" UNSLOTTED

POINT

HINGE

GRADE

FINISH

POLYSTERINE

EXPANDED

joints as shown.

The CRCP shall continue across the pavement anchor and expansion

REINFORCEMENT

CRCP
REINFORCEMENT

CRCP

REINFORCEMENT

SUPPORT SLAB

 
9.

longitudinal grade.

Place the 4" Slotted Plastic Pipe on the high side of the

REINFORCEMENT

ANCHOR

REINFORCEMENT

CRCPREINFORCEMENT

CRCP

REINFORCEMENT

CRCP

TRAVELED WAY & SHOULDERS

SLOPE PIPE TO ALLOW SUBSURFACE

DRAINAGE ONTO FILL SLOPE

PAVEMENT STRUCTURE

BASE

SEE DETAIL B

EDGE OF SUPPORT SLAB

TERMINAL JOINT SEE NOTE 1

DOWEL BAR

(SEE NOTE 7)

DOWEL BAR

BASE

SUPPORT SLAB

AND UPPER LIMIT OF

PERMISSIBLE Const Jt
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NOTES:

DEPARTMENT OF TRANSPORTATION

STATE OF CALIFORNIA

EXPANSION JOINT AND ANCHOR DETAILS

CONCRETE PAVEMENT-

CONTINUOUSLY REINFORCED

STANDARD PLAN B6-21

(MR = 2"), SEE 

JOINT SEAL TYPE B

pipe wrapped completely with �" polystyrene.

When placing pipe through concrete barrier, use 4" unslotted plastic 

See Standard Plan B6-21 for "a".
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See Standard Plan P4 for "x".

Standard Plan P10.)

other details not shown, see

(For layout, tolerances, and

D = Thickness of CRCP

See Standard Plan P51 for details not shown.

on Standard Plans P4 and P16.

(and if necessary, transverse construction joints) are shown

Details of reinforcement, tie bars, and longitudinal joints 
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SEE NOTE 9
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(SEE NOTES 5, 6 AND 8)
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