




























MATERIALS ENGINEEFUNG AND TESTING SERVICES 

OFFICE OF TESTING AND TECHNOLOGY SERVICES 
CORROSION TECHNOLOGY BRANCH 

5900 Folsom Boulevard 
Sacramento, California 95819 

Recommended Corrosion Mitigation Strategy for Lake Almanor 
Spillway Bridge (Bridge No. 09-0044) 

Robert A. Reis, P.E. - Corrosion Specialist 
Senior Materials and Research Engineer 

Corrosion Technology Branch 

May 27,2008 

ATTACHMENT A



“Caltrans improves mobility across California” 

INTRODUCTION 
We have completed our review of potential corrosion mitigation strategies for the Lake Almanor 
Spillway Bridge (Bridge No 09-0044).  Our review included information listed in two bridge 
inspection records information systems (BIRIS) reports for the structure, dated 6/14/2007 and 
10/03/2007.  Additional information reviewed included chloride test results retrieved from the 
Corrosion Technology Branch’s, Corrosion Test Database for concrete cores extracted from the 
deck in 1994 and 2004. 
 

BACKGROUND 
BIRIS reports indicate that the structure consists of continuous reinforced concrete box girders 
supported on single column reinforced concrete piers and open-end seat abutments with spread 
footings (with the exception of abutment #5 which is supported on steel piles).  The structure 
was constructed in 1963.  It is approximately 467 feet long and 28 feet wide with 2 lanes and 
shoulders.   
 
The deck is subjected to deicing salts during winter months.  In 1974, an impressed current 
cathodic protection (CP) system was installed on the structure that consisted of 48 silicon iron 
primary anodes, a 2 inch thick conductive coke breeze overlay as a secondary anode material, 
and an additional asphalt concrete (AC) overlay of approximately 2 inches as a protective wear 
surface.  An evaluation report prepared in 1981 on the CP system indicated that the system as 
originally designed was underpowered.  Based on criteria used at that time, the system was 
operated at higher amperages.  This likely resulted in operating the system at much higher 
operating electric currents than necessary to run the system.  Acceptable criteria in conformance 
to the current National Association of Corrosion Engineers (NACE) standards do not require 
such high electric currents.  
 
Concrete cores extracted from the deck in 1994 and 2004 indicated the presence of high chloride 
concentrations in the concrete.  Chloride concentrations averaged about 3.7 lb/yd3 in the top inch 
of concrete, 1.8 lb/yd3 at a depth of 1 to 2 inches below the deck surface, and 1.2 lb/yd3 at a 
depth of 2 to 3 inches below the deck surface.  However, inspection reports prepared in 2007 
indicated that deck delamination appeared to be relatively minor.   
 

CORROSION REVIEW 
To facilitate our review, we examined the California Department of Transportation’s (Caltrans) 
use of CP on reinforced concrete decks, and contacted industry representatives regarding state of 
the art practices for rehabilitation methods of chloride contaminated bridge decks.  Mitigation 
measures examined included the use of CP methods (Caltrans’ conductive polyester concrete 
overlay, zinc metallizing, and coke breeze with AC overlay).  In addition, proprietary systems 
such as galvanic anode systems and electrochemical chloride extraction (ECE) as a method of 
chloride removal were considered.   
 
Based on our review of available information, we believe that ECE is the preferred corrosion 
mitigation method for this structure, if used with a subsequent conventional polyester concrete 
overlay. 
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ECE is a technique that uses a direct current electric field, temporarily established with electrical 
connections between the deck reinforcement and an anode mesh placed on the deck surface, to 
reduce the chloride concentrations in the concrete.  The ECE system is installed after deck 
repairs are made, and typically needs to stay in-place for about 6 to 8 weeks.  The anode mesh is 
covered with a moisture retaining material (blanket) that needs to be kept moist usually by 
installing some form of water drip line.  The mesh and moisture blanket can be covered with 
steel utility plates to allow traffic to travel on the deck (at low rates of speed up to about 25 mph) 
if needed.  However, operating the system without steel plates would facilitate easier inspection 
of the moisture blanket and wetting system.  Staged construction with traffic signaling is the 
preferred method to allow operation of the ECE system without traffic flow over the mesh and 
moisture blanket. 
 
Unlike CP, ECE is a treatment that is temporary and is applied for a limited amount of time.  
Therefore, long-term maintenance and monitoring is not required.  We believe that the chloride 
concentrations measured in the Lake Almanor Spillway bridge deck can be successfully reduced 
below the chloride threshold needed to cause active corrosion with the application of ECE within 
a relatively short time period.  Concrete core sampling during the ECE process allows 
monitoring of the ECE chloride removal process.  Subsequent placement of a conventional 
polyester concrete overlay effectively seals the deck from further intrusion of chlorides and 
moisture after the ECE treatment.   
 
Cost Estimate 
Based on discussions with Vector Corrosion Technologies, the cost to install the ECE system for 
this bridge will range between $34 and $43 per sq. ft. of deck surface.  The wide range in cost is 
likely due to the uncertainty regarding water containment, traffic control, and other particulars 
such as selection of anode material and electrolyte treatments used with the wetting solution.  As 
a conservative approach, you may consider using the higher cost of $43 per sq. ft.  The system 
requires about 2 weeks to install, and can be installed separately for multiple lanes if needed.   
 
The attached documents from Vector Corrosion Technologies (2007 Norcure Data Sheet and 
Preliminary Recommendations and Budgets) describe the ECE technique in more detail and 
provide some additional background information on the system for your review.  In addition, I 
have attached an AASHTO specification that may be of some help if and when project 
specifications are developed. 
 
We recommend using the catalyzed titanium mesh for the anode material to prevent rust staining 
and additional contamination of the deck surface inherent with carbon steel anode mesh. 
 
Potential drawbacks of an ECE system include the following: 
 

• Water is needed to maintain moisture in the moisture retention blanket covering the 
anode mesh.   

• Water containment measures are often required.   
• An additional light sandblasting and pressure washing of the deck surface would likely be 

needed after applying the ECE treatment (and prior to placing polyester concrete) to 
remove calcium carbonate deposits and salt deposits that develop on the deck surface.  
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• AC power source is required to run power units for the ECE treatment. 
• The use of ECE treatment is proprietary and may require a sole source justification. 

 
CP Alternatives 
A conductive polyester impressed current (electrically powered) CP system was considered.  
However, difficulties associated with placing the conductive polyester mix and concerns 
regarding longevity of the system due to poor bond of the overlay with the concrete substrate 
eliminate the use of conductive polyester at this time.    
 
A zinc-metallized impressed current CP system with an AC overlay was considered.  However, 
we have not had good success with this type of system in the past.   
 
Other impressed current CP systems in general were considered, but they all require on-going 
maintenance and monitoring.  Caltrans is not currently resourced to provide long-term 
maintenance and monitoring of CP systems.    
 
A proprietary galvanic CP system (passive system that does not use an external DC electric 
power to drive the system) was considered.  However, we do not believe that adequate corrosion 
protection can be achieved with a galvanic CP system.  This type of system would also require 
on-going monitoring. 
 
 
 
Attachments 
 
c: M. J. Lee 
 W. Siu 
 D. Parks 
 C. Sparkman 
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ELECTROCHEMICAL 
TREATMENTSVectorTM

Norcure® Chloride Extraction
Electrochemical chloride extraction process for 
chloride-contaminated structures

Description
Norcure electrochmical chloride extraction (ECE) is a treatment 
which a) extracts chloride ions from contaminated concrete and b) 
reinstates the passivity of steel reinforcement.  Chloride extraction 
is carried out by temporarily applying an electric fi eld between the 
reinforcement in the concrete and an externally mounted anode 
mesh.  During the process chloride ions are transported out of 
the concrete.  At the same time, electrolysis at the reinforcement 
surface produces a high pH environment.  This process returns 
the steel reinforcement to a passive condition.

Advantages
Norcure chloride extraction offers major advantages over other 
methods of concrete repair.
• The cause of corrosion is addressed and removed.
• The success of the treatment is documented on-site.
• The rebars are passivated throughout the treated area not  

just in isolated areas.
• The non-destructive nature of the treatment results in vastly  

reduced concrete break-out, which means:  
  • Major time-savings
  • Less noise, dust and environmental pollution
  • No need for expensive structural support
  • Reduced risk of inducing micro-cracks
• The Norcure Chloride Extraction process is silent.
• The need for permanent electronic monitoring is eliminated.
• Architectural and exposed aggregate fi nishes can be  

maintained.
• Fixed prices can frequently be offered.

General Technical Specifi cation
The Norcure Chloride Extraction treatment is carried out 
in full accordance with the Operators’ Manual.  To obtain a 
comprehensive guideline specifi cation for the Norcure Chloride 
Extraction process, contact Vector Corrosion Technologies.

Anode Metallic mesh temporarily mounted on 
concrete surface

Cathode Existing steel reinforcement

Electrolyte Fresh water (calcium hydroxide may be 
added)

Current density 1 A/m2 of concrete surface

Treatment time Four to eight weeks

Applied voltage Between 10 to 40 V DC

Preparation Prior to Treatment
•  Any existing surface fi nishes shall be removed.
•  Any cracks, spalls and delaminations shall be located and 
  repaired using an approved cementitious mortar.
•  All metallic features on the concrete surface shall be    
  located  and insulated, or removed.
•    The thickness of the concrete cover shall be determined and

built up to a minimum of 10 mm if necessary.
•     Reinforcement continuity shall be examined and, if
        necessary, improved to give full continuity.

Treatment
• Treatment sections shall be identifi ed to ensure even current  

distribution within each section.
• Electrical connections to the reinforcement shall be   

established.
• Test locations for concrete sampling shall be determined  

and marked.
• The chosen anode system, consisting of an anode mesh  

and an electrolyte reservoir, shall be installed.
• Electrical connections to the anode mesh shall be   
  established.
• The leads from the reinforcement shall be connected to the  

negative pole of the rectifi er unit(s).
• The leads from the anode mesh shall be connected to the  

positive pole of the rectifi er unit(s).
• A voltage shall be adjusted to give approximately 1 A/m² of  

concrete surface.
• Current, voltage and effi ciency of the anode system shall be  

controlled and, if necessary, adjusted throughout the  
  treatment.

Post-treatment
• When the process is complete, the anode system shall be  

removed and the concrete surface cleaned and allowed to  
dry.

• If required, the concrete surface shall be treated with an  
approved protective/decorative coating system.

Norcure Chloride Extraction process mitigates 
corrosion in chloride contaminated structures
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Introduction: 
 
In order to provide these preliminary recommendations & budgets, we have reviewed the 
two “BIRIS” reports and the additional information provided in e-mails. We have been 
asked to provide a conservative preliminary budget amount for re-passivating the 
concrete deck by using Electro-Chemical Chloride Extraction (ECE).  
 
Alternately, they are also considering repairing and/or replacing the existing deck 
Impressed Current Cathodic Protection system (CP). We have also only been given a 
couple days to provide these budgets, so recommend a more detailed and complete 
estimate should be provided at a later stage of the project design. 
 
 
Project Description: 
 
This is a 45-year old concrete box girder bridge structure with three cells that has four 
spans for a total width and length of 10.3 m & 142.3 m respectively. There is about 
18,000 sq. ft. of deck to be treated by ECE.  There is also an AC overlay to be removed 
and an existing CP system that is non-functional and has been abandoned. 
 
 
Recommendations: 
 
This deck appears to be a good candidate for ECE and it also could be a viable candidate 
for a new or repaired CP system. 
 

1) ECE-Is a Temporary electrochemical bridge restoration method and process 
for mitigating corrosion in reinforced concrete structures.  ECE does this by 
moving chlorides away from the reinforcement and out of the concrete while 
simultaneously increasing the alkalinity of the electrolyte near the reinforcing 
steel. This process provides an extended long-term service life and requires no 
on-going maintenance.  The advantage of this system is its long life and the 
flexibility of installing any type of new topping, including an AC topping, if 
so desired 

   
   Note: See Figure 1. Below  
  
2) CP- A new or repaired ‘active’ impressed current deck protection system 

could be installed, as already determined by the DOT.  The DOT has already 
determined a budget for this option, but needs to also include additional on-
going and continuous maintenance / adjustments costs in order to compare 
this option to the ones above. In addition, with this option no corrosion 
protection is provided if this system fails or is disabled in the future. Please let 
us know, if you would like us to evaluate or independently provide budgets 
for this item. 
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System Fully Installed and Running
Stein Highway B ridge Deck, Seaford Delaware

© Vector

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Figure 1. 
 

   
Project Preliminary Budget 
 
 ECE Amount: 
 

 Unit Cost = $34 to $43 per sq. ft. of deck 
  
 

Schedule: 

After installation, the ECE system must operate for 4-8 weeks 

 

About Vector: 
 

Vector Corrosion Technologies is a member of the Vector Construction Group with 12 
offices in North America.  Vector Corrosion Technologies’ primary mission is to provide 
services and products for the investigation and mitigation of corrosion in reinforced 
concrete structures throughout the Americas, including: 
 
• Corrosion Investigation and Testing Services 
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• Cathodic Protection Services 
• Anodes for Impressed Current Cathodic Protection 
• Electrochemical Chloride Extraction and Re-alkalization 
• Discrete Galvanic Anodes for Concrete Repair and Protection 
• Humectants-activated Arc Spray Zinc Metallizing 
• Activated Reinforced Galvanic Overlay Systems 
• Galvanic Jackets Cathodic Protection for Marine Structures 

 
Vector provides these services with a highly capable and trained staff.  Included on our 
team are Professional Engineers, Business Management Graduates, and Engineering 
Technologists.  Many engineers also undergo training and hold certifications from the 
National Association of Corrosion Engineers.  In addition to servicing the North 
American market, Vector has as completed a variety of international projects including 
project in Romania, Argentina, Bermuda, China, and Chile.  
 
 
 
 
Sincerely, 
 
VECTOR CORROSION TECHNOLOGIES  

 
 
Tore O. Arnesen, P.E., S.E. 
Business Development Manager 
Western U.S. 
 
 
 
 
 
 
 
 
 
 
This document, concepts, and any drawings; along with the data and information contained in it, are original works and the property of 
VECTOR CORROSION TECHNOLOGIES.  This information is provided to the recipient for the specific, limited purpose of 
business development between our two companies and the end user.  All data, information, and concepts are to be maintained in 
confidence and may not be used by the recipient, or in any way disclosed to others, without the written permission of VECTOR 
CORROSION TECHNOLOGIES and are subject to recall by VECTOR CORROSION TECHNOLOGIES at any time. 
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Standard Specification for

Electrochemical Chloride Extraction

AASHTO Designation:

1. Introduction  - This standard provides a

specification for Electrochemical Chloride Extraction

(ECE) of a chloride contaminated concrete structure,

i.e. a bridge sub-structure or a bridge deck.

2. Scope

2.1 This standard provides  installation and operation

specifications for Electrochemical Chloride Extraction

of chloride contaminated concrete structures.

2.2 This standard may involve hazardous materials,

operations, and equipment.  It does not purport to

address all of the safety problems associated with its

use.  It is the responsibility of whomever uses this

standard to consult and establish appropriate safety

and health practices and determine the applicability of

regulatory limitations prior to use.

3. Referenced Documents

3.1 AASHTO Designations

T 260-94 Sampling and Testing for Chloride

Ion in Concrete and Concrete Raw

Materials

R 18 Establishing and Implementing A

Quality System for Construction

Materials Testing Laboratories

3.2 ASTM Standards

C876-91 Measurement and Interpretation of

Half-Cell Potentials of Reinforcing

Steel in Concrete

4. Terminology

4.1  Alternating Current (AC) - Electric current which

repeatedly reverses direction on a periodic cycle, usually

at a frequency of 60 cycles per second (60 Hz).

4.2 A.C. Service - Alternating current supply to the

rectifier; 240 or 480 volts AC.

4.3 Anode - The electrode at which oxidation

reactions (i.e. corrosion reactions) occur, and to which

negatively charged ions migrate when an electric current

is passed through an electrolyte.  The anode may be any

material that distributes the ECE current to the entire

surface to be treated.  Anode used  for  ECE shall be

either catalyzed titanium, or steel as specified.

4.4 Anode Subzone - An electrically isolated anode

circuit within an Anode Zone occupying an area not

exceeding 200 ft2.  All subzones within a zone operate

in parallel.

4.5 Anode Zone - An isolated anode circuit on the

concrete surface occupying an area not exceeding 1,500

ft2.

4.6 Cathode - The electrode at which reduction

occurs, and to which positively charged ions migrate

when an electric current is passed through an

electrolyte.  When applying ECE systems, the cathode

is the embedded reinforcing steel.

4.7 Cell - An electrochemical system consisting of an

anode and a cathode in metallic contact and immersed in

an electrolyte. The anode and cathode may be different

metals.

4.8 Constant Current - An operating mode in a

rectifier in which the current is set at a fixed level, and

the voltage varies.  Variations in the rectifier output

voltage and current will occur with the changes in the

concrete resistance and AC line voltage.

4.9 Constant Voltage - An operation mode in a

rectifier in which the voltage is set at a fixed level, and

the current varies.  Variations in the rectifier output

voltage and current will occur with the changes in the

bridge deck resistance and AC line voltage.

4.10 Corrosion - The natural tendency of a metal to

revert to its native state because of a reaction with its

environment.  In order for corrosion to occur there must

be an anode, a cathode, an electrolyte and a conductive

path between the anode and cathode.

4.11 Current - A movement of electricity through a

solid or solution; commonly measured in amperes or

milliamperes.  In an ECE system, the direct current flow
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is ionic (through the electrolyte) and electronic (through

the metallic paths).

4.12 Current Density - The current per unit area of

surface of metal or concrete.  A common unit is A/m2

(amperes per square meter).

4.13 Direct Current (D.C.) - Electric current that

flows in only one direction.

4.14 D.C. Wiring - All insulated conductors necessary

for connecting the anode zones, reinforcing steel and

other instrumentation with the rectifier and/or junction

box.

4.15 ECE Installation Supervisor (IS) - Representative

who is familiar with all aspects of the ECE process and

its installation.

Note 1 - The IS gives advice in the field

regarding the installation and operation of the

ECE process and may perform necessary quality

control field tests to ensure proper system

operation. The IS should have a minimum 1 year

of relevant experience with Electrochemical

Chloride Extraction systems.

4.16 Electrical Continuity - A closed circuit (unbroken

electrical path) between metal components under

consideration.  For ECE of concrete structures,

continuity typically refers to the electrical connection of

reinforcing steel.

4.17 Electrical Discontinuity - The physical separation

between  metal  components  under consideration.   For

ECE of concrete structures, electrical discontinuity

typically refers to discontinuous or unconnected

reinforcing steel.

4.18 Electrolysis - Chemical changes in an electrolyte

brought about by the passage of an impressed electric

current.

4.19 Electrolyte - Any medium which serves as a

conductor for the passage of ionic current (i.e. concrete,

soil and  water).

4.20 Energize - (turn on) The process of initially

applying power to an ECE system.

4.21 Engineer - The owner's representative or project

engineer.

4.22 Filter - A device used to increase the conversion

efficiency of a rectifier. Filters typically consist of an

inductor or choke, which is used to reduce the ripple

component in the D.C. output.

4.23 Half-Cell - A single electrode in contact with an

electrolyte and which, in contact with another half-cell,

forms a full electrochemical cell. This term is sometimes

used to designate a reference electrode or reference cell.

4.24 Ion - An atom or group of atoms that have lost

or gained one or more electrons. and have therefore

acquired an electric charge (i.e. C1-, OH-, H+, Na+).

4.25 Macro Cell - A corrosion cell with a large anode

to cathode relationship.

4.26 Meter - An instrument which is used for

measuring and recording such as in the case of rectifier

voltage, current and half-cell potential. Rectifier meters

may be analog or digital.

4.27 Micro Cell - A corrosion cell with a small anode

to cathode relationship.

4.28 Ohm's Law - The relationship between voltage,

current and resistance (E = IR).

4.29 pH - A value taken to represent the acidity or

alkalinity of a solution. A pH of seven is considered

'neutral', with lower numbers representing solutions

which are acidic and higher numbers solutions which are

basic or alkaline.

4.30 Potential - A voltage measurement (i.e. half-cell

potential).

4.31 Potential Survey - obtaining half-cell potentials at

multiple locations on the surface of a structure.

4.32 Remote Monitoring System - A device used to

collect and transfer rectifier operating data to a remote

computer terminal, thus eliminating the need for regular

inspections of the ECE system during the treatment

process.  The remote monitoring system typically

consisting of a data recorder, modem, telephone service

and personal computer at the receiving end.

4.33 Resistance - Opposition offered by a conductor

to the passage of electrical current, measured in ohms.

4.34 Resistivity - The electrical resistance of a

substance (i.e. concrete, water and soil) commonly

measured in ohm-centimeters (ohm-cm).  Concrete of

lower resistivity is likely to be more corrosive than
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concrete of higher resistivity.

4.35 Rectifier - A device used to convert alternating

current to direct current.  In an ECE system the rectifier

is used to control the voltage and current output to each

zone.

4.36 Ripple - Percent ripple = Ripple Voltage

(RMS)/Volts DC x 100.  Ripple voltage shall be

measured across the output terminals of the rectifier

with a true RMS AC voltmeter.  Volts DC shall be

measured across the output terminals of the rectifier

with a DC voltmeter.

4.37 System Negative Connections - Cable

connections to the reinforcing steel from the rectifier

negative (-) output.

4.38 Voltage - Difference of potential expressed in

volts or millivolts (1 volt = 1,000 millivolts).

5. Summ ary

5.1 This standard presents specifications for the

installation and operation of Electrochemical Chloride

Extraction (ECE) systems for chloride contaminated

concrete structures.  It incorporates the use of other

available standards which are applicable to the

accomplishment of this task.  The procedure allows

adjustments to accommodate the needs of individual

agencies.

5.2 The specifications and procedures consist of

three major sections:  (1) general requirements for all

Electrochemical Chloride Extraction installations,  (2)

specific requirements for application to vertical and

overhead surfaces,   (3) specific requirements for

application to horizontal surfaces.

6. Significance and Use

6.1 Significance - Electrochemical Chloride

Extraction (ECE) was designated as one of the most

important technologies to come out of the SHRP

program.  Initial research of ECE began in the U.S. in

the 1970's.  A Norwegian company developed a

commercial system in the 1980's.  SHRP then evaluated

the technology during the 1980's and early 1990's.  ECE

is a treatment process typically taking 6 to 8 weeks.  It

is a non-destructive treatment that does not alter the

final appearance of the strucuture to which it is applied.

ECE halts corrosion by migrating chlorides, the source

of the corrosion, away from embedded reinforcement.

At the same time, electrolysis at the reinforcement

surface produces a high pH environment, repassivating

the steel reinforcing.  Variations of the ECE system

which are available include the Traffic Bearing System

for situations that require full traffic access during

treatment, Realkalisation to increase the pH of

carbonated concrete, and electrochemical lithium

migration to treat ASR affected concrete.

6.2 Use

6.2.1 Electrochemical Chloride Extraction applied to a

vertical or overhead surface typically employs a steel

anode fastened to the concrete.  Titanium anodes are

generally specified for architectural applications where

rusting of the anode is unacceptable.  A spacer is used

to keep the anode from being in direct contact with the

concrete, allowing room for the electrolyte media

between the anode and the concrete.  The electrolyte

media usually consists of a sprayed on cellulose fiber

mixture, which is easily applied to vertical and overhead

surfaces.  The electrolyte media is designed to retain

moisture.  The system is then wrapped with plastic to

help retain moisture, and is continuously wetted.  The

treatment duration is typically 6 to 8 weeks, after which

time all materials are removed from the concrete

surface.  When steel anode is used there will be some

rust staining.  Abrasive blast cleaning is generally

specified to remove the rust staining and prepare the

surface for the application of an appropriate sealer or

coating.

6.2.2 Electrochemical Chloride Extraction when

applied to a horizontal surface also employs an anode.

Typically the anode used for these applications is

catalyzed titanium.  The electrolyte media is generally

made up of two layers of absorbent felt, although

cellulose fiber can used.  The anode is sandwiched

between the two layers of felt and laid on the concrete

surface.  The system is then covered with plastic to help

retain moisture, and is continuously wetted .  The

treatment duration is typically 6 to 8 weeks, after which

time all materials are removed from the concrete

surface.  Moisture and pH conditions are controlled to

prevent the generation of acid and etching of the

concrete surface if catalyzed titanium anode is used.

Abrasive blast cleaning is conducted to prepare the

surface after treatment for an appropriate sealer, coating

or overlay.

7. Laboratory Apparatus and M aterials

7.1 Personal safety equipment required by the
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specified test method.

7.2 Testing equipment required by the specified test

method.

8. Field Apparatus and M aterials

8.1 Personal safety equipment required by the

laboratory, field organization, or OSHA for work in the

ECE installation area.

8.2 Materials for Concrete Repair - Materials for

Concrete Repair shall meet the requirements of sections

8.2.1 through 8.2.2.

8.2.1 The material used in concrete repairs shall be

Portland cement concrete or mortars having an

appropriate electrical resistivity.

8.2.2 Bonding agents or additives that are non

conductive or electrically insulating in nature shall not

be used.

8.3 Anode System - The Anode System shall meet

the requirements of sections 8.3.1 through 8.3.5

8.3.1 The anode system shall consist of an anode

embedded in an electrolyte reservoir on the concrete

surface.  The electrolyte reservoir may consist of either

cellulose fiber or felt cloth, saturated with an electrolyte.

8.3.2 Anode  - Catalyzed titanium or steel may be used.

The use of steel anode may be suitable for applications

where rust staining produced by the steel can be

removed without disrupting the client.

8.3.3 Cellulose Fiber - Sprayed on Cellulose Fiber

material shall have excellent adhesion to overhead and

vertical surfaces, high moisture retention properties, and

a proven track record.  Contractor to supply references

of use of the proposed material on a minimum of three

previous projects.  Prior to spraying of the cellulose

fibers onto the concrete surface to be treated, wooden

battens if used or suitable spacers shall be installed.

8.3.4 Felt cloth - In order to provide appropriate

spacing and moisture retention, each layer of felt cloth

shall be no less than 3mm thick, and shall be primarily

used on horizontal or deck surfaces.

8.3.5 Electrolyte - The electrolyte shall consist of

potable water.  Calcium Hydroxide may be added if

deemed necessary.  Lithium based electrolyte may be

used if specified for cases where concrete suffering from

ASR is identified.

8.4 Electrical Insulating Material - Electrical

Insulating Material used to cover all electrical

connections shall be waterproof.

8.5 AC Power Supply - the AC Power Supply shall

be sufficient to operate the required number of DC

power rectifiers.

8.6 DC Power Supply - DC Power Supply shall meet

requirements of sections 8.6.1 through 8.6.4.

8.6.1 Each AC/DC rectifier shall be rated to provide

total output current and voltage to meet the current

demand of the individual zone. A current distribution

box shall be provided for each zone, such that each zone

shall be divided into subzones that operate electrically in

parallel.  The DC voltage side shall be limited to

approximately 40 VDC.  Rectifiers shall be rated to

operate continuously at maximum output under site

conditions of temperature and relative humidity.

8.6.2 Enclosures - The rectifiers shall be housed in

vandal-proof enclosures suitable for site conditions.

8.6.3 Controls and connections - Each AC/DC rectifier

shall be provided with:  (i) All output controls,  (ii) One

output voltmeter and one output ampmeter,  (iii)

Provision for direct measurement of output voltage

with an external meter,  (iv) Easy access to the positive

and negative terminals of each output, which shall be

clearly marked "+VE Anode" and "- VE Rebars". All

output terminals shall be fully insulated from the chassis

or its enclosure,  (v)  An adequately rated circuit

breaker or fuse, on the main input to ensure protection

against short circuit and thermal overload,  (vi) AC

cable connections shall conform to all relevant NEC

codes and standards.

8.6.4 Electrical components - Electrical Components

of AC/DC rectifiers shall meet the requirements of

sections 8.6.4.1 through 8.6.4.4.

8.6.4.1 All electronic component subassemblies shall

be encapsulated in epoxy resin or varnishes, which shall

be recommended by the component manufacturers.

8.6.4.2 The rectifiers shall be suitable for continuous

operation at the specified output ratings, with a peak

inverse voltage of at least 800 volts.  Rectifiers shall

have double windings, which must be separated by a

grounded metallic screen or mounted on separate limbs
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of a grounded core.

8.6.4.3 Rectifiers shall be of the silicon type with

suitable AC surge protection.  Fuses shall be used to

protect the rectifiers on the DC output side.

8.6.4.4 AC ripple on DC output of all rectifiers shall

not exceed 2V at all output settings from 10 to 100% of

rated voltage and current.

8.7 Cables and Wiring - Cables and Wiring shall meet

requirements of sections 8.7.1 through 8.7.4.

8.7.1 All AC Cables or wiring shall be stranded copper

conductors.  The cables shall be insulated with cross

linked polyethylene listed by UL.

8.7.2 DC Cables for connection to the anode (positive)

shall be identified by red insulation and shall have a

minimum gauge of 10 AWG.

8.7.3 DC Cables for connection to the reinforcing steel

(negative) shall be identified by black insulation and

shall have a minimum gauge of 6 AWG.

8.7.4 Each DC cable shall be labelled according to the

zone or portion of a concrete structure to which it is

connected.

8.8 Digital Voltmeter - A battery-operated Digital

Voltmeter (DVM) shall be provided to enable testing

and monitoring during the treatment period.  Spare

batteries shall be provided.  The DVM shall, have a

minimum 3.5 digit display, resolution of 1 mV, and an

error of no more than 1 digit. The input impedance of

the DVM shall be at least 10 MS.

8.9 Current Probes - A battery-operated current tong

probe, with spare batteries, shall be provided for current

readings during the treatment period.  The error of the

probe shall be no more than + 5%.

8.10 Corrosion Potential Half-Cell - A suitable half-

cell such as copper-copper sulphate shall be used to

measure corrosion potentials of the concrete structure.

8.11 Appara tus for  Mon itor i n g  C h l o r i d e

Concentrations - Core or rotary impact drills are to be

used to obtain concrete samples to monitor the chloride

concentrations

9. Testing

9.1 Half-Cell Corrosion Potential Survey - Half-Cell

Corrosion Potential Survey as specified to be conducted

in accordance to ASTM C 876-91.

9.2 Chloride Analysis - Chloride Analysis to

determine the residual water-soluble chloride content in

the concrete shall be in accordance with AASHTO

T260-94.  Measurements may be made using the rapid

chloride test method.

9.3 Sampling - Sampling of concrete for chloride

analysis is performed by drilling either powder or core

samples.  Powder samples may be collected directly

from drill cuttings at selected depths.  If cores are

selected, they shall be cut into slices and crushed to  fine

powder.

9.3.1 Sampling of the concrete before and after

treatment should be carried out by experienced

personnel.  Care shall be taken to prevent cross

contamination between samples.

9.3.2 Chlorides in unreinforced concrete do not cause

any deterioration of the concrete.  It is therefore

important that testing is performed in the concrete area

directly in the vicinity of the reinforcing steel.  The exact

location of the re inforcing steels, in the area to be

tested, shall be located with a cover meter, pachometer,

or other suitable reinforcing steel-locating device.   Core

samples shall be taken directly over a single reinforcing

steel while dust samples may be drilled adjacent to the

intersection of two reinforcing steels.

9.3.3 The samples shall be extracted by taking cores no

greater than 50mm in diameter down to the depth of the

reinforcing steel and if permitted by the Engineer,

through the reinforcing steel.  Alternatively, dust

samples may be extracted with the use of a hammer drill.

The drill bit should be the smaller of 1.5 times the

diameter of the reinforcing steel in the location being

tested, or 25mm.  Samples shall be taken within 1.5

times the diameter of the rebar or 1 inch of the nearest

rebar.  To eliminate surface variability, the concrete shall

be drilled to a depth of 6mm and the dust discarded.

Dust samples shall be taken in standard increments from

the surface to the depth of the reinforcing steel.   To

avoid cross contamination the drill bit shall be cleaned

or changed to one of a smaller diameter for the

subsequent increment.  The hole shall be thoroughly

cleaned with compressed air at each increment.

9.3.4 Samples shall immediately be placed into sealed

airtight bags, or other suitable containers.  They should

then be clearly marked with the contract name, the date,
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the location of the sample, the depth from which the

sample was removed, the cover depth of the reinforcing

steel at that location, and the lateral distance to the

nearest reinforcing bar. 

10. Hazards

10.1 Observe the safety procedures required by the

Laboratory and/or Field Agency and/or OSHA for each

laboratory and field operation as applicable.

10.2 Obtain a material safety data sheet for all

materials that require one, and plans for storage,

handling, and placement, prior to receiving such

materials at the jobsite.

11. Preparations

11.1 Pre-Project Submittal - A Pre-Project Submittal

shall be made before the commencement of any

Electrochemical Chloride Extraction project.  The Pre-

Project Submittal shall include items identified in

sections 11.1.1 through 11.1.6.

11.1.1 Project name and location.

11.1.2 The type of anode to used, whether steel or

titanium or a combination of the two.

11.1.3 The electrolyte materials to be used, including

cellulose, felt, water, chemical additives, etc...

11.1.4 Approximate size and layout of zones and

subzones.

11.1.5 AC power requirements if power is to be

provided by the owner.

11.1.6 Approximate project schedule.

12. Standardization

12.1 Laboratories conducting inspections or testing in

accordance with this standard shall comply with the

requirements of AASHTO R18.

12.2 Verify the calibration of instruments used for

testing components or systems as designated in this

standard in accordance with the requirements of the

standard used for testing.

13. General Requirements for all Electrochemical

Chloride Extraction Installations

13.1 Installation Procedure - Installation Procedure

shall conform to items identified in sections 13.1.1

through 13.1.5. 

13.1.1 Preparation of the concrete for Electrochemical

Chloride Extraction treatment shall include items

identified in sections 13.1.1.1 through 13.1.1.8. 

13.1.1.1 Preparation of the Concrete Surface - The

surface of the concrete shall be cleaned of any grease,

coating, etc., that may interfere with the passage of

electrical current, to ensure optimum treatment

efficiency.  Sandblasting or water jetting may be

required to achieve this.  The specification shall state

whether pre-cleaning of the concrete surface is required

and a separate bid item shall be provided as required.

13.1.1.2 Pre-installation survey - Visual and sounding

surveys shall be carried out over the full surface area of

the structure to determine where delaminations and

previous repairs have been carried out.  In addition,

areas where concrete cover over the rebars is

insufficient (i.e., less than 10 mm) shall be located, by

means of a cover meter / pachometer survey and

selective chip-outs. Also a pre treatment corrosion

potential survey shall be performed if specified

throughout the surface area which will be repeated not

less than three months after completion of the treatment.

The specification shall state whether the tests (survey)

are to be performed by the Owner, Engineer, or

Contractor and a separate bid item shall be provided as

required.

13.1.1.3 Removal and replacement of delaminated

concrete - Delaminated and spalled concrete  areas shall

be repaired before beginning the ECE treatment, and are

not considered part of the ECE treatment itself.

13.1.1.4 Remediation for insufficient concrete cover -

Cement-based mortar shall be applied over all areas

determined to have insufficient concrete cover until the

total cover at each area is at least 10 mm or has

com parable resistance to 10mm  of concrete.

Alternatively, localized areas may be isolated by

applying an epoxy or other non-conductive coating to

the affected area.

13.1.1.5 Insulation of visible or shallow metal

components - Any tie wires, nails, or other metal
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components, that are close to the surface or visible on

the surface of the concrete, shall be removed or

insulated  with silicon rubber or non-conductive epoxy.

If necessary, these may be cut back to not less than 10

mm below the surface, then patched with a

cement-based mortar.

13.1.1.6 Reinforcement continuity - The top-layer of

reinforcing steel in the structure shall be checked for

electrical continuity prior to treatment.  This can be

done either at existing spall locations, or at cathode

(reinforcing steel) connection points. If necessary

additional holes can be drilled or chipped to access the

reinforcing steel. If the voltage difference between any

two reinforcement steel locations(from different

locations in the structure) is less than 1.0 mV (when

measured with a high input impedance voltmeter with a

resolution of no less than 0.1 mV), or resistance is less

than 5 Ohms (when measured in Ohms with a

multimeter) these reinforcement steels are considered to

be continuous.  Drawings of the structure showing

reinforcement details shall be inspected to locate areas

where continuity might not exist, and direct

measurements of voltage differences or resistance

between rebars in these areas and other areas in the

structure shall be made.  In addition , measurement

points shall include the perimeters and the middle of

each structural component.  Records of the locations of

measurement points and the measured voltage/resistance

differences shall be submitted to the Engineer with the

final report, or sooner if requested.  Where any electrical

discontinuity is identified, proposals for providing

continuity shall be submitted to the Owner for approval

before proceeding.  Compensation for insulation of

shallow metal, remediation of insufficient cover,

continuity bonding and the correction of other hidden

defects is generally by separate bid item or based on

force account rates.

13.1.1.7 Reinforcement (negative) connections - There

shall be at least 1 reinforcing steel connection per 50m2

of concrete surface area, and never less than two

connections per zone.  Reinforcing steel connections

shall be installed and tested for continuity.   Immediately

after a connection has been made, the reinforcement

connection shall be coated with a non-conductive

material, such as silicon rubber, or the hole may be

sealed with an approved patch repair mortar. 

13.1.1.8 Connection of Metal Fixtures - Any metal

fixtures attached to the concrete structure must be

protected against corrosion by electrical connection to

the reinforcement.  Any cable used in providing

electrical connections shall comply with the

requirements of sections 8.7.3 through 8.7.4 and the

sheathing shall be color coded black.

13.1.2 Installation of the anode system shall meet the

requirements of sections 13.1.2.1 through 13.1.2.3. 

13.1.2.1 To prevent short circuits, any exposed steel, in

or on the surface of the concrete, shall be adequately

masked and, if necessary, connected to the

reinforcement or removed, before applying the anode

system.

13.1.2.2 Anode Zones - The concrete surface to be

treated shall be divided into isolated Anode Zones.  The

Anode Zones may then be divided into anode subzones.

Anode subzones should be of approximately equal

resistance, size, and geometry where possible.  Anode

zones and subzones should be spaced 50mm to 100mm

apart to ensure electrical isolation from each other.

13.1.2.3 Electrolyte Media - The anode shall be

embedded within  electrolyte-saturated media.  Different

combinations of anode and electrolyte media may be

used for different applications.

13.1.3 Connection of Cables - All DC cables shall be

placed and connected so they do not cause any

unnecessary inconvenience.  Cable insulation shall be

checked; any damaged insulation shall be repaired using

a generous amount of an appropriate insulation material,

or by making new joints.

13.1.4 Placement of the AC/DC Rectifiers - A suitable

location for placement of the AC/DC rectifiers shall be

chosen to provide minimal disturbance. The chassis of

the AC/DC rectifiers shall be grounded in accordance

with relevant NEC codes and standards.  All AC power

cables shall be installed in accordance with relevant

NEC codes and standards.

13.1.5 Inspection of the Installation - The installed

anode system, its electrical connections, and power

cables shall be inspected prior to the initiation of the

ECE treatment. AC power shall be connected by a

certified electrician as required by relevant NEC codes

and standards.

13.2 System Operation and Maintenance - System

Operation and Maintenance shall meet the requirements

of sections 13.2.1 through 13.2.3.

13.2.1 System Start-Up - System Start-Up procedures

shall meet requirements of sections 13.2.1.1 through

13.2.1.2.

ATTACHMENT A



13.2.1.1 Circuit Verification - Prior to start-up or

energization of power, tests shall be undertaken to

ensure that all measurements, and power distribution

circuits are correctly wired, connected and labelled.

Where appropriate, the circuits shall have the expected

resistances.  Using a suitable voltmeter, the polarity of

the reinforcement shall be ascertained when the power

sources are switched on.

13.2.1.2 Adjustment of current output - The initial

current used for the ECE treatment shall generally be

between 1A/m2 to 2A/m2 and shall not exceed 5 A/m2.

During the treatment, the current output shall be

measured individually in each anode cable (as detailed in

section 13.2.2).  The total current can be adjusted by

decreasing or increasing the applied voltage.  If the

results indicate an unexpected current distribution, an

inspection shall be carried out to determine the reason,

and remedial action shall be taken.

13.2.2 Monitoring of System Operation - Monitoring

of System Operation shall meet requirements of sections

13.2.2.1 through 13.2.2.2.

13.2.2.1 Inspections - During the treatment, the

operation of the system shall be checked regularly and

the following records shall be made: (i) date and time,

(ii) current (to each zone and subzone as appropriate),

(iii) voltage (to each zone).  Any problems that develop

shall be identified, recorded, solved, and reported.

Visual inspection of cable connections, cable insulation,

anode condition, and wetting of the electrolyte media

shall be conducted regularly.  Any interruption in the

operation shall be recorded and reported.

13.2.2.2 Determination of chloride content - In addition

to the regular inspection, determination of the residual

water-soluble chloride (Cl-) in the concrete adjacent to

the steel (per AASHTO T 260-94) shall be carried out

as deemed necessary during the treatment.  The

determination shall be conducted  on concrete samples to

be taken at pre determined points in the vicinity of the

rebar.  These locations shall be submitted to the Owner

for approval prior to commencement of treatment.  If

the results of any of these analyses indicate that the

system is not operating properly, the Contractor shall

determine the cause and rectify the situation.

13.2.3 Remedial Work - During the treatment,

remedial work shall be conducted whenever any

inspection indicates the system is not performing

properly.  This remedial work shall include, but not

necessarily be limited to, the following: (i) repair or

replacement of defective components of the system, (ii)

modification to correct any electrical short circuits or to

prevent stray currents.  The materials and workmanship

for remedial works shall be in accordance with standard

concrete repair practices, except where otherwise

agreed.

13.3 Termination of the ECE Treatment - The ECE

treatment shall be performed: (i)  for approximately 60

days,  or (ii)  until a total of 600A-hrs/m2 has been

passed, or (iii)  until the chloride in the concrete in the

vicinity of the reinforcing steel has decreased to 0.03%

by weight of concrete after correction for background

chlorides, whichever is the earliest.

13.4 Dismantlement and Disposal of The System -

After the system is shut down, remove all electrical

cables, conduits, hangers, and power supplies from the

site.  The anode, electrolyte media and wooden battens

or dams (if used) shall also be removed from the site or

be disposed in accordance with applicable disposal and

safety regulations.

13.5 Post Treatment Surface Cleaning and Patching of

the Concrete - The surface of all treated concrete shall

be either washed with pressure cleaning, using clean

water, or light abrasive blasting as preparation for the

application of the specified surface treatment/protective

coating.  The entire treated structure shall then be

inspected; the occurrence, location, and extent of any

physical damage or changes to the concrete shall be

noted.  Any such defects such as core and sample holes

made in the concrete shall then be repaired.  The surface

of all the treated and prepared concrete shall be treated

with a penetrant sealer or coating as defined elsewhere

in the design specifications.  The site shall be clean at

the end of the job.

14. Specific Requirements for Vertical and

Overhead Surfaces

14.1 Installation of the anode system for vertical and

overhead surfaces shall meet the requirements of

sections 14.1.1 through 14.1.3.

14.1.1 Anode - The Anode  for vertical and overhead

surfaces unless otherwise specified shall be welded wire

steel mesh.  Spacers such as wooden battens shall be

used to keep the anode from coming in direct contact

with the concrete surface and to allow room for the

electrolyte media between the anode and the concrete

surface.  The Anode shall be securely fastened to the

concrete surface via insulated anchors to prevent any

shorting of the system.
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14.1.2 Electrolyte Media - The Electrolyte Media

shall be sprayed cellulose fiber unless otherwise

specified.  The cellulose fiber material shall provide high

moisture retention and be easily applied to awkward and

uneven surfaces.  The cellulose fiber and the electrolyte

shall be delivered through separate hoses, then mixed at

a nozzle and sprayed directly onto the concrete surface.

The fiber-electrolyte mixture shall be applied only after

the anode is securely installed.  The fiber-electrolyte

layer shall be approximately 1.5 to 2" thick.

14.1.3 Wetting of Electrolyte Media - The Electrolyte

Media must be kept ‘wet’ at all times.  The treatment

areas can be wrapped in plastic to minimize moisture

loss due to evaporation.  An irrigation system with a

continuous supply of electrolyte can be set up to  ensure

all surfaces are continuously wetted.

15. Specific Requirements for Horizontal Surfaces

15.1 Installation of the anode system for horizontal

surfaces shall meet the requirements of sections 15.1.1

through 15.1.3.

15.1.1 Anode - The Anode for horizontal surfaces

shall be a catalyzed titanium unless otherwise specified.

This mesh is suitable to apply to horizontal surfaces and

will not produce any rust staining.  Steel anode may be

used with the appropriate electrolyte media.

15.1.2 Electrolyte Media - The Electrolyte Media for

horizontal surfaces can be either a cellulose fiber, as in

section 14.1.2, or multiple layers of felt cloth.  In most

applications felt cloth can be used as the electrolyte

media.  Using this system, a layer of felt will be followed

by the titanium and covered with a top layer of felt, thus

producing a felt/titanium/felt sandwich.  If a titanium

anode is utilized, a proposal for mitigating acid

generation at the titanium shall be submitted by the

contractor.  The proposal shall contain a minimum of

three reference projects where the proposed method has

been used by the contractor.

15.1.3 Wetting of the Electrolyte Media - A small

watertight barrier (min 40mmm in height) shall be

erected around the perimeter of the horizontal surface to

be treated.  To continuously wet the electrolyte media,

the area inside the barrier shall be flooded with

electrolyte.  To keep the electrolyte media saturated a

irrigation system may be utilized.  Also, covering the

surface with plastic will reduce evaporation and retain

moisture.

16. Report and Data Sheets - After completion of

the work, the contractor shall prepare a final report as

defined below.  The final report shall include the

following information on the ECE project:

16.1 Project name and location.

16.2 Reinforcing steel continuity testing completed on

the structure and locations of any continuity bondings

made.

16.3 Surface preparation performed before treatment.

16.4 Description of the ECE installation and

procedure used.

16.5 Materials used with manufacturers’ data sheets.

16.6 Description of test locations and test procedures.

16.7 Current and voltage readings during treatment.

16.8 All test results including pre and post Cl- levels.

16.9 Pre treatment corrosion potential survey

measurements if specified.  In order to allow sufficient

depolarization of the structure, post treatment corrosion

potential survey may not be taken prior to 3 to 6 months

after treatment..

16.10 Locations and repair of any damage to the

concrete arising from the treatment.

16.11 Discussion of results, including consideration of

any local anomalies or variations in results.

16.12 Statement on the effectiveness of the treatment.

17. Key Words - Electrochemical Chloride

Extraction, ECE, bridge sub-structure repair, bridge

deck repair, concrete repair, corrosion remediation,

corrosion mitigation
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STRUCTURES DESIGN ADVANCE PLANNING STUDY SHEET (ENGLISH) (REV. 10/25/05)

To get to the Caltrans web site,

go to: http://www.dot.ca.gov
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Assumptions:

1.  One way traffic control will be required

 

2.  Work in the spillway is assumed allowed by

    the permitting agency

ALTERNATIVE 2

PLANNING STUDY

DATE OF ESTIMATE

COST/  __INCLUDING

10% MOBILIZATION &

25% CONTINGENCY    =

AREA               =

WIDTH              =

LENGTH             =

STRUCTURE DEPTH    =

BRIDGE REMOVAL     =

TOTAL COST         =

  

6’-0

34’-0"

15,861 ’ 

466’-6"

Legend:

6-5-08

6-5-08

88

9
7

1

 

2

 

3

 

4

 

5

 

6

 

 

 

7 

 

8

 

9

- Indicates existing Barrier Rail and AC removal, remove 

  unsound deck concrete, deck chloride removal, clean & 

  prepare bridge deck, place Polyester Concrete Overlay

7

Construct Abutment catcher blocks

 

Construct Footings Retrofit w/Tiedown Anchors

 

Install Class F Column Retrofit

 

Paint "Br. No. 09-0044"

 

þÿ�R�e�m�o�v�e� �e�x�i�s�t� �3�"� �¨� �A�C� �o�

 

Deck chloride removal using Electrochemical Chloride 

Extraction (ECE) process by Vector Corrosion Technologies

(sole source, proprietary)

 

Place 1" Polyester Concrete Overlay

 

þÿ�I�n�s�t�a�l�l� �J�o�i�n�t� �

 

Temporary Railing (Type K)

$116/SF      

$14,500

6-12-08

$1,859,000 

ATTACHMENT C
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To get to the Caltrans web site,

go to: http://www.dot.ca.gov
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Assumptions:

ALTERNATIVE 3

PLANNING STUDY 

2 3
2 3

2 3

2

44

1.  One way traffic control will be required

 

þÿ�2�.� � �3�’� �`� �C�I�D�H� �R�o�c�k� �S�o

   foundation.  No preliminary geology

   recommendation was prepared for this 

   Alternative

 

3.  Work in the spillway is assumed allowed 

   by the permitting agency (including new

   foundation work)

DATE OF ESTIMATE

COST/  __INCLUDING

10% MOBILIZATION &

25% CONTINGENCY    =

AREA               =

WIDTH              =

LENGTH             =

STRUCTURE DEPTH    =

BRIDGE REMOVAL     =

TOTAL COST         =

  

6’-0

466’-6"

7 7

8

6-5-08

6-5-08

Legend:

- Indicates existing Barrier Rail and AC & bridge removal, 

  remove unsound deck concrete, deck chloride removal, clean 

  & prepare bridge deck, place Polyester Concrete Overlay

1

 

2

 

3

 

4

 

5

 

 

 

6

 

7 

 

8

 

6 6

Construct Abutment catcher blocks

 

Install Class F Column Retrofit

 

Paint "Br. No. 09-0044"

 

þÿ�R�e�m�o�v�e� �e�x�i�s�t� �3

 

Deck chloride removal using Electrochemical Chloride 

Extraction (ECE) process by Vector Corrosion Technologies

(sole source, proprietary)

 

Place 1" Polyester Concrete Overlay

 

þÿ�I�n�s�t�a�l�l� �J�o�i�n�t� �

 

Temporary Railing (Type K)

43’-0"

20,060 ’ 

$70,520

$168/SF      

$3,446,000 

6-12-08
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District - Cty - Rte 02-PLU-089

PM 29.96

E.A. 02-0e180k

EFIS 02 0000 0022 K

PRELIMINARY COST  ESTIMATE  SUMMARY

  Type  of  Estimate:

  Program  Code: 110

  Description: Lake Almanor Spillway Bridge Rehabilitation, Alternative #1

  Limits:  K.P.  (P.M.) PM 30.0

  Proposed  Improvement  (Scope) : AC removal, chloride extraction and deck repair, seismic retrofit which includes pier jackets, 

catcher blocks and foundation pinning, polyester overlay, upgrade approach rail.

(Perpetuate exist bridge rail and overall deck width.)

Roadway  Items: $665,000

Phase 9 Task Orders: $29,000

Structure  Items: $1,587,000

Subtotal Construction Capital Estimate: $2,281,000

Right of Way Capital Estimate: $9,000

Total Project Capital Estimate: (rounded to 3 significant figures) $2,290,000

  Reviewed by Project Engineer :

Glenn Hammond, P.E.

  Reviewed  by  Project  Manager :

Eric Orr, P.E.

  Phone  No: (530) 225 - 3546 05/31/11

1  of  4

Alternative 1

Description of Work

Preliminary Estimate

 ATTACHMENT E



  I  ROADWAY  ITEMS

  Section  1:  Earthwork

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Roadway  Excavation 180 yd
3

$40 $7,200

  Access Ramp Excavation 85 yd
3

$50 $4,250

  Clearing  &  Grubbing 0 acre $0 $0

  Develop  Water  Supply 1 ls $10,000 $10,000

  Remove  Surfacing 1,500 yd
2

$8 $12,000

 Total  Earthwork: $33,000

  Section  2:  Roadway  Structural  Section

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Asphalt  Concrete 175 ton $150 $26,250

  Aggregate  Base 0 yd
3

$45 $0

  PCCP 0 yd
3

$200 $0

  ATPB 0 yd
3

$90 $0

  AC Dike 0 yd $25 $0

Total  Roadway Structural  Section: $26,000

  Section  3:  Drainage

Quantity Unit Unit  Price Unit  Cost Section  Cost

Drainage items 0 ls $0 $0

 

Total Drainage Items: $0
  Section  4:  Specialty  Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

Approach Railing &  Guardrails 380 ft $70 $26,600

  Structure Excavation 20 yd
3

$100 $2,000

  Structure Backfill 15 yd
3

$100 $1,500

  Pedestrian Rail Fencing 0 ft $16 $0

  Detailed Site Investigation

       (Hazardous Waste) 1 ls $3,000 $3,000

Erosion Control 1 ls $5,000 $5,000

Bird monitoring 1 ls $20,000 $20,000

landscape 0 ls $3,000 $0

  

Total  Specialty  Items $58,000

2  of  4

 ATTACHMENT E



I.     ROADWAY  ITEMS  (CONTINUED)

  Section  5:  Traffic   Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

  P. Changeable Msg Sign 4 ea $6,000 $24,000

  Remove Approach Rails 120 ft $30 $3,600

  Temp Traffic Signal System 1 ea $120,000 $120,000

  Replace Approach Rails 4 ea $7,500 $30,000

  Crash Cushion 1 ls $10,000 $10,000

  Construction Area Signs 1 ls $12,000 $12,000

  Paint  Striping 2,400 ft $1.00 $2,400

  Permanent  Roadsigns 0 ea $500 $0

  TMP or other Measure(s) 1 ls $5,000 $5,000

  Temporary Rail (Type K) 1,000 ft $40 $40,000

  Traffic Control 20 days $1,600 $32,000

Total  Traffic  Items: $279,000

SUBTOTAL  ITEMS  1 - 5  : $396,000

  Section  6,  Minor  Items:

  (subtotal  of  sections  1 - 5) x (5% - 10%) = $396,000 x 10%  

Total  Minor  Items: $40,000

  Section  7,  Roadway  Mobilization:

  (subtotal  of  sections  1 - 6) x (0% - 10%) = $436,000 x 10%  

Total  Roadway  Mobilization: $44,000

  Section  8,  Roadway  Additions:

  Supplementals

  (subtotal  of  sections  1 - 6 ) x ( 5% - 10% ) = $436,000 x 5% $21,800

Construction Environmental $5,000 x ls $5,000

Stormwater Management Plan $10,000 x ls $10,000

Temporary Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $396,000 x 5% $19,800

Maintenance of Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $396,000 x 5% $19,800

(subtotal of Construction Environmental) = $54,600

  Contingencies

  (subtotal  of  sections  1 - 6 ) x ( 20% - 30% ) = $436,000 x 25% $109,000

Total  Roadway Additions: $185,000

Total  Roadway  Items: $665,000
(TOTAL  OF  SECTIONS 1 - 8 )

3  of  4

 ATTACHMENT E



  Section  9, Phase 9Task Orders* :

Swallow Netting (prior to const.) 1 ea $20,000 $20,000

Historical Resources Monitoring 1 ea $9,000 $9,000

Total  Task Orders: $29,000
  

*
Geotechnical Exploration and Study estimate in SUPPORT COSTS ($10,000).

II.  STRUCTURES  ITEMS:

Structure  Name Almanor Spillway Bridge

  Remove Existing Structures $0  

  Structure  Type CIP / BG

  Width  ft  (out  to  out) 34'

  Span  Length  ft 467'

  Total  Area  sq ft 15,900

  Footing  Type  (pile / spread) spread

  Cost  Per  Sq.  ft  (incl.  10%  mobilization $100  

   and 25% contingency)

  Total Cost of Structure $1,587,138 $1,587,138

Subtotal  Structure  Items:  

Total  Structures  Items: $1,587,000

III.  Right  of  Way  

  Acquisition,  including  excess 1.5 acres $6,000 $9,000

       lands and  damages.

  Utility  Relocation 0 LS $0 $0

  Relocation Assistance (RAP)  

  Clearance/Demolition 1 LS $0 $0

  Title  and  Escrow  Fees 1 LS $0 $0

  CONSTRUCTION  CONTRACT  WORK   

Total  Right  of Way: $9,000

  Estimate  Prepared  by  Glenn Hammond Phone  number (530) 225-3001 Date: 31-May-11

4  of  4
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District - Cty - Rte 02-PLU-089

PM 29.96

E.A. 02-0e180k

EFIS 02 0000 0022 K

PRELIMINARY COST  ESTIMATE  SUMMARY

  Type  of  Estimate:

  Program  Code: 110

  Description: Lake Almanor Spillway bridge rehab, Alternative #2.

  Limits:  K.P.  (P.M.) PM 30.0

  Proposed  Improvement  (Scope) : AC removal, chloride extraction and deck repair, seismic retrofit which includes

pier jackets, foundation pinning, catcher blocks, polyester overlay.

Upgrade bridge rails, new approach rails and conform grind/ inlay bridge approaches

(Perpetuate exist deck width)

Roadway  Items: $693,000

Phase 9 Task Orders $29,000

Structure  Items: $1,859,000

Subtotal Construction Capital Estimate: $2,581,000

Right of Way Capital Estimate: $9,000

Total Project Capital Estimate: (rounded to 3 significant figures)
$2,590,000

  Reviewed by Project Engineer :

Glenn Hammond, P.E.

  Reviewed  by  Project  Manager :

, P.E.

  Phone  No: (530) 225 - 3546 05/31/11

1  of  4

Preliminary Estimate

Alternative 2

Description of Work

 ATTACHMENT E



  I  ROADWAY  ITEMS

  Section  1:  Earthwork

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Roadway  Excavation 180 yd3
$40 $7,200

  Access Road 85 yd3
$40 $3,400

  Grading to flatten parcels 0 yd3
$0

  Clearing  &  Grubbing 0 acre $0 $0

  Develop  Water  Supply 1 ls $10,000 $10,000

  Remove  Surfacing 1,500 yd2
$4 $6,000

 Total  Earthwork: $27,000

  Section  2:  Roadway  Structural  Section

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Asphalt  Concrete 175 ton $150 $26,250

  Aggregate  Base 0 yd3
$45 $0

  PCCP 0 yd3
$200 $0

  ATPB 0 yd3
$90 $0

  AC Dike 0 yd $25 $0

Total  Roadway  Section: $26,000

  Section  3:  Drainage

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Drainage items 0 ls $0 $0

 

Total  Drainage  Items: $0

  Section  4:  Specialty  Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Approach Railing &  Guardrails 380 ft $70 $26,600

  TYPE  6B Retaining Structures  yd2
$500 $0

  Structure Excavation 20 yd3
$100 $2,000

  Structure Backfill 15 yd3
$100 $1,500

  Pedestrian Fencing 940 ft $16 $15,040

  Detailed Site Investigation

       (Hazardous Waste) 1 ls $3,000 $3,000

  Erosion Control 1 ls $5,000 $5,000

  Landscape 0 ls $3,000 $0

  Total  Specialty  Items $53,000

2  of  4

 ATTACHMENT E



I.     ROADWAY  ITEMS  (CONTINUED)

  Section  5:  Traffic   Items

Quantity Unit Unit  Price

  P. Changeable  Msg  Sign 4 ea $7,000 $28,000

  Remove Approach Rails 120 ft $30 $3,600

  Temp Traffic Signals System 1 ea $120,000 $120,000

  Replace Approach Rails 4 ea $7,500 $30,000

  Crash Cushion 1 ls $10,000 $10,000

  Construction Area Signs 1 ls $12,000 $12,000

  Paint  Striping 2,400 ft $1.00 $2,400

  Permanent  Roadsigns 2 ea $500 $1,000

  TMP or other Measure(s) 1 ls $5,000 $5,000

  Temporary Rail (Type K) 1,000 ft $40 $40,000

  Traffic Control 25 days $1,600 $40,000

Total  Traffic  Items: $292,000

SUBTOTAL  ITEMS  1 - 5  : $398,000

  Section  6,  Minor  Items:

  (subtotal  of  sections  1 - 5) x (5% - 10%) = $398,000 x 10%  

Total  Minor  Items: $40,000

  Section  7,  Roadway  Mobilization:

  (subtotal  of  sections  1 - 6) x (0% - 10%) = $438,000 x 10%  

Total  Roadway  Mobilization: $44,000

  Section  8,  Roadway  Additions:

  Supplementals

  (subtotal  of  sections  1 - 6 ) x ( 5% - 10% ) = $438,000 x 5% $21,900

Construction Environmental $30,000 x ls $30,000

Stormwater Management Plan $10,000 x ls $10,000

Temporary Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $398,000 x 5% $19,900

Maintenance of Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $398,000 x 5% $19,900

(subtotal of Construction Environmental) = $79,800

  Contingencies

  (subtotal  of  sections  1 - 6 ) x ( 20% - 30% ) = $438,000 x 25% $109,500

Total  Roadway Additions: $211,000

Total  Roadway  Items: $693,000

(TOTAL  OF  SECTIONS 1 - 8 )

3  of  4

Item Cost

 ATTACHMENT E



  Section  9, Phase 9 Task Orders* :

Swallow Netting (prior to const.) 1 ea $20,000 $20,000

Historical Resources Monitoring 1 ea $9,000 $9,000

Total  Task Orders: $29,000
  *Geotechnical Exploration and Study estimate in SUPPORT COSTS ($10,000).

II.  STRUCTURES  ITEMS:

  Overcrossing  Name Almanor Spillway Bridge

  Remove Existing Structures $14,500  

  Structure  Type CIP / BG

  Width  ft  (out  to  out) 34

  Span  Length  ft 467

  Total  Area  sq ft 15,900

  Footing  Type  (pile / spread) spread

  Cost  Per  Sq.  ft  (incl.  10%  mobilization $116  

   and 25% contingency and removal of existing)

  Total Cost of Structure ######### $1,858,900

Subtotal  Structure  Items:  

Total  Structures  Items: $1,859,000

III.  Right  of  Way  

  Acquisition,  including  excess 1.5 acres $6,000 $9,000

       lands and  damages.

  Utility  Relocation 1 LS $0 $0

  Relocation Assistance (RAP)  

  Clearance/Demolition 1 LS $0 $0

  Title  and  Escrow  Fees 1 LS $0 $0

  CONSTRUCTION  CONTRACT  WORK   

Total  Right  of Way: $9,000

  Estimate  Prepared  by  Glenn Hammond Phone  number (530) 225-3001 Date: 31-May-11

4  of  4
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District - Cty - Rte 02-PLU-089

PM 29.96

E.A. 02-0e180k

EFIS 02 0000 0022 K

PRELIMINARY COST  ESTIMATE  SUMMARY

  Type  of  Estimate:

  Program  Code: 110

  Description: Lake Almanor Spillway bridge rehab, Alternative #3

  Limits:  K.P.  (P.M.) PM 30.0

  Proposed  Improvement  (Scope) : AC removal, chloride extraction and deck repair, replace joints, upgrade approach rails

siesmic retrofit including pier jackets, foundation pinning and catcher blocks, remove rails 

and widen deck on each side to 43' (gross),  polyester overlay, widen approaches and 

conform pavment inlay.

Roadway  Items: $765,000

Phase 9 Task Orders $29,000

Structure  Items: $3,446,000

Subtotal  Construction Capital Estimate: $4,240,000

Right of Way Capital Estimate: $9,000

Total Project Capital Estimate: (rounded to 3 significant figures) $4,250,000

  Reviewed by Project Engineer :

Glenn Hammond, P.E.

  Reviewed  by  Project  Manager :

Eric Orr, P.E.

  Phone  No: (530) 225 - 3439 05/31/11

1  of  4

Description of Work

Preliminary Estimate

Alternative 3

 ATTACHMENT E



  I  ROADWAY  ITEMS

  Section  1:  Earthwork

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Roadway  Excavation 400 yd3
$35 $14,000

  Access Ramp 85 yd3
$50 $4,250

  Grading to flatten parcels 0 yd3
$0

  Clearing  &  Grubbing 0 acre $0 $0

  Develop  Water  Supply 1 ls $10,000 $10,000

  Remove  Surfacing 1,500 yd2
$4 $6,000

 Total  Earthwork: $34,000

  Section  2:  Roadway  Structural  Section

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Asphalt  Concrete 220 ton $150 $33,000

  Aggregate  Base 90 yd3
$45 $4,050

  PCCP 0 yd3
$200 $0

  ATPB 0 yd3
$90 $0

  AC Dike 0 yd $25 $0

Total  Roadway Structural  Section: $37,000

  Section  3:  Drainage

Quantity Unit Unit  Price Unit  Cost Section  Cost

Drainage items 0 ls $0 $0

 

Total  Bridge  Items: $0
  Section  4:  Specialty  Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

Approach Railing &  Guardrails 380 ft $70 $26,600

  Structure Excavation 40 yd3
$100 $4,000

  Structure Backfill 50 yd3
$100 $5,000

  Pedestrian Fencing 940 ft $16 $15,040

  Detailed Site Investigation

       (Hazardous Waste) 1 ls $3,000 $3,000

Erosion Control 1 ls $5,000 $5,000

landscape 0 ls $3,000 $0

  

Total  Specialty  Items $59,000
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I.     ROADWAY  ITEMS  (CONTINUED)

  Section  5:  Traffic   Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Changeable  Msg  Sign 4 ea $8,000 $32,000

  Remove Approach Rails 120 ft $30 $3,600

  Temp Traffic Signals 1 ea $120,000 $120,000

  Replace Appraoch Rails 4 ea $7,500 $30,000

  Crash Cushion 1 ls $10,000 $10,000

  Construction Area Signs 1 ls $12,000 $12,000

  Thermoplastic Striping 2,500 ft $1.00 $2,500

  Permanent  Roadsigns 2 ea $500 $1,000

  TMP or other Measure(s) 1 ls $5,000 $5,000

  Temporary Rail (Type K) 1,000 ft $40 $40,000

  Traffic Control 35 days $1,600 $56,000

Total  Traffic  Items: $312,000

SUBTOTAL  ITEMS  1 - 5  : $442,000

  Section  6,  Minor  Items:

  (subtotal  of  sections  1 - 5) x (5% - 10%) = $442,000 x 10%  

Total  Minor  Items: $44,000

  Section  7,  Roadway  Mobilization:

  (subtotal  of  sections  1 - 6) x (0% - 10%) = $486,000 x 10%  

Total  Roadway  Mobilization: $49,000

  Section  8,  Roadway  Additions:

  Supplementals

  (subtotal  of  sections  1 - 6 ) x ( 5% - 10% ) = $486,000 x 5% $24,300

Construction Environmental $30,000 x ls $30,000

Stormwater Management Plan $10,000 x ls $10,000

Temporary Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $442,000 x 5% $22,100

Maintenance of Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $442,000 x 5% $22,100

(subtotal of Construction Environmental) = $84,200

  Contingencies

  (subtotal  of  sections  1 - 6 ) x ( 20% - 30% ) = $486,000 x 25% $121,500

Total  Roadway Additions: $230,000

Total  Roadway  Items: $765,000
(TOTAL  OF  SECTIONS 1 - 8 )
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  Section  9, Phase 9Task Orders* :

Swallow Netting (prior to const.) 1 ea $20,000 $20,000

Historical Resources Monitoring 1 ea $9,000 $9,000

Total  Task Orders: $29,000
  *Geotechnical Exploration and Study estimate in SUPPORT COSTS ($10,000).

II.  STRUCTURES  ITEMS:

  Overcrossing  Name Almanor Spillway Bridge

  Remove Existing Structures $70,520  

  Structure  Type CIP / BG

  Width  ft  (out  to  out) 43

  Span  Length  ft 467

  Total  Area  sq ft 20,060

  Footing  Type  (pile / spread) spread

  Cost  Per  Sq.  ft  (incl.  10%  mobilization $168  

   and 25% contingency and removal of existing)

  Total Cost of Structure $3,375,095 $3,445,615

Subtotal  Structure  Items:  

Total  Structures  Items: $3,446,000

III.  Right  of  Way  

  Acquisition,  including  excess 1.5 acres $6,000 $9,000

       lands and  damages.

  Utility  Relocation 1 LS $0 $0

  Relocation Assistance (RAP)  

  Clearance/Demolition 1 LS $0 $0

  Title  and  Escrow  Fees 1 LS $0 $0

  CONSTRUCTION  CONTRACT  WORK   

Total  Right  of Way: $9,000

  Estimate  Prepared  by  Glenn HammondPhone  number (530) 225-3001 Date: 31-May-11
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District - Cty - Rte 02-PLU-089

PM 29.96

E.A. 02-0e180k

EFIS 02 0000 0022 K

PRELIMINARY COST  ESTIMATE  SUMMARY

  Type  of  Estimate:

  Program  Code: 110

  Description: Lake Almanor Spillway bridge rehab, Alternative #4

  Limits:  K.P.  (P.M.)

  Proposed  Improvement  (Scope) : Replace bridge on parallel alignment, remove old bridge

Roadway  Items: $959,000

Structure  Items: $6,863,000

Subtotal  Construction Capital Estimate: $7,822,000

Phase 9 Task Orders $30,000

Right of Way Acquisitions: $21,000

Right of Way Capital Estimate: $51,000

Total Project Capital Estimate: (rounded to 3 significant figures) $7,870,000

  Reviewed by Project Engineer :

Glenn Hammond, P.E.

  Reviewed  by  Project  Manager :

Eric Orr, P.E.

  Phone  No: (530) 225 - 3439 05/31/11
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  I  ROADWAY  ITEMS

  Section  1:  Earthwork

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Roadway  Excavation 2,000 yd3
$35 $70,000

  Access Ramp 85 yd3
$50 $4,250

  Grading to flatten parcels 0 yd3
$0

  Clearing  &  Grubbing 1 acre $20,000 $20,000

  Develop  Water  Supply 1 ls $10,000 $10,000

  Remove  Surfacing yd2
$4 $0

 Total  Earthwork: $104,000

  Section  2:  Roadway  Structural  Section

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Asphalt  Concrete 900 ton $150 $135,000

  Aggregate  Base 900 yd3
$45 $40,500

  PCCP 0 yd3
$200 $0

  ATPB 0 yd3
$90 $0

  AC Dike 0 yd $25 $0

Total  Roadway Structural  Section: $176,000

  Section  3:  Drainage

Quantity Unit Unit  Price Unit  Cost Section  Cost

Drainage items 0 ls $0 $0

 

Total  Bridge  Items: $0
  Section  4:  Specialty  Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

Approach Railing &  Guardrails 380 ft $70 $26,600

  Structure Excavation 400 yd3
$100 $40,000

  Structure Backfill 300 yd3
$100 $30,000

  Pedestrian Fencing 0 ft $16 $0

  Detailed Site Investigation

       (Hazardous Waste) 1 ls $3,000 $3,000

Erosion Control 1 ls $15,000 $15,000

landscape 1 ls $3,000 $3,000

  

Total  Specialty  Items $118,000
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I.     ROADWAY  ITEMS  (CONTINUED)

  Section  5:  Traffic   Items

Quantity Unit Unit  Price Unit  Cost Section  Cost

  Changeable  Msg  Sign 4 ea $8,000 $32,000

  Remove Approach Rails 120 ft $30 $3,600

  Temp Traffic Signals 0 ea $120,000 $0

  Replace Approach Rails 4 ea $7,500 $30,000

  Crash Cushion 1 ls $10,000 $10,000

  Construction Area Signs 1 ls $12,000 $12,000

  Thermoplastic Striping 2,500 ft $1.00 $2,500

  Permanent  Road signs 2 ea $500 $1,000

  TMP or other Measure(s) 1 ls $5,000 $5,000

  Temporary Rail (Type K) 200 ft $50 $10,000

  Traffic Control 35 days $1,600 $56,000

Total  Traffic  Items: $162,000

SUBTOTAL  ITEMS  1 - 5  : $560,000

  Section  6,  Minor  Items:

  (subtotal  of  sections  1 - 5) x (5% - 10%) = $560,000 x 10%  

Total  Minor  Items: $56,000

  Section  7,  Roadway  Mobilization:

  (subtotal  of  sections  1 - 6) x (0% - 10%) = $616,000 x 10%  

Total  Roadway  Mobilization: $62,000

  Section  8,  Roadway  Additions:

  Supplementals

  (subtotal  of  sections  1 - 6 ) x ( 5% - 10% ) = $616,000 x 5% $30,800

Construction Environmental $30,000 x ls $30,000

Stormwater Management Plan $10,000 x ls $10,000

Temporary Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $560,000 x 5% $28,000

Maintenance of Erosion Control & NPDES

(subtotal of sections 1-5) x (1% - 7%) = $560,000 x 5% $28,000

(subtotal of Construction Environmental) = $96,000

  Contingencies

  (subtotal  of  sections  1 - 6 ) x ( 20% - 30% ) = $616,000 x 25% $154,000

Total  Roadway Additions: $281,000

Total  Roadway  Items: $959,000
(TOTAL  OF  SECTIONS 1 - 8 )
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  Section  9,  Phase 9 Task Orders* :

Swallow Netting (prior to const.) 1 ea $20,000 $20,000

Permits 1 ea $1,000 $1,000

Historical Resources Monitoring 1 ea $9,000 $9,000

Total  Task Orders: $30,000
  *Geotechnical Exploration and Study estimate in SUPPORT COSTS ($10,000).

II.  STRUCTURES  ITEMS:

  Overcrossing  Name Almanor Spillway Bridge

  Remove Existing Structures $218,000  

  Structure  Type CIP / BG

  Width  ft  (out  to  out) 43

  Span  Length  ft 467

  Total  Area  sq ft 20,060

  Footing  Type  (pile / spread) spread

  Cost  Per  Sq.  ft  (incl.  10%  mobilization $331  

   and 25% contingency and removal of existing)

  Total Cost of Structure $6,645,000 $6,863,000

Subtotal  Structure  Items:  

Total  Structures  Items: $6,863,000

III.  Right  of  Way  

  Acquisition,  including  excess 1.9 acres $11,400 $21,204

       lands and  damages.

  Utility  Relocation 1 LS $0 $0

  Relocation Assistance (RAP)  

  Clearance/Demolition 1 LS $0 $0

  Title  and  Escrow  Fees 1 LS $0 $0

  CONSTRUCTION  CONTRACT  WORK   

Total  Right  of Way: $21,000

  Estimate  Prepared  by  Glenn HammondPhone  number (530) 225-3001 Date: 31-May-11
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